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ABSTRACT

This report describes the work done in a program to investigate awvailable
methods of protection of aircraft fluld systems from ballistic damage.
Primary emphasis in this study was placed upon the protection of aircraft
fuel tanks through the use of self-sealing fuel tank materials. A number of
protection materials were selected and subjected to gunfire testing with

.30 and .50 caliber projectiles. Significant conclusions of the program are
as follows:

a. -‘Internal tank pressures reduce probability of sealing.

b. Hydraulic ram pressure induces significant structural damage, thereby
reducing probability of sealing exit wounds.

c. Petaling of skins in intimate contact with tank material had little
or no effect on sealing of entrance wounds.

d. Existing materials can provide satisfactory protection when pro-
verly utilized.

e. Several new materials were tested which show evidence of potential
application, particularly backing boards.

This abstract is subject to special export controls and each trensmittal to
foreign nationals may be made only with prior approval of the Air Force
Materials Laboratory, MAAE, Wright-Patterson Air Force Base, Ohio LSh33.
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SECTION I
INTRODUCTION

1. BACKGROUND

There is, from a practical standpoint, no design possible that would
prevent penetration of aircraft fluid systems by gunfire because of the
extreme weight penalties imposed on the airplane. Therefore, it is necessary
to accept the penetration as a fact and to take measures to minimize fuel loss,
fire hazard, and structural failure to a point that a high degree of safety
can be built into future aircraft.

The obJective of this study program was to evaluate the available methods
for reducing the vulnerability of aircraft fluid systems to damage from small
arms gunfire, with primary emphasis on fuel tank protection.

2. TECHNICAL APPROACH

The study was divided into three separate parts. The first part of the
study was a survey of all manufacturers, suppliers and users of self-sealing
tank materials and backing board and of airframe and/or military users of such
material. This survey was performed to ascertain the industry "state-of-the-
art" as to new and experimental materials under development and established
and qualified materials still being manufactured, as well as to provide a wide
choice of materials that could be chosen for testing in this study. In addi-
tion to contacts made with manufacturers and users, a search of published
literature was made and a bibliography prepared.

Since deformation of the aircraft skin by the ballistic projectile,
"petaling", was thought to have pronounced effects on the performance of
bullet-sealing fuel tanks, the second part of the study was a series of "dry
skin gunfire" tests to study petal height and roll, skin coring, etc. of
various skin alloys and thicknesses when caliber .30 and .50 rounds, both
straight through and tumbled, were fired into them. Table III is a summary
of the skins used in the gunfire petaling tests.

After completing the dry skin firing, the last part of this study, wet
tank gunfire tests, was performed. This part consisted of gunfiring some
composite type panels and combinations of backing board and self-sealing mater-
ial panels which were attached to the ends of a fuel test tank filled three-
fourths full of JP-4 fuel. All rounds were fired into tank below the fuel
level. The effects of the following parameters were examined in this phase
of the study . :

O Internal tank pressure - 0 to 2 psig
o0 Fuselage skin to tank wall gaps - 0 to 1.50 inches

o Projectile size - caliber - .30 or .50

o Entry mode - straight—through or tumbled




O With and without reticulated foam or perforated plastic
spheres (whiffle balls)

'o Armor piercing or Armor piercing incendiary ammunition

All of the parameters examined are related to developing a more effective
"defensive" design for aircraft fuel systems.




SECTION II

SUMMARY

An industry survey was made for the purpose of determining what materials
and techniques might be applicable to protection of airecraft fluid system. A
total of thirty-six airframe manufacturers, msterial manufacturers and defense
installations were contacted. Based upon the information received and with the
continued cooperation of interested members of industry, the plans for the
gunfire tests were made. '

The dry skin gunfire tests were conceived as a quick method to examine
the "petaling" characteristics of various metal alloys which are used as air-
craft skins. Twenty-eight rounds of caliber .50 armor piercing and thirty-one
rounds of caliber .30 armor piercing were fired into twenty-four skin panels
made from three aluminum alloys and AMSLOO1 titanium. Section V is a detail
dissertation of the results of this part of the test.

The industry survey to find test materials and the "dry skin" gunfire
tests were preliminaries to the larger wet tank gunfire tests. The broad base
of the wet tank gunfire tests encompassed the examination of some 12 backing
boards, 9 self-sealing material combinations, and 3 defense composites with
eight parameters varied during the gunfire testing.

The applied internal pressure up to 2 psi had a marked influence on the
sealing properties of all materials tested. In several instances, sealing was
not achieved in the time allotted in MIL-T-5578 while a head pressure of 2 psig
was on the test tank., However, upon release of pressure, immediate seals

occurred. This seemed to be independent of the caliber or entry mode of the
round fired.

The skin to backing board gap was varied from 1,50 to O inch in an effort
to determine the effect of skin petaling holding open the wounds in the backing
board and self-sealing material., Several attempts were made to demonstrate
this "petaling" influence but the results were not conclusive. Similarly,
changes in skin thickness and alloy seemed to have no effect upon the test
results. Sealing on entrance and exit penetrations occurred as well with zero
gap as with clearances up to 1.25 inch. Zero gap on exit penetrations did
result in catastrophic damage to the exit skin panel because of ram pressures
developed within the tank. Except when the skin gap was zero, the skin panels
were unsupported.

All materials were gunfired with the caliber ordnance recommended by the
manufacturer. Selected combinations were also shot with higher caliber ordnance
to see if the material would perform beyond its recommended protection level.
Two projectile entry modes were examined, straight-through and tumbled. True
to what was observed in the dry skin firing, the tumbled rounds caused more
structural damage and resulted in poorer sealing performance than the straight-
through shots. No "pulled powder charge" rounds were fired in the wet tank
gunfiring with only one exception and it was inconsequential. The incendiary
rounds were fired straight-in only. However, because of the presence of the
striker plate, about 18 inches forward of the front panel, the incendiary
rounds impacted in a partial tumbled mode. The caliber .30 incendiary rounds




apparently did no more structural damage than the regular AP ammunition, but
did always carry the probability of fire.

A reticulated polyurethane foam was installed in the test cell as a fire
suppressant when incendiary rounds were fired. The foam was also used in some
installations for the regular armor piercing rounds. The foam was found to be
an excellent fire suppressant, to have no detectable effect on sealing, and
appeared to decrease the destructive force of the hydraulic ram pressure.

Another parameter examined was the action of perforated hollow plastic
spheres (whiffle balls) installed in the test tank. It was believed that when
a self-sealing material was punctured that these balls, being inside the tank,
would act as an internal brace allowing only minimum tank wall deformation,
thus aiding in the sealing process. Minimum testing with whiffle balls was
conducted, and on this basis, no definite conclusions could be drawn as to the
effect of their presence. This test by itself showed that the balls did not
aid in the sealing action of the tank with or without an applied pressure of
2 psi. The balls in the path of the projectile showed various states of
destruction ranging from surface cracks to complete disintegration.

Normal variations in atmospheric and fuel temperature and fuel quantity
occurred but hed no noticeable effect on the test results. All rounds were
fired into a 3/4 full tank céontaining approximately 55 gallons.

There was & noticeable difference in the overall destructive effect of
straight-in and tumbled rounds on entrance panels. Forty-nine, or 91 percent
of the straight-through entrances sealed satisfactorily while only about 68
percent of the tumbled entrance wounds sealed. No matter what the mode of
entry, all rounds which exited from the tank did so in the tumbled mode. As
a result of the tumbled exit mode and hydraulic ram pressures, the exit panels
and backing board consistently suffered more damage than the entrance panels
and backing board. This point is discussed thoroughly in Section VI for wet
tank gunfire tests. ' 4




SECTION III

RECOMMENDATIONS

1. GENERAL

The results of this study indicate the following courses of action in
design for decreasing the vulnerability of aircraft fuel tanks from small arms
fire.

a. That the structural support for self-sealing fuel tanks be such that
the structure can "work elastically" and not rupture under the hydraulic ram
pressure waves.

b. .That future fuel tank installations favor a quality backing board and
a marginal self-sealing cell material combination over a quality self-sealing
cell material and marginal backing board combination, if compromise is required.

c¢. That internal tank pressures be made as low as possible, preferably
Zero.

d. That the installation of a fire suppressant foam in fuel cells be made
a basic requirement as a safeguard against internal explosion and fire.

2. ADDITIONAL TESTING

The results of this study indicate further testing is needed on the
following items:

a. Hydraulic ram pressure measurement, control, effect, and dissipation.

b. Zero clearance between skin and backing board to determine the effect
on the sealing capabilities of tank materials. :

c. OSelf-sealing materials under higher pressures since many aircraft fuel
systems operate at pressures greater than 2 psi.

3. MATERIALS CONSIDERATIONS

The results of this program indicate that material selection for future
design should consider, as a minimum; the following points:

a. Prior to use, the backing board should be subjected to extensive
ballistic tests with the self-sealing tank in intimate contact to determine
resistance to hydraulic ram pressure.

b. The backing board/self—sealing'material combination should be tested
in simulated aircraft structure as early as possible to determine capability
of overall protection system for resisting hydraulic ram pressures.

c. If at 81l possible, a fuselage skin of a more ductile material be
chosen rather than 7075-T6 aluminum or a titanium alloy. This will eliminate
practically all fire-flashes on entrance and thus decrease the probability of
fire and explosion.




4,  SPECIFICATIONS

In conjunction with the above recommendations, the following specification
changes should be made:

a. Revise testing procedures contained in military specification
MIL-P-80L45 for backing boards to include suitable ballistic testing to ensure
material performance in installed aircraft.

b. Revise Phase I test procedures in military specification MIL-T-55T8
for self-sealing fuel tanks to include simulated structure in early tests in
order that a more realistic evaluation of test results and prediction of in-
stalled performance may be obtained.

¢. Prepare an installation specification to define the overall design
objectives, and prescribe the necessary testing of combinations of materials
to arrive at optimum self-gsealing fuel tank systems.




SECTION IV
IKDUSTRY SURVEY

Ths initial phase of this investigation consisted of an industry survey
of manufacturers and users of self-sealing tank materials and backing boards.
The survey was performed to obtain information on all compositions and backing
boards that may be suitable for use in aireraft. The survey included materials
currently in use and materials under development which showed promise of
advancing the state-of-the-art for the protection of aircraft fluid systems
from ballistic damage.

1. DATA QUESTIONNAIRE

The means chosen for collecting the desired data was a questionnaire
which was sent to manmufacturers of all known self-sealing materials and
backing boards. This questionnaire, mailed with a letter of explanation,
Appendix A, requested the Vendors to submit Information on all campositions
and part mmbers of their products that would qualify for testing as an air-~
craft fluid system protection product.

A second questionnaire, mailed with a letter of explanation, Appendix B,
was directed to all airframe manufacturers. This document requested the air-
frame manufacturer to provide information on the methods of protection and
materials employed for the protection of aircraft fluid systems from ballistic
damage.

Both questionnaires were mailed to Armed Services representatives,
research and defense installations requesting information on the current
testing in the field of aircraft fluid systems protection and/or any related
field.

The technical library at VAD was requested to make a literature search
on the subject of vulnerability of self-sealing fuel cells, ete. This bibli-
ography is presented in Appendix C. 1In addition to the above sources of
information, reports and/or information were loaned and recommended for study
by the contracting agency, Federal agencies, and commercial vendors. A list
of the associated reports studied is given in Appendix D.

2. DATA SQURCES

Table E-I of Appendix E is a complete list of all airframe and materials
manufacturers and research and defense installations contacted during the
industry survey. BEach data source which indicated the availability of material
of particular significance was contacted directly, either by telephone or by
personal visit, The majority of the group queried exhibited a high degree of
cooperation. ,

Teble E-I presents relevant information, in brief form, gathered from
the listed sources. Tables E-II and E-III list candidate materials and
pertinent physical data for each. A detailed description of the construction
of the candidate materials is presented in paragraph 3 of this section.




3. CANDIDATE MATERIALS

During this survey, information was received on a mmber of candidate
materials for protection of aircraft fuel tanks, These materials can be
divided into the following categories: backing board materials; self-sealing
tank materials; self-sealing coatings for metal or integral tanks; and special
materials for reduction of hazards from fire and/or explosion.

a. Backing Board Materials

(1) Conolite Corp., Carpentersville, Illinois, manufactures three
backing board compositions in thicknesses of 26, 33 and 60 mils, This range
covers the caliber .30 and .50 protection levels established by MIL-P-804S5.
These three compositions have contimuous filament reinforcements of high
quality glass cloth, except for a center ply of B6ORK2W, which is cotton.
The laminating material is a reinforced polyester resin which meets the
requirements of MIL-P~-8045. This composition is a good example of a proven
material. -

(2) Goodyear Aerospace, Litchfield Park, Arizona, manufactures
two backing board compositions. ARM-018 board is a proven product which
exceeds the requirements of MIL-P-8045. Even though it has a three-ply
thickness of 0.070 inch, the unit weight of 0.35 pounds per square foot 1is
acceptable for aircraft use., This plastic laminate is a flexible material.
made by using a woven ballistic resistant nylon impregnated with a urethane
resin. ARM 1800 is the standard ARM 018 construction with a thin sheet of
tear resistant urethane applied to the outside surfaces. This additional
layer supplies a good slipping surface for any material in contact with it
as well as offering protection from shrapnel particles from the skin when a
hit is incurred. This feature is particularly desirable in 2zero clearance
skin gap installations.

(3) Air Logistics Corporation, Pasadena, California, manufactures
a wide variety of backing board constructions. Much information concerning
the compositions and recommendations for specific applications of their
materials is available. The basic board, series 700 SI, is a pressure molded,
mlti-ply, fiberglass epoxy laminate with special facings for particular
uses. Each layer is unidirectional fiberglass and molded at an angle to its
adjacent layers. Normally the boerd is faced on both sides with Nomex paper
or a polyurethane coating. If bonding to some other material is required,
one side is left uncoated. Heavy, medium and light weight boards are avail-
able to cover both caliber .50 and .60 protection levels, This composition
is currently in the process of being tested to MIL-P-8045.

(4) The M. C. Gill Corporation, El Monte, California, manufactures
two material compositions, Gillfab 1068 and 1075, suitable for use. These
materials have seen widespread use as baggage compartment liners and fuel
system backing board replacements, but had not had a ballistics test as de-
manding as that employed in this program. The 1075 composition meets the
requirements for oil tank backing board per MIL-P-8045 Class II, Type I. Both
products are ﬁberglass/polyester thermo-cured laminates of good mechanical




strength within an acceptable temperature range. The chief components of the
laminates are a fiberglass mat, filler, and resin which can be fabricated
accurately to almost any desired thickness.

The 1075 composition has a desirable flame resistant feature
which is not present in the 1068. Because of this flame resistant feature,
the 1075 composition holds good mechanical strength to 260°F instead of 160°F,
the strength temperature level for 1068. Suppliers of raw materials for both
compositions are the Pittsburg-~Plate Glass Co. for the mat and Hooker and
InterCity Chemical Company for the resins. 1In the final product, there exists
about a 50% resin to fiberglass ratio with the clay filler added to complete
the final construction.

(5) Firestone Coated Fasbrics Co., Akron, Ohio, produces two boards,
Fl-41 and B-2. The structural make-up of these boards is fiberglass with a
polyester binder. Both compositions meet the requirements of MIL-P-8045 and
carry a caliber .50 protection level rating., The Fl-41 board is 0,080 inch
thick and weighs 0.4l pounds per square foot. The B-2 construction is a vari-
ation of the Fl-41 created by applying a urethane spray coating as a finishing
coat while the finishing coat on the Fl-4l is an epoxy resin. Pre-production
approval was granted the B-2 material on the basis of its similarity to Fl-h41,

b. Self-Sealing Tank Materials

(1) UniRoyal Inc. of Mishawaka, Indiana, has manufactured a variety
of selp-sealing tank constructions in both .50 and .30 caliber capability, but
only four are in current usage: US 173, US 182, US 179 and US 180, Variations
of these self-sealing constructions are also used in combination with standard
bladder constructions.

US 173 is UniRoyal's standard self-sealing fuel cell construc-
tion and many other self-sealing constructions are adaptations of US 173 to
special customer requirements. US 173 is qualified to gunfire requirements
of MIL-T-5578 Level A (Caliber .50) standards and is a heavy material (weigh-
ing 1.15 lbs/sq ft) and is 0.217 inch thick. US 173 construction from the
fuel side out consists of the following plies: calendered rubber liner,
barrier, natural rubber sealant, tire cord, natural rubber sealant, two tire
cords and a coat of nitrile rubber. The tire cord plies are nylon and the
other layers are nitrile rubber or coated with nitrile rubber to be compatible
with the fuel used. US 182 is a caliber .50 protection level material devel-
oped for Vought Aeronautics Division of LTV Aerospace Corp. for use in the
A-TA aircraft, It is similar in layer make-up to US 173 with two exceptions.
The calendered rubber liner was replaced by a thin non-wicking fabric (same
as the liner in US-566RL non-self-sealing construction) and the sealant plies
were reduced in thickness to achieve desired we%ght and wall thickness
decreases. The weight of US 182 is 0.86 1bs/ft< and the thickness is 0.173
inch. Because of the relatively thinner construction of US 182, this
material would not pass the rigorous Phase I gunfire tests defined in MIL-T-
5578. Modified Phase I testing was performed using a special honeycomb and
backing board support, Conolite board B33FG1W, which was installed in the A-TA
aircraft to compensate for this condition. When installed with the simulated
aircraft structure, US 182 successfully completed Phase I, caliber ,50 level,

per MIL-T-5578.




For caliber .30 protection level, US 179 and US 180 are
available. Both of the constructions are in active service and have satis-
fied the requirements of MIL-T-5578. US 179 is a medium weight comstruction
consisting of a rubber liner, a nylon barrier, a single ply of sealant, and
two cord plies., Weight saving over caliber ,50 material is a resul of fewer
and thinner plies. US 179 weighs 0.64 1b/ft< and is 0,122 inch  thick,

US 179 is now in use in the Bell Helicopter UH-1D and Boeing Vertol CH-L7.

US 180 is basically the same material layout as US 179, differing only in the
inner liner. The liner in US 180 is a rubber coated fabric instead of a
calendered rubber liner, thus giving this construction an extended shelf life
and resistance to in-service aging. Due to this liner change, the US 180
composition weights 0,49 1bs/ft2 and is 0.12 inch thick. The increased wall
flexibility of US 180 permits this comstruction to be more readily adaptable
to retrofit into previously non-self-sealing fuel cavities. This construction
is now in use in Bell Helicopter AH-1G, North American OV-10, Fairchild Hiller
FH-1100, and Hughes LOH.

(2) Goodyear Tire and Rubber Company of Akron, Ohio, manufactures
three basic self-sealing tank compositions and many variations. Two of the
basic comstructions, FTL-13 and FIL 11-3, are proven materials while the
third, DX 325, is a new construction. (Since the beginning of the survey,
the DX325 material has been reidentified as FTL-17.)

The Goodyear FTL-13 is a caliber .30 protection level material
made up of the following four plies from the fuel side out: Buna-N, sealant,
nylon fabric, and an outside nylon fabric which is resistant to aromatic
fuels. This construction is nominally 0.10 inck. thick and weighs 0.543
1bs/sq ft. This construction is now in use on Sikorsky S-64, HH-3C, and S-61

helicopters and has been qualified to protection level (B) per MIL-T-5578
since 1964, _

The FTL-11-3 construction is Goodyear's basic .50 caliber
construction. Many variations of this basic mumber have been manmufactured by
Goodyear for special applications and to customer requirements. This basic
construction has a long history of performance and use on such aircraft as
Boeing B-47, Republic F-84F, and McDonnell F3H and F-10l. This construc-
tion was first qualified for .50 protection level (A) of MIL-T-5578 as early
as 1952. Because of its protection level, it is a heavy (1.20 lbs/sq £t)
material of 0.247 inch thickness composed of the following seven layers fram
the fuel side out: Buna-N, rubber sealant, nylon cord (vertical), nylon cord
'(hoaizontal) , rubber sealant, nylon cord (45 right), and outside nylon cord
(45~ 1left), coated to be resistant to aramatic fuels.

The DX325 is a new construction developed by Goodyear. This
construction from the fuel side out is made up of the following plies: Buna-N
sealant, nylon fabric, sealant, 2 plies of nylon fabric with the outside coated
for resistance to aromatic fuels. This is a caliber .50 protection level
material that as yet has not been qualified to MI_L-T-5578 but has the compo-
sition for this protection level. The bulld up thickness of 0.170 inch
and it weighs 0.855 pounds per square foot.
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(3) Firestone Coated Fabrics Co., Akron, Ohio, manufactures three
basic self-sealing constructions, 1146, 1316-3, and 1451, which are qualified
per specification MIL-T-5578. The 1146 construction has been qualified to
protection level A, caliber .50 and 20 mm, since 1953 and has been installed
in Douglas A-LAE and TA-4E aircraft since qualification tests. The construc-
tion weighs 1.31 1lbs/sq £t and has a nominal thickness of 0.24 inch. The 1146
construction is made up as follows from the fuel side out: buna-gum inner ply,
nylon fuel barrier, sealant, nylon fabric, sealant, 2 cord plies and an outer
layer of buna cement. The 1316-3 construction manufactured by Firestone Coated
Fabrics Co., is a caliber ,30 protection level material. This is a compara-
tively heavy (1.0l 1lbs/sq ft) material for a nominal thickness of 0.21 inch.
This material is presently used in hurricane boats and U.S. Army ERDL air
boats, attesting to its serviceability. The makeup of the 1316-3 construction
from the fuel side out is as follows: inner ply of nylon fabric, nylon barrier,
sealant, 2 layers of nylon fabric, and a gum coating. The 1451 construction
is a lightweight .30 caliber material (0.57 lbs/sq £t) 0.118 inch thick. The
makeup of 1451 from the fuel side out is as follows: bune-gum inner ply, nylm
fuel barrier, sealant, nylon fabric and an outer ply of polyurethape gum.

(4) Goodyear Aerospace Corporation of Litchfield Park, Arizona, is
in the process of developing a self-sealing fuel tank construction using
liquid coagulants suspended within the walls of the tank. When the tank is
penetrated by a projectile, the coagulant flows into the resulting hole and
forms a plug. This material, known as ARM 024, weighs 1, 00 lbs/sq ft and is
approximately 0.25 inch  thick. The material is semi-rigid because of its
construction features and requires that the liquid coagulant be added to the
tank walls after the tank is installed in the aircraft., The construction has
been shown by test to have the capability of sealing not only normal .50
caliber projectile holes but also larger and irregularly shaped penetrations.
Because this material is still under development, exact details of the con-
struction are not currently available,

c. Protective Materials for Metal and/or Integral Tanks

(1) Air Logistics, Pasadena, California, manufactures three experi-
mentel "defense composites". Vendor parts numbered 114509-102, a one piece
assembly; 114509-217, a two piece assembly; and 114509-304, a one piece
assembly, are the specisl configurations considered as most applicable., The
construction of 114509-102 and -217 are adjoining layers of backing board,
sealant rubber, and backing board. On the -217 composite, one backing board
is not bonded to the sealing rubber. The backing board is also not finished
with a fuel resistant coating. Protection level ettributed to these compo-
sites has not been stated by the vendor., These materials are designed to
serve as cavity liners for ferry fuel tanks and are not in contact with fuel
except when penetrated by a projectile. Air Logistics defense composite
114509-304 was designed purposefully as a protective device for application
to the exterior surface of integral fuel tanks, having the sealant rubber
bonded to the aluminum skin and then the backing board bonded to the raw
rubber,

(2) Goodyear Tire and Rubber Company, Akron, Ohio, manufactures a

self-sealing coating for metal fuel lines and tanks known as FLC-1l. The
FLC-1 coating consists of a 0.125 inch thickness of rigid cast polyurethane
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("Vithane") bonded to the metal, a 0.125 inch layer of sealant material, a
reinforcing fabric, and a final layer of 0.125 inch thick Vithane. The
coating weighs approximately 2.0 1lbs/sq ft.

(3) Minnesota Mining and Mfg. Company manufactures & compound with
potential epplication, HC-1101 (L-2216). This compound was arbitrarily clas-
sified as a "defense composite" for convenience of reporting only. In a sheet
thickness of 0.30 inches, this material weighs 1.53 lbs/sq ft. This material
is rigid and is a polymeric amine cured with an epoxy resin, and as such
could be used as an external coating material for integral fuel cells and fuel
end oll transfer lines. 1In view of its development status, it has not been
qualified to any military specification. The use of this material in gircraft
mey be inhibited by the weight and because the temperature range is 65 F to
150°F while the envirommental temperature range of modern aircraft is some-
what higher.

d. Special Materials

(1) Firestone supplies a reticulated polyurethane foam, LAS-103ZF
orange foam, for installation inside the fuel tanks to reduce the hazard of
fire and/or explosion when the tank is penetrated by an ignition source such
as an ignited incendiary projectile. This material is open celled and has a
density of 1.86 lbs/ft3 and a tensile strength of 25 lbs/sq in. The foam
creates a dry volume loss of 3% of fuel tank volume. In addition, some fuel
becomes unavailable for use due to the wetting action of the fuel upon the
surface of the foam. The effectiveness of this material has been examined in
numerovus tests,

(2) Kent Manufacturing Company menmufactures perforated hollow
plastic spheres (whiffle balls) which may have application in reducing the
hazard of fire and/or explosion. The presence of these balls, part number
BTG-6, is believed to reduce the spray of fuel through the entrance and exit

holes made by the projectile and also to assist in aligning the self-sealing
tank material for better performance.
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SECTION V
DRY SKIN PETALING TESTS

1. TEST OBJECTIVE

Dry skin gunfire tests were included in this program to provide
information on the effect of gunfire on aircraft skins. It was believed
that data obtained from the dry skin testing would be helpful in the
design and sequencing of the wet tank gunfire tests to follow.

2. TECHNICAL APPROACH

To reduce the time required to perform these tests, VAD decided to
use a test setup which would permit each projectile to pass through three
separate skin panels, believing that the energy lost in penetrating .
each panel would not be detrimental to evaluation of the final
results. The fixture designed to hold the skin panels to be tested is
shown in Figure 1. Each setup consisted of three panels of the same alloy
placed one behind another with a 3,62 inch air space between the skins.
Three commonly used aluminum alloys, 2024-T3, 6061-T6, and TO75-T6 were
tested. From front to rear the aluminum skin panel stock thicknesses were
0.025, 0.040 and 0,080 inches respectively. In addition to the aluminum
alloys, AMSLOOL titanium skin panels were also tested. The titanium panel
stock thicknesses fram front to rear were 0.028, 0.045, and 0.063 inches
respectively. Each material was gunfired with six or more rounds of caliber
+«30 armor piercing ammunition. The rounds fired included at least one
straight-through round and one tumbled round each for powder charges of
100, 70, and 50 percent by weight. Variations in powder charges were used
to obtain reduced projectile velocities representative of pemetrations at
various ranges, Velocity measurements were made on each round fired to
permit later correlation.

Identical setups of the same materials were then gunfired with six or
more rounds of caliber ,50 armor piercing ammunition. The rounds fired
included at least one straight-through round and one tumbled round each for
powder charges of 100, 85, and 50 percent by weight. Cotton wadding was
used to replace removed powder in the reduced charge rounds,

The velocity of each projectile prior to impact was determined by
calculation based on the time required for the projectile to pass through
two screens placed U8 inches apart. The position of these screens in the
path of the projectile is shown in Figure 2. Each screen was connected
electrically to a Herter's Mark VII chronograph. The chronograph was
actuated by the projectile breaking the circuit through the first screen and
stopped by the projectile breaking the circuit through the second screen.
The screens were located as near as possible to the target face to that the
velocity calculated would be essentially the impact velocity. The elapsed
time was recorded in microseconds and the velocity was then calculated as
distance divided by time (4 feet/number of microseconds).
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3. GENERAL RESULTS

The dry skin gunfire sequence for the caliber ,30 AP ordnance was
campleted with the following results:

CALIBER POWDER MODE NO, OF VELOCITY

AND CHARGE OF ROUNDS MAX, MIN, AVG.
TYPE % ENTRY FT/s FI/s FT/s
+30 AP 100 Straight 3 2721 2685 2703
.30 AP 70 Straight 3 1951 191k 1929
.30 AP 50 Straight 3 1384 1370 1379
.30 AP 100 Tumbled 6 2614 2424 2550
.30 AP T0 Tumbled 2 1932 1896 191k
«30 AP 50 Tumbled 2 1356 1220 1288

These measured velocities include a #lk feet per second error introduced by
the electronics of the measuring device used. The consistency of the

velocities verifies the fact that the test specimens received practically
identical impacts,

An analysis of the petal heights created by caliber .30 AP straight-
through rounds shows a general trend of increased petal height from the
first (thinnest) to the last (thickest) panel, regardless of the impact
veloclity or panel material., This trend is also true for petals created by
tumbled rounds through the AMS L4901 titanium panels. No apparent trend
appears to exist for petal heights created by tumbled rounds through the
aluminmm panels, The inconsistency may be caused by the change of projectile
energy from front to rear panels. The tumbled rounds had higher petals on -
the average than the straight through shots by approximstely 20 percent for
any one powder charge. The titanium panels had higher petals in both
straight-through and tumbled than the aluminum alloy panels., The aluminum
panels showed no trend among themselves for one alloy to have higher petals
than another. Generally, the higher velocity projectiles have a greater

tendency to core the metal where lower velocity projectiles tend to cause
higher petaling.

At the same impact velocity, no correlation could be found between the
various aluminum alloy types and the corresponding petal height, but the
various alloys did exhibit a marked difference in the type of damage
inflicted by the projectile. Almost every round, both straight-through and
tumbled, that passed through the titanium or 7075-T6 aluminum alloy cored
the skin panels, causing fragments of the panel to strike or pass through
one or more of the panels behind the cored panel, Straight-through rounds
in the other aluminum alloy skin panels did not normally produce coring,
although tumbled rounds consistently did so. Many of the holes made by
straight-through shots were somewhat smaller in diamefer than the slug
which passed through them. Most of these undersize holes appeared in the
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thinner first skins, It is surmised that when the rounds passed through
the thinner skins, the heat transmitted to the skin in the immediate area
of the hole probably allowed the skin to deform under impact more elastically,
Then after the heat was dissipated to atmosphere after passage of the round,
the hole in the skin panel contracted to a slightly smaller diameter,

The callber .50 dry skin gunfire tests were identical to the caliber
«30 except for the percent powder charges in the cartridges fired. To
obtain the projectile velocities desired, powder charges of 100, 85, and
50 percent by welght were used.

The results of dry skin gunfire tests with the caliber .50 AP ordnance
were as follows: '

CALIBER POWDER MODE NO. OF VELOCITY

AND CHARGE OF ROUNDS MAX, MIN, AVG.

TYPE % ENTRY FT/s ¥FT/s FT/s
.50 AP 100 Straight 5 29k1 2878 2913
.50 AP 85 Straight L 2395 2299 2357
.50 AP 50 Straight 5 171 1399 1439
.50 AP 100 Tumbled 3 2878 2837 2857
.50 AP 85 Tumbled L 2381 2260 2320
.50 AP 50 Turbled 6 1418 1351 1398

The exceptionally small variance of the velocities includes the error
inherent in the measuring device used, so a high degree of repeatability
in projectile velocity was achieved.

The petal heights for caliber .50 AP straight-through rounds followed
the same trend as the caliber .30, i.e., increasing petal height from
thinnest to thickest material and petal height not affected by the panel
alloy. The general trend of the increasing petal height, however, was not
true of the caliber .50 tumbled rounds, The titanium alloy had the highest
overall petaling for the caliber .50 AP rounds; the same was true for the
caliber .30 AP rounds. The tumbled rounds had higher petals on the average
than the straight-through shots by approximately LO percent for any one
powder charge. The aluminum panels exhibited no trend for ome to have
higher petals than another. Present in both calibers, but more prominent
in the caliber .50, is the peak petal height reached in the center mounted
skin for the tumbled rounds, For the tumbled caliber .50 rounds, the second
skin panel (0.040 in. thick) had noticeably higher petals than the first
(0.025 in, thick) and the third (0.080 in. thick). This could indicate that
the largest amount of energy was absorbed by the second skin.
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No correlation between alloy and petal height could be established.
As with the caliber .30 tests, however, panel thickness did have same
effect on the type of damage inflicted by the projectile. One alloy, the
7075-T6, suffered coring for every round fired through it. This was
not true of any of the other alloys where coring occurred only in
scattered instances. There was less coring with the caliber ,50 than with
the caliber .30. No cause was found for this phenomenon. About 4O percent
of the holes made by caliber .50 rounds were undersize and about 60 percent
of the holes made by the caliber .30 were undersize, even though the material
setups were identical.

Figures F-1 through F-8 of Appendix F show photographs of all skins
tested and Tables G-I through G-VIII of Appendix G show the measured detail
size and comments on type of damage incurred by the panels., Round mmbers
T1 through T59, shown in the photographs, correspond to the round numbers
listed in the tables of Appendix G. The effect of any one particular round
can be traced through all three panels by the round number shown in the photo-
graph and the correlating tabulated measurements and comments. For added
convenience, the tables are cross-referenced to the photographic figure of
the gunfired panel. Most of the photographs are views of the entrance and
exit sides of the test panel. Some edge shots are included to show petal
height and petal roll,

The measured height of any petal was the perpendicular distance from
the aft side of the skin surface. The height measurement is not to be
construed as a suitable skin gap clearance because many petals were rolled
as much as 180 degrees. In the process of rolling, the petal height probably
exceeded the final measured height. Good examples of rolled petals are shown
in Figures F-2(b) and (4).

Round T10 shown in Figures F-2(a), (b) and (c), and T18 shown in
Figures F-3(c) and (e) are good examples of shrapnel pitting, shown as .
bright spots around the hole in the second and third skins. This shrapnel
pitting, which was coring from front skin, was much more pronounced with
the tumbled rounds than with the straight-through rounds,

Rounds T17 and T18, shown in Figures F-3(a), (c) and (e), are examples
of coring. Normally, shrapnel damage and burning of second and third skins
will occur when all three skins are cored. Round T18 in Figure F-3(c) and (e)
shows coring and shrapnel damage very clearly, but on the same figures,
Round T17, which also cored, shows very few shrapnel marks. The burning
that sometimes accompanies coring and shrapnel damage is not well defined
in the photographs; however, its presence can be detected by the panel dis-
coloration (darker) in the area of the projectile hole suxh as that shown
by T26 in Figure F-li{c) and very well in Figure F-4(e). Some fireflashes
and fireballs were observed during calliber .50 AP gunfiring with some
being recorded on film., These were observed more on the TO75-T6 and AMS 4901
titanium panels than on the other alloys. During the caliber .30 firing, the
flashes and fireballs were noticed only when the titanium skins were shot.
These fire flashes appeared to accompany the tumbled rounds more than the
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straight-through shots., In some instances, the second and third skins
showed unmistakable evidence of the presence of fireballs in that the
front surface showed discoloration from heat and shrapnel damage from the
first and second skins in the stack. There are additional descriptive
notes listed at the bottom of the tables of Appendix G which further
describe the damage to the skin panels., .
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SECTION VI

WET TANK GUNFIRE TESTS

1. TEST OBJECTIVES

The wet tank gunfire tests were to evaluate the performsnce of self-
sealing materials and backing boards which were chosen for this part of
the study. The self~sealing materials and backing boards were tested as
combinations in conjunction with the following parameters:

Internal pressure: 0 to 2 psi

Skin Geps: O to 1.25 inch R

With and without reticulated foam or whiffle balls
Ordnance: Calibers ,30 and .50 AP and API

Entry Mode: straight through and tumbled

Nine self-sealing materials, twelve backing boards, three defense composites,
and two specisl materials were tested in this gunfire sequence.

2. TECHNICAL APPROACH
a. Gunfire Schedule

To accomplish the objectives of this program, a wet tank gunfire
test program, outlined in the gunfire schedule, Table I, was developed. The
cambinations of materials described in the gunfire schedule were selected
on the basis of past performance, vendor's recommended protection level,
and past experience in the use of the materials. Those combinations which
held the greatest promise of success were the ones scheduled for gunfire.
All materials were tested for entrance and exit sealing under as nearly
identical conditions as possible, Test parameters were closely controlled
to obtain repeatable and comparable results. The parameters were chosen
to be similar to those existing in a self-sealing fuel tank mounted in an
airplane, The parameters varied are listed in the left hand column of the
gunfire schedule, Table I,

Eech of the material combinations was subjected to gunfire of the
caliber for which the material was designed and qualified. The tests and
performance evaluation were similar to procedures outlined in military
specification MIL-T-5578. Additional tests were performed on some materials
beyond the design performance level of the materials., The effect of incen-
diary projectiles was also examined. The projectile type and mode is also
shown in Table I. ‘
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The following discusslion provides a brief explanation of the
organization and logic of the gunfire test schedule, presented in Table I.

(1) The smallest sub-division, noted by the symbol M, is a setup.
Each setup represents a complete test fixture assembly to be subjected to as
many as three identical rounds. When either the projectile entry mode,
caliber, or type is changed, it is considered to be a different setup, even
though the test fixture has not been reworked. Internal pressure was the
only parameter varied during the shooting of any given setup.

(2) A block, identified by brackets and the notation, Bn, conslsts
of one or more setups. Each block could be subjected to & number of different
calibers, types, or modes of entry of projectile without reworking the test
fixture. Those blocks numbered Bn.l are configurations that had passed
initial tests and were scheduled to receive an increased caliber or an armor
piercing incendiary round for further evaluation.

b. Test Materials

The materials chosen for testing to fulfill the various objectives
of the program ranged from totally experimental to fully qualified. The
materials are believed to be representative of the spectrum of materials
available today. The balance of the materials listed in Tables E-II and E-III
of Appendix E were omitted from the test program, either because some degree
of duplication would have been experienced, as with the light weight Conolite,
or because the material was unavailable from the mamufacturer, as with Good-
year ARM-02L4.

(1) Backing Boards

The following backing board compositions were selected for
testing:

o Conolite B33FGIW

0 Goodyear Aerospace ARM-018

o Goodyesr Aerospace ARM-1800

o M. C. Gill Gillfab 1068 (0.025 and 0.030)
o M. C. Gill Gillfab 1075 (0.025 and 0.030)
o Air Logistics 700 SI-EN2-23

o Air Logistics TOO SI-EN2-41

o Air Logistics 700 SI-BU1-61

o Firestone Fl-4l

0 Firestone B-2
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(2) sSelf-Sealing Tank Materials

The basic self-sealing constructions were selected for testing
as follows:

0 UniRoyal US 173

o UniRoyal US 179

o UniRoyal US 180

o UniRoyal US 182

o0 Goodyear FTL 11-3

o Goodyear FTL~13

o Goodyear DX325

o Firestone 1146

o Firestone 1316-3

(3) Protective Materials for Metal and/or Integral Tanks

Five speciasl protective materials were selected for testing:
o0 3M Company HC-1101

o Goodyear FLC-1 ‘

o Air Logistics 114509-102

o Air Logistics 114509-217

o Air Logistics 114509-304

(4) sSpecial Materials

The following special materials were selected to be included -
in the test program for limited evaluation only:

o Firestone LAS-1037ZF Orange Foam
o Kent Mfg. BTG-6

C. Test Methods
(1) Test Fixture

A test fixture was designed and fabricated as shown in Figure 3.
This box disassembles into two end frames, in which a skin assembly may be
mounted, and a center section tank. A piece of 28 by 34 inch self-sealing
material and backing board was clamped to each end of the center section tank
between the tank face and end frame face. This connection is liquid- and
air-tight when clamped. The purpose of clamping the end frames to the tank
was to allow for a quick method of changing test materials. The area avail-
able for projectile entry and exit without striking the end frame structure
is contained in three bays, each approximately 8 inches by 24 inches. Various
skin assemblies were installed in the end frame assemblies to create a skin to
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backing board gap varying from zero to 1.50 inches. This arrangement
provided a test tank 24 inches deep through which a projectile could pass
for entry and exit study. The complete test fixture was placed on a table
as shown in Figure 4. The locations of the guns, fuel storage tanks, fuel
pumps, nitrogen supply for regulating internal tank pressure, tumble boards,
and velocity measuring equipment are also shown in Figure L.

(2) Tumble Boards

In order to achieve tumbled projectile impacts, tumble boards
were used. Various tumble board thicknesses, materials, and locations were
examined to achieve a repeatable result. The configuration shown in Figure 5
wvas adopted as the most suitable for this purpose.

(3) Gunfire Sequence

A typical gunfire sequénce for any test material combination
consisted of the following: S

ROUND -MODE PRESSURE F I’BA[TUYRE
Straight 0 L. H.
2 Straight 2 Center
3 Straight 1 R, H. Note 1
L Tumbled 0 L. H.
5 Tumbled 2 Center
6 Tumbled 1 R. H.
T Straight 0 Any

NOTE 1: If combination withstood the damage of rounds 1 and 2, number 3
was not fired, If the combination sealed satisfactorily for
straight-through rounds, rounds 4 and 5 were fired. If the com-
bination survived 4 and 5, round 6 was not fired. If both straight-
through and tumbled rounds were successfully completed, an incendiary
round was fired into the specimen after installing reticulated foam
in the tank as a fire suppressant.

It should be noted that the Blocks were not fired in numerical
sequence. The sequence of testing was established by the availability of
the test materials, previous test results, and the convenience to the test
engineer., The order of testing can be derived from the round number identi-
fication, i.e., the rounds are listed in numerical order from Tl through T85
as they were fired,

In addition to normal tests, some material combinations were

tested with projectiles above and/or below the protection level recommended
by the manufacturer. Examples are B2, B8, B10 and B52. These additional
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tests were performed to see if any cambinations would perform satisfactorily
above and beyond the level for which it was manmufactured. Figure 6 shows
the gunfire sequence for each round and the possible paths which any one
block could follow. Figure 7 is a modified gunfire sequence which was
adopted in the latter part of the program to reduce the time required to
complete the test program. Blocks B49, B51, and BS53 were fired in the
sequence set up in Figure T.

Three speciel materials and/or "defense composites" were also
tested to determine sealing capabilities against both caliber .30 and .50
projectiles. Exsmples are B9, Bll, Bl2, Bl3, Blk, B21, B22, B23, B24, BL6,
B47, and BUB shown on the gunfire schedule, Table I.

3. GENERAL RESULTS

The major purpose of the wet tank gunfire program was to evaluate the
self-sealing backing board combinations defined in Table I. Most of the
combinations falled before a complete sequence of seven or more rounds was

fired into them, This fact, however, did not detract fram the significance
of these test results.

Early in the gunfire test program, results indicated that the material
combinations were being subjected to more stringent test conditions than
were anticipated or desired in that excessive hydraulic ram pressure was
being experienced in the test fixture when the specimens were gunfired.,
Because of the existence of this high pressure, the exit data collected is
not so complete as that collected on the entrance side., From one point of
view, this condition of high ram pressure is over penalizing to the exit
since the total pressure is applied to the exit side material and backing
board in both a ram pressure and rarefaction wave. There was marked evidence
of this return wave force in that some exit-side materials and backing board
were pulled forward from the aft face into the fuel area of the test fixture.
In addition to the forces of the rarefaction wave, there was also the forward
force from the dynamic impact of the aft panel returning to its original
position following the deformastion induced by the initial ram pressure wave.
It is believed that the stiffness of the tank walls prevented any dissipa-
tion of excess hydraulic pressure through the tank and caused the full force
to be imposed on the exit panels. This setup is unrealistic only to the
extent that ram pressure cannot dissipate in all directions and be absorbed
by a "working structure" such as is present in most aircraft fuel tank
cavities. The presence of this ram pressure was noticed early and observed
closely throughout the wet tank gunfire program. Because measurement of
these pressures is extremely difficult, no measurements were attempted as
part of this program, although the effects of it were easily observed.

The design of such a rigid test fixture was dictated by several eriteria.
First, the fixture would be subjected to numerous high impact forces. Second,
only test panels for end mounting, not cubes, were to be tested. Third, in
addition to economic feasibility, the fixture must be resistant to fire and
explosion. The clamping of the end frames assemblies to the tank body was in-
corporated to provide a Paster and more efficient means to change test configu-
rations., Early asttempts to use toggle-type clamps proved unsatisfactory. For
the remainder of the test program, higher strength clamps were used.
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A summation of the seals obtained during the wet tank gunfire tests
is given in Tables II, III, and IV. Table II shows the very good entrance
seals achieved with the straight-~in rounds. It should also be noted that
these results were gained with variations of pressure from O to 2 psig,
and skin gap of O to 1.50 inches. In all cases, the caliber ordnance used
on any combination was that which the material vendor recommended. It
appeared that the internal pressure applied had no noticeable effect on the
sealing capabilities of the material for the stralght-in entrance rounds.
Neither is there any evidence to say that the skin gap had any effect on
the sealing efficiency. Judgment as to where a seal was obtained was based
on the criteria of MIL-T-5578, so far the remarks section of Table II, only
e time element was added.

Tseble III is a sumation of the tumbled entrance rounds. The same
variables of pressure and skin gap exist here as in Table II; however, the
results were not so clearly defined, Without exception, all rounds were in
a tumbled mode at the exit panel. Of the eight sealing failures suffered,
four were from simultaneous coring of the backing board end tank material;
one from skin metal lodged in the wound; one from 2 psig pressure; one
tank materisl cored and split; and one caught fire upon impact. If the
23 tumbled rounds listed here could be considered typical, approximately
two-thirds of the time a seal will be achieved from shrapnel hits.

Table IV 1s a compllation of the exit seals obtalned during the wet
tank tests, Of the 85 rounds fired, 35 of these would have to be considered
sealing failures on exit. Seven fallures of the "defense composites" were
not counted. Bearing in mind that a high ram pressure was present, a close
examination of each failure was made to determine the cause of failure. The
sealing results "remarks" column of Table IV reveals the following facts:

15 backing board support fallures; 9 self-sealing material coring failures;

3 combination material and backing board failures; 3 'mo sealant" activation
failures; 2 due to failures of test fixture; 4 miscellaneous failures due

to not sealing in four minutes and other causes. The 15 backing board
failures should not be considered as condemnation of "State of the Art"

for boards now supplied by industry. Ten of these fallures were fired

with Gillfab 1068 and 1075 backing boards which failed every time, no

matter what self-sealing materiasl was combined with it. Half of these
failures were undexr Internal pressure when the failures occurred, so there

is a decided pressure influence no matter what other cause of failure may

be present, Of the total rounds fired, 20 were fired into setups with zero
skin gap. Only five fallures occurred in thik group of 20 with four of them
attributable to material coring; thus it can be deduced that the skin
absorbed some of the hydraulic ram pressure to decrease the percentage of
failures, The effect of the internal pressure appeared to have noticeable
effect on exit but none on entrance wound sealing. At entrance, the internal
pressure seems to be offset by the reverse or rarefaction impact pressure
wave to aid in repositioning the tank wall against the forward backing board.

0f those material combinations gunfired, not all will be discussed in
detail because some setups did not yleld the information sought and some
duplication of results occurred. However, the results of all gunfired
cambinations were used in the analysis of the data collected. Selected
taest results are dlscussed in the following section.
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TABIE IT
COMPARISON OF ENTRANCE SEALS
STRAIGHT IN SHOTS

PRES | SKIN GAH FALING RESULTS
BLOCK| Rounp_|cartezr | (FSTO)  (IN.) [ gpur REMARKS
Blz2 | m .30AP 0 - |No Skin | YES Tmmediate
T2 " 0 " " "
B21 ) " 1 . " X
™ | .30ap | 2 " " "
B22 s | .50aP| O |No Skin | " "
B8 ™6 | .30AP | O 0 " "
7 | 30ap | 1 0 " "
B8.1 T10 S0AP | 0 0 " "
g8 |11 | .soap| o 1.25 | " "
T2 | .508P | © 1.25 " g
713 | .308P| 0O .50 " "
Tl " 2 .50 " "
B10
TLS " 1 .50 " "
T19 " 0 No_Skin " "
B9 T20 " 2 NQ:Skin " "
T21 " 1 No Skin |- " "
Bl T23 " 0 1.25 " "
7ok " 2 1.25 " "
B5 125 " 0 1.00 " "
B3 726 " 0 1.00 " "
BE T27 " 0 .75 " Seeped for 2 min, then sealed
- T28 ! 2 .75 " Immediate
B20 | 709 | .s0ap| o© 1.00 " "
B25 [ _m31 | .308P| o© 1.00 | " " )




TABIE II (Continued)
COMPARISON OF ENTRANCE SFALS
STRATGHT IN SHOTS

f r PRES | SKIN GAP SEALING RESULTS
BLOCK. roump |carssg | (PSTO)  (IN.) | gpny | REMARKS
a4 T2 | .30AP | O - | 1.25 | ¥YES Immediate
‘ ™33 | .308P | © 1.25 " "
B48.Y 135 | .s0ap | o© 125 | " "
!§?9 737 .50AP | ©O 1.40 " "
i T38 | .5084P | © 0 " "
Bor | T39 | .50AP | 2 0 " "
Tho | .508P | 1 0 " "
43 . 30AP 0 |No Skin " Co
B13 Thh " 2 No Skin " "
T45 ! 1 No_Skin " "
Bog |_Tu8 | .50aP | 0 1.50 " "
L TLO " 2 1.50 " ;
§ 752 " 0 .25 " "
!BSh 733 " 2 225 " Sealed in 1 min.
TSh " 1 .25 " TImmediate
. T56 . ,O 1.50 "o "
T57 " 2 1.50 | " "
T8 | " 0 0 " o
B0 | w9 | v | o o | " "
T60 ol | o " Sealed in 1 min.
B32 | T62 ; 0 .25 " Immediate
B31 763 " 0.. .50 | " "
T6L " 2 <50 " "
B37T | 165 " 0 1.05 | " "
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TABIE IT (Continued)
COMPARISON OF ENTRANCE SEALS
STRAIGHT IN SHOTS

PRES | SKXIN GAH SEALING RESULTS
10cK | gouwp |carzeer | PST6) (M) | oy, REMARKS
B39 T66 .50AP 0 - 1.25 YES Immediate
Bho T67 . ] O O 11 "
T68 1" O o 1" 1"
Bl'l'3 T69 " O O 1 1
Sealed when pressure dropped
T70 " 2 o NO to 0 PSIG o
BS1 | ¢73 | .30aP | 2 25 | yES. | Immediate
?51-1- 775 " P 25 " "
BS3 ' T76 1" ) .75 " "
B9 | T77 .50AP | 2 .25 " "
Bs3.i| T78 | .308P | 2 .75 " "
| .
bh9-} T79 | .50aP | 2 .25 " "
B52 | 180 | .308P | 2 .25 u n
- With slight seep.
p52-1] 183 | .308PI| 2 25 | " Not measurable.
B52.2| T84 . S0AP 2 .25 " Immediate




TABIE III

COMPARISON OF ENTRANCE SEALS

TUMBLED SHOTS
T
: PRES | SKIN GAR SEALING RESULTS
Brock| rRoumd_|cartpag | (PSIG)  (IN.) | opyy REMARKS
58 T8 -308P | O 0 YES | Demp Seal in 1 minute
T9 .30AP | 1 0 YES | Tmmediste
6 .308P | © .50 YES | Immediste
B10 |-TLT ! 2 .50 N Dripped for 4 minutes
Dried in 10 minu’t.:es';‘
T18 " 1 .50 YES | Immediate
B9 22 " 0 No Skin | ™" "
B20_ | T30 50AP | © 1,00 No__| Caught fire on impact
BUS | T3h | .308P| 0 1.25 YES | Trmediately |
ug,  LT36 | .soap | O 1.25 NO | Cored Tank materisl and |
| backing hosrd
o7 Thl L50AP | O 0 YES | Immediately
T42 LS0AP | 2 0 YES | Damp seal in 2 min.
B13 TLE 30AP | O HNo Skin YES | Dry in 3 minutes
" LT .30AP | 2 [No Skin Hit above fuel
B26 50 .508P| O 1.50 YES | Immediately
TSl LS0AP| 2 1.50 YES | Dexp segl in 2.5 minutes
B34 | ss | sael o .25 No_| Cored
B30 (161 | .S0aP| © o | Flowed .25 gal/min.
By3 LT LSQAP| © NO_| Constant Trickle
TT2 .50AP| 2 NO " oo
;351 T4 .30AP| 2 25 | _YES | Only after pressure dropped
f:o 0 psig
"35_2_ 781 .30AP| 2 .25 YES | Tmmediate




TABIE ITIT (Continued)

COMPARISON OF ENTRANCE SEALS

TUMBLED SHOTS
PRES | SKIN GAE SFALING RESULTS
BLock | Rounn_[cargpzr | PTG (IN.) | oppp REMARKS
™82 | .304P | 2 .25 | YES | Demp seal tmmediately. Dry in
> 3 min.
B52.3] T85 | .50aPI] 2 .25 N0 | Cored




TABLE IV

COMPARISON OF EXIT SEALS

! g PRES | SXIN G SEALING RESULTS
&| rounp |carzas | (BST6)  (IN.) | uny REMARKS
A 1 .30AP | © NoSkin| NO Rem pressure wave
T2 " 0 No Skin|N.A. No ;r;ro,jectile exit
& 3 " 1 " |N.A. | No projectile exit
Th " 2 " N.A. No projectile exit
S o5 | .soap] o " NO..Material coréd and split |
6 3082 1 O 0 | YES | Trmediate |
ol TT 308P | 1 0 YES | Immediste
78 " 0 0 N.A. No projectile exit
79 " 1 0 N.A. No projectile exit
;: T10 LSQAP 1 O o} NO Cored - NQ b_a&kin&
o« T11 «50AP | O 1.25 NO Cored
| T12 " 0 1.25 NO | Cored & Split Materisal
T3 | .304P| O .50 YES | Timediate
| Lk " 2 50 | M0 | Sealed 1n 9 minutes
T15 " 1 .50 ¥ES | Trmediate
A T16 " 0 .50 N.A. No projectile exit
| TLT " 2 .50 YES
| T18 " 1 »50 YES
| _T19 - Q No Skin| WO
| o l_T20 " 2 moom NO
21 " 1 mon NO
P95 " 0 No Skin | N-As [ No projectile exit
~1 T3 " 0 1.25 NO Backing Board Failed
Tok " 2 1.25 NO Backing Board Failed

i e e, nins e+ e
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COMPARISON OF EXIT SEALS

TABLE

IV (Continued)

g PRES | sXIN GAH SEALING RESULTS
| Rounn_|carTRER (PSIG)  (IN.) | guap | REMARKS
1 125 .308P | 0 1.00 NO | Backing board failed
™l mp | 0 1.00 | N0 | No seslant activation |
o 21 " 0 15 | ¥8s | Dry in 2 minutes
728 " 2 79 1 NO | No sealant activation
o | T29 | L5CAP| O 1.00 m.__mm_mm
T30 <50AP | O 1,00 .| KO Canght Fire
Q| py .304P | © 1.00 | NO | Material and backing board split
T32 230AP | O 1.25 _NO Pro.1ectiie held wound open
Q|m33 | " 9 1.25 | WA, | No projectile exit _
may | " 0 1.25 | F.A. | Ko projectile exit
L | .sap ] o 1.25 | ¥es | Demp in 3 minutes
B! 736 " 0 1.25 YES | Immediate
T37 " 0 1.40 NO | Backing board failed
| T38 - 0 0 YES | Immpediate
T39 .50 AP| 2 o YES | Tmmediste
& | Tho " 1 0 YES | Demp immediately
Thl " 0 0 YES | Dry in 1 minute
Th2 " 2 Q YES | Dry in 3 minutes
T43 .30AP | © No Skin] MO Constant 150 drops 1 minute
mh | .30ap | 2 No Skin| M | Constant drip at O psig
on | T45 " 1 n_" N0 | Constant seep
" TL6 " 0 " YES | Damp in 3 minutes
T4T " 2 Fo Skin| NO | Materisl cored
Q 48 S0AP | O 1.50 NO | Wound misaligned




TABIE IV (Continued)

COMPARISON OF EXIT SEALS

g IzggiG) SKZEII\TNGI;P SRALING RESULTS
@ | RoUND | CALTBER *) | SEAL REMARKS
™9 | .508F | 2 1.50 YES | Dry in 1 minute
Q| 150 | .5mp | 0 1.50 | YES | Dry in 3 minutes |
T51 .50AP 2 1.56 YES | Demp seal in 2.5 minutes
T52 | .508P | 0O .25 NO | Structurasl Failure
?53 | L50AB | 2 25 | N0 | Wound misaligned _
2| psy | 50AP | 1 .25 | N | Wound miseligned
mss. | .s08P | o .25 YES | Immediate
o156 | .s0ap | 0 1.50 | N0 | Backing boerd failed
| sz | somp | 2 1.50 | N0 | Wound misaligned
Ts8 | .508p | © 0 NO | Tank material split
o | T59 - 50AP 2 0 YES | Damp seal in 2.5 minutes
" T60 « 50AP 1 0 YES | Damp seal in 2.5 minutes
61 | .o | o 0 YES | Immediate
ol m62 | .508P | © .25 | WO | Tank cored
. T63 .508P | © 50 NO | Wound miseligned
1 réh | .50ap | 2 .50 | W0 | Backing board failed
5| mes " 0 1.25 | N0 | Backing board failed
- Tank
™| 166 " 0 1.25 NO | Backing board failed & split
2| mer " 0 0 NO | 3 gal/minute
768 " 0 0 N | Corea
T69 " 0 0 YES | Demp immediately
= TT70 . S0AP 2 0 YES | When pressure 'dropped to O psig
TTL " 0 0 YES | Tmmediste
72 " 2 NO Wound misaligned

Wl




TABLE

Iv (Continued)

COMPARISON OF EXIT SEALS

; § I(’ggic) SKI(II\INGA;P _SEALTNG RASULTS

& | ROUND_|CATTBER : ‘) | SEAL REMARKS

| ~1_TT3 .30AP| 2 .25 NO Constant seepage
B TTh " 2 .25 | Ao | Fo projectile exit
§ 75 | .30aP1 2 .25 | BA. | Fo projectile exit
Rl 776 | .308P| 2 .75 | MO | Tank mateiial split
o | some | 2 .25 | N | No sealant activation
:u::l 778 . 30AP 2 15 NO | Tank material split
g'__mg S0AP | 2 25 NO | Tank and B/B failed

780 «304P 2 .25 YES | Dry seal in 2 minutes

Nl ™ +30AP | 2 25 | N.A. | NWo projectile exit
1 T82 " 2 .25 | N.A. | No projectile exit
g ™83 | .3084PI| 2 .25 | NeAe | No projectile exit
uN: T84 . 50AP 2 .25 YES | Demp seai in 1 minute;
9| w85 | .soapr| o .25 | YES

W2




4, INDIVIDUAL TEST DISCUSSIONS

a. Series 1

This material combination was an unusual one in that a caliber
.50 protection level, self-sealing material, FIL 11-3 from Goodyear Tire
and Rubber Co. was matched with a caliber ,30 protection level backing
board, Air Logistics T7OOSI-EN2-23, This combination was fired with both
caliber .30 and .50 armor piercing rounds to determine the importance of
support to self-sealing materials, In addition, this same combination,
Block BlO, was selected to show the effects of partial fuselage skin
petaling, where block BS was set up for zero skin gap.

(1) Block B1O

This configuration was intended to create partial petaling
of the fuselage skin into the backing board and the self-sealing material
wound. The skin was 0.080 inch thick T075-T6 bare aluminum alloy with a
backing board spacing of 0.50 inch. The skin gap proved to be too great
and no petaling interference was achieved.

A1l six rounds, three straight-in and three tumbled, sealed
satisfactorily as shown in Appendix J, Rounds T13 through T18. The second
and third straight-in (T1k and T15) and fifth and sixth tumbled (T17 and
T18) were fired under 2 and 1 psig pressures respectively. None of the
tumbled rounds (T16, T1l7, T18) or straight-in (T1hk) exited through the aft
panel, but did impinge on the aft panel of self-sealing material with no
noticeable damage.

Block BlO verified acceptable performance of self-sealing
material when penetrated by a lower caliber round than the qualified pro-
tection level, with or without internal pressure, with a correspondingly
lighter backing board.

(2) Block B8, BS.1

This configuration created a severe petaling condition
because of a zero clearance between the fuselage skin and the backing
board, The effort to defeat sealing because of petaling failed this time
also. The skin was 0.040 thick T075-T6 bare alloy. Sealing at both
entrance and exit wounds was satisfactory with caliber .30 AP rounds (T6,
T7, T8, T9) in both straight-through and tumbled modes., Figure H-1l of
Appendix H and rounds T6 through T10 of Appendix J exhibit the results of
the firing.

After the specimen passed the first four rounds, it was _
decided to fire the configuration with a caliber .50 straight-through round.
Block B8.1 was one caliber .50 round straight through, and Figures H-1(c),
(d), (e) and (f) display the results. Sealing was achieved on entrance
but the exit panel did not seal., Figure H-1(d) shows the catastrophic
effect of a caliber .50 tumbled exit round. In this case the skin was
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completely destroyed, the backing board failed, and no sealing occurred.
Figures H-1(e) and (f) picture the debris found inside the tank and the
condition of the exit side backing board.

This sequence is an example of the necessity of a good
backing board. When fired with caliber .30 ordnance, sealing was good for
caliber .30 board and caliber .50 material; but when fired with caliber
.50 ordnance, total loss of sealing capability resulted on exit.

be. Series 2

This configuration was made of Goodyear's FTL 11~-3 self-sealing
material and ARM 018 backing board, both caliber .50 protection level., A
skin to backing board gap of 1.25 inches was established. The complete
configuration was to be typical of an aircraft installation with one ex-
ception, that being that the backing board was allowed to float within the
end frame. The purpose of this test was to determine if an unrestrained
board which could deflect with the ram pressure waves would provide better
support than a restrained board., Also, a check on the overall performance
of this cambination was sought.

This series contained only one block, B26. Figure H-2 and Rounds
T4L8 through T51 of Appendix J adequately describe the results., Four
caliber .50 rounds (T48, TU9, T50, T51) were fired into this setup, two
straight and two tumbled. The first round, T48, at zero head pressure,
did not seal on exit. Figure H-2(d) shows a long tear in the backing board
from a partial tumbled exit causing loss of support so that no seal was
achieved. The other rounds fired with and without pressure and a change of
mode sealed satisfactorily. The backing board damage of round TL9 was not
so extensive as T48 and permitted satisfactory sealing. Application of
pressure after gunfire revealed no leakage. It was felt that this configu-
ration performed very well. Figures H-2(a), (b), and (f) show skin damage,
and Figure H-2(e) is a picture of the inside of tenk looking in the direc-
tion of projectile paths. Based upon the results of this test and blocks
B28 and B34, it is believed that the floating backing board contributed
nothing worthwhile to the fuel tank installation.

C. Series 3

This series, which contained only one block, B27, was established
as a sequel to B26 with one parameter change. The skin gap was reduced
from 1.25 inches to zero inches. The self-sealing material was FIL 11-3
and the backing board was ARM 1800 both Goodyear products, but from separate
company divisions. It was believed that by creating a petaling situation
on materials that had already shown good sealing and support capabilities,
an insight into the effects of petaling interference could be achieved.

Five caliber .50 AP rounds (T38, T39, T4O, TLl, TL2) were fired
in this block, three straight-in and two tumbled. All wounds sealed well
in both entrance and exit sides in a head pressure range of zero to 2 psig.
In addition to the good sealing and support performance displayed by this
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combination, the performance becomes more notable vwhen reviewed in the
photographs of Figure H-3. It can be observed that from the first to last
round, support from the skin to the backing board was systematically
destroyed, yet sealing continued. In comparing Figure H-3(b) to (a) and
(£), the wounds in the backing board are small and unfrayed as compared to
the complete destruction of the 0.040 inch thick 6061-T6 bare aluminum
skin. Some shallow petaling occurred on the entrance skin but did not
adversely affect the sealing, Figure H-3(e) is a photograph of the tank
interior showing skin shrapnel which passed through the self-sealing
material and backing board and stopped in the tank.

d. Series 4

This block, B34, was primarily a continuation of the test condi-
tions initiated in Block B26 as far as the floating backing board. This
board, Goodyear ARM 018, was matched with UniRoyal's U.S. 173 self-
sealing material, a combination of proven materials. A skin gap of 0.25
inches was used with a 2024-T3 aluminum alloy skin panel. This test was
the third attempt to achieve petaling interference.

Four caliber .50 rounds were fired, three straight-in and one
tumbled. Satisfactory seals on entrance were achieved for three straight-
in shorts only. None of the exit wounds inflicted in this series sealed.
The results of this block and blocks B26 and B28 demonstrate that the
backing board adds more to sealing action in the restrained installation
than it does when it is floating.

Because of its unrestrained condition, the backing board offered
no resistance to ram pressure created by round T52. Figures H-M(d), (e)
and (f) show the exit side damage created by round T52 when the backing
board is not present to help absorb some of the ram pressure load. Figures
HE-l(a), (b) and (c) show the entrance, backing board, and exit damage
sustained by this block which had unrestrained backing board.

e, Series §

This series was made up of caliber .50 protection level material
for the purpose of evaluating a standard backing board and a light weight
gself-sealing material, Air Logistics TOOSI-EN 2-41 and UniRoyal U.S. 182,
There were two blocks, B29 and B30, in this series and these two differed
in the skin spacing and skin material. B29 had a spacing of 1,25 inches
with an 0.080 inch thick 2024-T3 aluminum clad skin, Block B30 had a
spacing of zero inches with a 0,040 inch thick 6061-T6 alumimum skin. It
was expected that this combimation would perform well sirce it was made up
of good quality board end self-sealing material. Experience has proven
that occasionally the results fram gunfire tests show a gross inconsistency.
This series is an example of such a test.

(1) Block B29

This block received only one round, T37, at zero head
pressure and straight-through entrance mode. The only expected result was
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a satisfactory entrance seal with a 0.30 inch high petal in the forward
skin. The unexpected result was a tremendous fire ball (estimated 8 in.
diameter) on entry causing a burned skin and backing board. On previous
shots with this skin alloy, only a small fireball, if any, was observed at
the entrance. No scorching had previously occurred., It 1s believed that
the large fireball was caused by the presence of & volatile fuel vapor but
not in & sufficient quantity to sustain the fire, The timely sealing of
the entrance wound shut off any further supply of fuel for burning. Upon
exit, the projectile was in a full tumbled position and cored the U.S. 182
material. The backing board failed at the point of impact and all fuel was
lost through the wound. Figures H-5(a) and (b) show the neat projectile
entrance through skin and backing board with the burned area noticeable on
the board. Figure H-5(c) displays the cored aft panel with backing board
splinters imbedded in outside material surface.

(2) Block B30

This block received four rounds (T58, T59, T60, T6l), three
straight and one tumbled, as a continuation of B29 to give the material
combination further evaluation. Under identical conditions to B29 except
for the skin type and clearance, marginal self-gsealing capebilities
emerged.

The first three, TS8 through T60, stralght-through rounds
obtained entrance seals but only after considerable leakage. The tumbled
round, T6l, did not seal on the entrance, but did on the exit side, This
round was fired at zero pressure.

The exit seals were Jjust as marginal on the straight-through
rounds, sealing only after some leakage but within military specification
requirements. The seal achieved on tumbled round exit was good because of
the absence of any coring which normally accompanies a full tumbled round.

Figure H-5(d) pictures the demage inflicted on the exit
backing board. The ruptures are not large but appear to be shredded, thus
losing support strength., Figures H-5(e) and (f) exhibit the clean entrance
mode of all rounds and the severe petaling of the exit panels., This aft
skin panel displays the extent of damage of skins placed adjacent to backing
board., During this investigation, it was noticed that the skins mounted
adjacent to backing boards showed a tendency to split whlle those with a
gap tended to petal only. Examples of zero gap splitting are seen in
blocks B27, B34, and B4O, Examples of wider skin gap installations that
petaled are B32, B29, and B37. This, no doubt, was due to the skin

absorbing more energy from ram pressure the closer it was to the backing
board.

f. Series 6

This series contained two blocks, B3l and B32, which were a
further implementation of testing a light weight caliber .50 self-sealing
material, UniRoyal U.S. 182, with a standard board, Firestone Fl-il, This
test was to find any board that would consistently permit a potential
marginal self-gealing material to perform satisfactorily.
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Three straight-through rounds were fired in this series, T62 and
T63 at zero heed pressure, and T64 at 2 psig. Block B3l had a skin gap of
0.75 inches and B32 had a gap of 0.25 inches. B3l was an 0.040 inch thick
2024-T3 sluminum alloy skin and B32 hed a 0.040 thick 6061-T6 alumimm
alloy skin, '

Entrance wounds caused by these three rounds sealed but exit
wounds did not. The Fl-U4l backing board, therefore, showed no better
support properties than others. This material, however, did show a great
tendency to pull into the tank fixture body as a result of the rarefaction
wave action. Figures H-6(a) and (b) show the damage left by a tumbled
caliber .50 in the exit backing board and skin. In both photographs, the
coring of the backing board is very plain. Figure H-6(c) shows the flow
of fuel from the tank was & result of round T6kL.

-

g Series T

This series, consisting only of block B39, mated an experimental
self-sealing material, Goodyear's DX325, and a medium duty standard self-
sealing board, Conolite B33FGIW., This combination had a 1.25 inch skin gap
with an 0,040 inch thick 2024-T3 aluminum alloy clad skin. For the one
round fired, T66, an entrance seal was achieved but the exit side was a
total failure, preventing further evaluation. :

Figure H-6(d) and (f) are pictures of the aft skin and backing
board damage. The large tear and coring of the backing board prevent
support for the cell material., Figure H-6(e) is a close-up photograph of
the DX325 material which shows a complete failure by the long tear present,
This backing board, B33FG1W, manufactured by Conolite Corp., meets the re-
quirements of MIL-P-8045, and is regarded in industry as & caliber ,50 pro-
tection level material. In this test, this board split 18 inches vertically

and cored leaving no support for the cell material causing the material to
rip as shown in Figure H-6(e).

h. Series 8

This combination, B43, matches a standard board, Air Logistic
TOOSI-EN2-41, with an experimental self-sealing material, Goodyear's
DX=-325. This material was used also in B39. It was felt that further
investigation of this material was needed because of the incamplete results
of B39.

This configuration was a zero clearance setup with an 0.080 inch
thick 2024-T3 aluminum alloy clad skin. This block, BL3, received five
rounds (T68, T69, T70, T7l, T72) before the exit penel failed to seal.
Acceptable seals were achieved on all entrance rounds. Round T68 was fired
before it was discovered that Firestone F1146 self-sealing material had
inadvertently been installed on the exit side., The exit panel was replaced
with a DX-325 penel for the remainder of the shots. The DX=-325 sealed
satisfactorily in both fore and aft panels except for round T72. Figure
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H-7(f) shows the exit board and the type of demage received from tumbling
exit rounds. Figures H-T(a) and (b) are pictures of the skin panel and
backing board that failed under round T68, the first one fired. Figures
H-7(c) and (d) show the severe petaling and rolling that was found to be
typical of skins mounted flush with backing board.

i. Series 9

This series combined a standard backing board, Conolite B33FGIW,
with a standard .30 caliber sealing material, UniRoyal U.S. 179. Blocks
BS1 and BS1l.1 are that same configuration except that foam was installed in
the tank for B51.1 to reduce fire hazard.

(1) Block B51

This block, BS1 was & partial petaling setup with a 2024-T3
clad aluminum alloy skin which created a skin gap of 0.25 inches. Entrance
seals were all satisfactory even though round T74 split whem tumbled.

This splitting created two shrapnel-type entrance wounds as Figure H-8(a)
and (d) show, indicating good sealing properties of this combination against
shrapnel. Figure H-8(b) reveals a noticeable absence of rear panel damage
because only one (T73) of the three rounds (T73, T7k, T75) fired at this
combination had an exit. The exit wound of T73 seeped constantly with jJust
a trace of fuel when a head pressure of 2 psi was applied for the succeeding
rounds T74 end T75. Figure H-8(d) shows the position of the incendiary
striker plate located 18 inches from target face between target and aft
velocity measuring screen., When this test combination was disassembled,

it was found that all rounds hit the aft self-sealing panel but did no
damage other than mark it.

(2) Block B51.1

T75 was a caliber .30 armor piercing incendiary round which
acted no different than any AP round. The incendiary was burning at impact,
but the foam installed in B5l.1 apparently prevented fire or explosion inside
the tank. This particular round did not exhibit the Jagged, tearing
effect on the materials as incendiary rounds normally have.

J. Series 10

, This configuration matched Air Logistics TOOSI-EN2-23 backing
board and Goodyear FTL-13 self-sealing construction. The original block,
B53, was shot with reticulated foam installed and a head pressure of 2 pounds
per square inch. This setup was to check sealing properties under pressure,

A satisfactory entrance seal was achieved with T76, but a tumbled
exit so damaged the aft panel that no sealing occurred, even after pressure
was decreased to O psi, although leakage through the wound was at a reduced
rate. Since it was necessary to disassemble the test fixture for repairs
before continulng, it was decided to replace the reticulated foan with whiffle
calls, Kent Manufacturing Co.'s voided balls numbered BTG-6. It was believed
that action of these balls would aid tank sealing by performing a baffling
action to realign self-sealing material walls.
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With the whiffle balls installed, an entrance seal was achieved
with round T78 but no exit seal was obtained. It could be easily seen that
leakage was far greater with whiffle balls installed than with foam since
fuel still sprayed from the wound after pressure was reduced to zero, After
disassembly, whiffle balls were exsmined and all those that were contacted
by the projectile were partially or completely destroyed. This condition
prevented wall aligning action in the area of the wound, thus provided no
aid to sealing. ,

Figure H-8(e) shows the backing board not supporting after round
T76 (with foam installed) was fired. Figure H-8(f) shows the aft panel
after round T78 was fired. At the time these photographs were taken,
there was no internal pressure on the tank.

k. Series 11

This setup was tested to check on the support capsbility of
Firestone's B-2 backing board, so this board was mated with a qualified
self-sealing material, Firestone's 1146, This setup included a partial
petaling created by a 7075-T6 aluminum alloy skin with a gap of 0.25
inches. It was thought that if petaling occurred at the entrance, the board
would receive a severe test,

(1) Block B9

This block, B49, received round T77 with a straight-in entry
mode, This skin cored instead of petaled on entrance, but a good entrance
seal was still achieved. Total destruction of the aft panel occurred from
the tumbled round and hydraulic ram pressure with no possibility of a seal.
Figure H-9(a) shows entrance and H-9(Db) shows failure of aft skin. Figure
H-9(c) shows the fuel stream flowing from wound after two minutes at zero
pressure. A close look at the aft backing board revealed an "X'" shaped
tear that left the tank no support. In this particular test, there was no
evidence of sealant activation in the self-sealing material.

(2) Block Bh9.1

For firing B49.1, the entire exit panel installation was
replaced, reticulated foam was installed, amd round T79 was fired straight
in under 2 psig tank pressure. As with T77, the entrance side sealed, but
the exit failed to seal., The exit was in a tumbled mode. Skin destruction
is shown in Figure H-9(d). The self-sealing material and backing board split
with an estimated 5 gallons per minute lesk resulting. Figure H~9(e) shows
the aft panel removed and foam exbosed. When a rarefaction wave is present,
the foam displaces inward as the picture shows. This test also demonstrates
that the damage resulting from T77T was much greater than T79 by comparing
Figures H-9(b) and (d). The only configuration difference in the two rounds
was the presence of foam for T79 which did visibly less damage.

1. Series 12

This configuration proved to be one of the most successful fired.
This was a match of a heavy duty backing board, Air Logistics TOOSI-EN2-61
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(caliber .50 protection level) and a heavy duty .30 caliber self-sealing
material, Firestone's 1316-3. This was a further effort to achieve petaling
interference with a skin gap of 0.25 inches created by installing a 202L4-T3
skin 0.040 inches thick. This particular setup sustained six hits (four
caliber .30 and two caliber .50) in the straight-through and tumbled modes
with two (T83, T85) being incendiary rounds, before it caught fire, thus ending
the tests.

(1) Block BS2

For the first three rounds, T80, T81, T82, which were all
caliber .30, a good entrance seal under 2 psig pressure was achleved. Of
these first three, only the first round (T80) had an exit. Even though the
exit mode was a tumbled condition and backing board and self-sealant both had
one inch splits, a good exit seal was obtained. Rounds T8l and T82, having
no exit, 4id no damage to exit panels,

(2) Block BS52.1

Round T83, caliber .30 AP incendiary, was fired after reticu-
lated foam was installed and the skin clearance gap increased to 0.75 inches.
This round not only had the Jagged entrance that is typical of incendiary
rounds, but because of the striker plate, entered full tumbled. No exit
was obtained, There was a large flash on entry indicating the danger of fire,
but with a damp seal achieved immediately and probable absence of volatile
vapors, no fire occurred. Figure H~-10(a) and (c) show the full tumbled tear-
ing effect of the incendiary round on the entrance skin and backing board.

(3) Block B52.2

Round T84 was a straight-in, caliber .50 AP round, fired with
the tank under 2 psig internal pressure. Good sealing under pressure resulted
at entrance and exit giving evidence that a lower caliber self-sealing material

seals well for higher caliber rounds when supported by a heavy duty backing
board,

(4) Block B52.3

Round T85 was a caliber .50 AP incendiary round which was also
fired into the test tank under 2 psig pressure. Due to the striker plate,
- this round entered partially tumbled, cored the skin and split the backing
board. There was no entrance seal and the damage to backing board and self-
sealing material can be seen in Figures H-10(c), H-11(a) and (b). A fire was
ignited and burned externally only, mostly on the front side. Figure H-10(b)
shows only a blackening of the aft backing board indicating little fire on
the back side. Because of this indication, it was assumed that an exit seal
was achieved, even though the round had a tumbled exit. Figure H-10(d) is a
photograph of the entrance side after the fire was extinguished showing the
small stream coming from the wound. Figures H-10(e) and (f) show the first
layer of foam entered by the burning incendiary round. The outside surface
is not burned, but when the piece was cut open (Figure H-10(f)) a burned ares
was found to exist. This was probably from the incendiary burning out in the
presence of the fuel. The fuel leak at the entrance was not one of disastrous
proportions, but the accompanying fire probably would have been.
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m. Special Materials

During the course of this investigation, several untried and
unqualified materials were examined. These new materials or concepts would
have some possible use in aircraft fluid systems protection for integral or
metal tanks.

(1) The first of the special materials tested was an elastomeris
resin, HC110l, produced by 3M Company. Only one caliber .30 round, Tl, was
fired, straight-in, into this material. Since this material was thick,
0.375 inch, no skin or backing board was installed with it. The entrance
panel sealed very well under zero pressure, but the exit panel failed
completely. It is believed that the ram pressure wave, not the projectile,
broke the aft panel. Figure H-11(c) and (d) show the entrance and exit
damage.

(2) One of the more successful sealants tested was the Goodyear
Tire and Rubber Co.'s "Vithane", FLC-1, rubber coating. This coating, 0.375
inches thick, was bonded to a 0.04O inch thick 7075-T6 bare aluminum panel.
The panel received four straight-through rounds, three caliber .30 rounds, and
one caliber .50, before a failure occurred. The three caliber .30 rounds
(T2, T3, T4) were shot at O, 1, and 2 psig and the caliber .50 at zero psig.
Good seals were achieved on all entrances. The caliber .30 rounds did not
exit, but did dent, pierce, crack, and petal the aft skin, but in so doing
did not cause aft panel leakage. The caliber .50 round, TS5, exited in the
tumbled mode, cored both skin and coating material to such an extent that no
sealing occurred. This non-sealing condition was aided by petaling of the
aft skin as seen in Figure H-11(f). Figure H-11(e) shows the fuel side of
the entrance panel and the good seals obtained. In this application, this
coating seemed to increase the structural integrity of the material to which
it was bonded.

(3) Air Logistics provided three defense composites for test, and
these were shot in blocks B9, Bl3, B48 and B4UB.1l. These composites would be
exterior surface protection methods for fuel or oil systems.

In B9, four caliber ,30 AP rounds, three straight-in and one
tumbled, were fired into Air Logistics' composite 114509-217. This composite
is made of a rubber sealant placed between two "Stratoglas" backing boards.
The outside board is not bonded to the rubber and thus performs the function
of an ordinary backing board. Three straight-in rounds sealed on entrance,
but all exits failed. Neither the entrance nor exit sealed on the tumbled
round.

Block Blk received three straight and two tumbled caliber ,30
AP rounds. This composite, 114509-102, differed from BO composite only in
that both boards were bonded to the sealing rubber. This had no apparent
effect on the sealing properties because only the entrance side of straight-
in rounds sealed satisfactorily.
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Blocks B48 and BLUB.1 were tests of Air Logistics 114509-30L
defense composite. This was a backing board - rubber sealant combination
bonded to a reinforced skin panel. This composition was representative of
an integral fuel cell with the sealant - backing board combination bonded
to an exterior skin surface. Only one of these panels was used on the
forward side of the test fixture. On the aft side, Air Logistics' board
700SI-EN2-L41, Goodyear's DX-325 self-sealing material, and a skin panel with
a 0.75 inch skin gap were installed.

Three caliber .30 AP (T32, T33, T34), two straight-in and one
tumbled, had good entrance seals, but did not exit through the back panel.
Rounds impinged on the aft material (DX-235) but did not cause any leakage.
The first straight-through caliber .50 AP , T35, sealed dry on entrance and
exit side sealed in three minutes. The next caliber .50 AP round (T36) was
a tumbled entry which separated the skin and self-sealing rubber, cored the
backing board, and buckled the front panel. There was no seal on forward
panel. On the aft side, nose of projectile embedded in skin after passing

through aft self-sealing material and backing board, but a dry seal was
achieved,

Figures H-12(a) and (b) show the outside and fuel side of the
-304 composite and the extent of damage. Figure H-12(c) shows the damage to
the exit side backing board by both caliber .30 and .50 rounds as numbered
in preceding paragraph.
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SECTION VII

CONCLUSIONS

1. LITERATURE SEARCH AND VENDOR SURVEY

The results of the literature search and vendor survey portion of this
study, as outlined in Section IV of this report, form the basis for the
following conclusions:

a. Little or no useful published information exists which would assist
the designer of future military aircraft in developing an efficient self-
sealing fuel tank installation.

b. Numerous published works are available which provide academic
interest and background information on the phenomena of ballistic damage to
fuel tanks.

c. No consistent design criteria has apparently been used in the past
for self-sealing fuel tank installations.

d. Skin to backing board gaps in past installations have apparently
been dictated by structural requirements without regard for the penalties
incurred, such as fuel volume loss and increased fire hazard.

e. Little use is made of protective methods other than self-sealing
fuel tanks.

f. No data was obtained on performance of self-sealing installations
under combat.

2. DRY SKIN GUNFIRE TESTS

Several conclusions may be drawn from the results of the dry skin gunfire
tests, outlined in Section V of this report. These conclusions include the
following:

a. Tumbled entrance penetrations will cause coring of skin materials
and will create more destructive effect than straight-in entrance penetrations.

b. Flashes of fire on the entrance surface can occur at normal projectile
velocities under 3000 feet per second and when either .30 caliber or .50
caliber projectiles are used, depending on the material of the skin.

¢. Use of more ductile skin materials, 2024-T3 and 6061-T6 versus TOT5-T6
or Titanium alloy, can reduce the probability of creating flashes of fire on
entrance penetrations.

d. More ductile materials, such as 2024-T3 and 6061-T6, produce greater
petal height when penetrated than less ductile alloys, 7075-T6 or Titanium,
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e. Lower velocity projectiles create significantly greater petal height
than high velocity projectiles, regardless of skin material.

3. WET TANK GUNFIRE TESTS

The wet tank gunfire tests, described in Section VI of this report, formed

the major part of this study. The conclusions drawn from the results of the
wet tank gunfire tests are as follows:

a. Internal pressure during testing reduces the probability of a satis-
factory seal, particularly on exit penetrations.

b. The extensive hydraulic ram pressure developed within a fuel tank by
the entrance of a ballistic projectile must be attenuated by an elastic
"working" support structure or by the use of some energy absorbing device in
the tank. Gross structural damage and failure of the tank material to seal
will occur if no provision is made for dissipating this pressure.

¢. Tumbled projectile entrances and exits produce wounds with less
probability of satisfactory sealing, primarily because of coring out of
sealant, than wounds produced by straight-in projectile entrances and exits

d. The results of these tests do not support the theory that petaling
of skins due to pro)ectile penetration will prevent satisfactory sealing when
the skin is in intimate contact with the backing board/self-sealing material
combination. Entrance penetrations through such intimate sandwich buildups
should perform satisfactorily, regardless of entrance mode. Exit penetrations
are subject to gross structural damage caused by the internal hydraulic ram
pressure in the tank. Satisfactory sealing may still be obtained as long as
the support from the backing board is not destroyed.

e. Reticulated polyurethane foam installed inside fuel tanks serves as
an excellent suppressant for internal fire and/or explosion.

f. Reticulated polyurethane foam installed inside fuel tanks will have

no apparent effect on sealing capability of the tank material, although some
reduction in leakage rate was observed.

g. The use of perforated hollow plastic spheres (whiffle balls) inside
fuel tanks will have no effect on sealing capability of the tank material.
Based on limited testing, foem appears to have more influence on sealing
ability and leakage rate than whiffle balls.

h. Heavy backing boards should perform better, in all cases, than
lighter, more flexible backing boards. In particular, heavier backing board
can improve the performance capability of .30 caliber self-sealing material
against .50 caliber projectiles, '

i, Effective sealing appears to be directly proportional to the thick-

ness and unit weight of the self-sealing material when used with comparable
backing boards.

J. Optimum combinations of backing board and self-sealing materials
can be obtained only by dynamic testing, i.e., gunfire.
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k. Although excessive hydraulic ram pressures were encountered, com-
parisons of material performance would not have differed significantly if
a structure more representative of aircraft structure had been used.

l. Based on the high percentage of entrance seals recorded in Table II,
all of the materials tested should seal satisfactorlly when subjected to a
projectile fired in a straight in mode.

m. The following materials performed satisfactorily in all entrance
modes and should perform acceptably in service use:

(1) Backing Boards
(a) Conolite Corp. B33FG1W

(2) Self-sealing Materials
(2) Goodyear Tire and Rubber Co. DX325 and FTL-13 _
(b) UniRoyasl U. S. 179 and U. S. 182. |

n. The following materials, listed in alphabetical order, showed evidence
of superior performance and should perform well in service use:

(1) Backing Boards
(a) Air Logistics TOOSI-EN2-23, =EN2-4l, and -EU1-61
(b) Goodyear Aerospace Corp. ARM 018 and ARM 1800.
(2) Self-sealing Materials
(a) Firestone Tire and Rubber Co. 1316-3
(v) Goodyear Tire and Tubber Co. FTL 11-3 and FIC-1
(c) UniRoyal, Inc. (U. S. Rubber) U. S. 173 and U. S. 180.
0. Based on the results of this test program, M, C. Gi11 Corporation
laminates, Gillfab 1068 and 1075, do not appear suitable for use as backing
boards for self-sealing fuel tanks because of lack of structural integrity
under ballistic impact. Similarly, 3M material HC 1101 does not appear to be
" satisfactory for sealing where high impact pressures may be experienced
because of lack of structural integrity.

The following materials were not tested sufficiently to reach a
conclusion, or the test results were inconclusive:

(1) Backing Boards

(a) Firestone Tire and Rubber Co. B-2 and Fl-41,
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(2) Self-sealing Materials
(a) Firestone Tire and Rubber Co. 1146

(3) Defense Composites

(a) Air Logistics 114509-102, 114509-217, end 114509-30k
k, GENERAL CONCLUSIONS

Existing materials, some of which have not yet been qualified, can
provide satisfactory protection for aircraft fuel tanks when properly
utilized. The apparent key to success of use lies in the complete integrated
design of the system from inside the tank to structural materials and support
outside the tank.
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APPENDIX A
MATERIAL MANUFACTURERS QUESTIONNAIRE
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VOUGHT AERONAUTICS DIVISION

LTV AEROSPACE CORPORATION

P.O BOX 5907
DALLAS. TEXAS 75227

2-51723/7TL-1453

Attn:

Subj: Request for Information on Materials for Protection of Aircraft
Fluid Systems from Ballistic Damage

Encl: (1) Questionnaire on Protective Materials for Aircraft Fluid
Systems

The Vought Aeronautics Division of LTV Aerospace Corporation is currently

under contract (No. F33615-67-C-1673) with the Air Force Materials Labora-

tory, Wright-Patterson Air Force Base, to evaluate methods and materlals

for protecting aircraft fluid systems from ballistic damage. This program

is of vital interest to the military as a result of recent involvement in

Southeast Asia. '

The initial phase of this program involves the accumulation of information
on protective methods and materials. The program will also include .30
and .50 caliber gunfire tests on selected materisls and concepts for self-
gealing fuel tanks. The gunfire test program 1s presently scheduled to
begin the first week in September.

We are requesting youwrassistance in this program by providing the Air Force
with the latest information on protection techniques and materials pertaining
to protection of aircraft fluld systems. Specifically, we would welcome any
information you can provide on products that your firm manufactures, has
manufactured in the past or has presently in development that may have appli-
cation to protection system design. The Air Force is particularly interested
in the qualification status and the type of qualification test employed for
each of the materials. If new materials are under development, the Air Force
is interested in knowing the projected protection level and earliest date
when the material is anticipated to be avallable for test and evaluation by
personnel outside your company.

To guide you in the type of information desired, we have prepared a
questionnaire which we sincerely hope you will complete and return. These
questionnaires are alsoc being sent to other manufacturers of various types
of protective materials. Similar questionnaires have also been prepared for
completion by airframe manufacturers to determine what experience they have
had with protecting aircraft fluid systems.
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2-51723/7L-1453

Subj: Request for Information on Materials for Protection of Aircraft
Fluid Systems from Ballistic Demage
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We would also appreciate any test reports you might provide on either
permanent or temporary loan basis that would help us in developing a
meaningful test program for evaluasting the materials which we plan to
test later in the program. Titles and sources of reports not currently
in your possession would also be of value to us.

Because of the urgent need for the results of this evaluation, we would
apprecliate it if you would send us whatever information you can provide
within ten days if at all possible. We will treat information you send

us as Private if requested. The results of this program will be sumnarized
in a final report which we now anticipate will be classified and whose
distribution will be established by the Air Force; however, we will recommend
to the Alr Force that your organization be placed on the distribution 1list.
In any case, we will be pleased to send you the results of our gunfire tests
of all of your materials that are included in our test program.

The principal investigator on this program, Mr. J. M. Metcalf, will be
happy to discuss with you any aspect of this program that will result in
bringing to the Air Force's attention the most promising concepts for
protection of aircraft fluld systems. Mr. Metcalf's address is as follows:

Vought Aeronautics Division
LTV Aerospace Corporation
P. 0. Box 5907

Dallas, Texas T5222

Attn: J. M. Metcalf
Unit 2-51723

We would like to thank you in advance for whatever information you can
provide that will help the Air Force solve what they consider to be one
of the most important problems in Southeast Asia today.

Yours truly,

G. A. Starr
Chief, Applied Research and Development

GS/me
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SURVEY OF MATERIALS FOR PROTECTION OF
AIRCRAFT FLUID SYSTEMS FROM BALLISTIC DAMAGE

Name of manufacturer:

Material category: Self-sealing tanks
Self-sealing hose
Self-sealing tubes
Backing board

3. Material identification or pert number
L4, Fluid media protected: JP-k Fuel
JP-5 Fuel
Hydraulic 0il
Lube 01l
5. Applications: Is this material currently in use by’any sircraft
manufacturer? Yes No
If yes, please list applications below:
Aircraft Manufacturer
6. Protection level: What is the protection level of this material?
List military specifications if applicable.
T. Production status: Is this material now being produced? yes
no If no, when was material last produced?
8. Qualification status: Has this material been qualified and accepted
to a military specification? When? Where?
9. Temperature Range: For what temperature range is this material
qualified? Ambient Fluiad

10. Handling: Does this material require special hendling in excess
of normal military usage? yes no If yes,
please explain briefly.

11. Storage: Does this material require any special storage facllities
in addition to requirements of the appliceble military specifica-
tions? yes no If yes, please explain
briefly.

12. Life: Does this material have any characteristics which would

give it less than a normal life-span? yes no
If yes, please explain briefly.
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13.

1k,

15.

16.

17.

Maintenance: Does this materisl require any maintenance tasks?
yes no ' If yes, please explain briefly.

Repair: Is this material reparable? yes no
If so, please state briefly the type of repairs or procedure.

Restrictions on Usage: Are there any restrictions on installation
of this material in aircraft or other vehicles? yes
no If yes, please explain briefly.

Historical Data: Do you know of any historical data of crash or
battle damage that would be useful in the evaluation of this or
similar materials? yes no

If yes, can this material be made available to VAD, either perma-
nently or on loan, for use on this evaluation?

If so, please advise VAD of means of obtaining this data.

Weight: What is the weight/sq ft of this material?
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VOUGHT AERONAUTICS DIVISION

LTV AEROSPACE CORPORATION

PO BOXSS7
DALLAS, TEXAS 75222

2-51723/TL-1L452

Attn:

Subj: Request for Information on Use of Materials for Protection of
Aircraft Fluid Systems from Ballistic Demage

Encl: (1) Questionnaire on Use of Protective Materials for Aircraft
Fluid Systems

The Vought Aeronautics Division of LTV Aerospace Corporation is currently
under contract (No. F33615-67-C-1673) with the Air Force Materials Labora-
tory, Wright-Patterson Air Force Base, to evaluate methods and materials
for protecting aircraft fluid systems from ballistic damage. This program
is of vital interest to the military as a result of recent involvement in
Southeast Asia.

The initial phase of this program involves the accumulation of information
on protective methods and materials. The program will also include .30
and .50 caliber gunfire tests on selected materials and concepts for self-
sealing fuel tanks. The gunfire test program is presently scheduled to
begin the first week in September.

We are requesting your assistance in this program by providing the Air Force

with the latest information on protection techniques and materials pertaining

to protection of alrcraft fluld systems. Specifically, we would welcome any -
information on your experiences with protective materials and methods used in .
aircraft that you manufacture, problems that you might have had in the use of

these materials, tests that you may have performed, and conclusions regarding

the effectiveness of the materigls used.

To guide you in the type of information desired, we have prepared a question-
naire wvhich we sincerely hope you will complete and return. These questionnsaires
are also being sent to other alrframe manufacturers for their comments on their
experience with these materials. Similar questionnaires have also been prepared
for completion by manufacturers of protective system materials to determine

vhat materials are currently being developed for applications such as protecting
alircraft fluid systems.
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2-51723/TL-1452

Subj: Request for Information on Use of Materiels for Protection of
Aircraft Fluld Systems from Ballistic Damage
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We would also appreciate any test reports you might provide on either
permgnent or temporary loan basis that would help us in developing a
meaningful test program for evaluating the materials which we plan to
test later in the program. Titles and sources of reports not currently
in your possession would also be of value to us. '

Because of the urgent need for the results of this evaluation, we would
eppreciate it if you would send us vhatever informatlion you can provide
within ten days if at all possible. We will treat the information you
send us as Private if requested. The results of this program will be
sumarized in a finsal report which we now anticipate will be classified
and whose distribution will be established by the Air Force; however, we
will recommend to the Air Force that your organization be placed on the
distribution list.

The principal investigator on this progrem, Mr. J. M. Metcalf, will be
happy to discuss with you any aspect of this program that will result in
bringing to the Air Force's attention the most promising concepts for
protection of aircraft fluid systems. Mr. Metcalf's address is as follows:

Vought Aeronautics Division
LTV Aerospace Corporation
P. 0. Box 5907

Dallas, Texas 75222

Attn: J. M. Metcalf
Unit 2-51723

We would like to thank you in advance for whatever information you can
provide that will help the Air Force solve what they consider to be one
of the most important problems in Southeast Asla today.

Yours truly,

G. A. Starr
Chief, Applied Research and Development

GS/mc
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SURVEY OF ATRFRAME APPLICATIONS OF
MATERIALS FOR PROTECTION OF AIRCRAFT
FLUID SYSTEMS FROM BALLISTIC DAMAGE

Name of airframe manufascturer

Aircraft identificstion

Types of protection provided:
Yes No

Self-sealing fuel tanks
Seif-sealing hose
Self-sealing tubes
Self-sealing oil tanks
Armor

Fluid media protected:
Yes Ko

JP-4 Fuel
JP-5 Fuel
Hydraulic (il
Lube (il

Please answer the following for self-sesling fuel and/ar oil
tanks: (Please complete additional copies for each different
construction used)

(a) Manufacturer's Name
(v) Manufacturer's Construction Identification
(e¢) Protection Level
(d) Backing Board

(e) Nominal spacing from structure
(f) Type of structural support

Please answer the following for self-sealing hose or tube:

(a) Manufacturer's Name
{(b) Manufacturer's Construction Identification
(c¢) Protection Level
(d) Line operating pressure
(e) What made you select this over other alternatives?

Have you experienced any difficulties or limitations in applications,
such as environment, which would influence your use of this type of
material in the future? yes no

If yes, please explain briefly:

Have you encountered penalties in structure to support these
materials which would influence aircraft design, particularly
in terms of additional weight or cost? yes no

If yes, please explain briefly:
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VOUGHT AERONAUTICS DIVISION
LTV AEROSPACE CORPORATION

PO BOX 5007
DALLAS. TEXAS 70222

2-51723/7L~1690

Attn:

Subj: Request for Information on Materials for Protection
of Aircraft Fluid Systems from Ballistic Damage

Encl: (1) Questionnaire on Protective Materials

for Aircraft Fluid Systems
(2) Questionnaire on Use of Protective Materials
for Aircraft Fluid Systems

The Vought Aeronautics Division of LTV Aerospace Corporation is currently
under Contract (No. F33615-67-C-1673) with the Air Force Materials Laboratory,
Wright-Patterson Air Force Base, to evaluate methods and materials for
protecting aircraft fluid systems from ballistic damage. This program is of

vital interest to the Military as a result of recent involvement in Southeast
Asia,

The initial phase of this program involves the accumulation of information on
protective methods and materials. The program will also include .30 and .50
caliber gunfire tests on selected materials and concepts for self-sealing
fuel tanks. The gunfire test program is presently scheduled to begin the
first week in September. :

We are requesting your assistance in this program by providing the Air Force
with the latest information on protection techniques and materials pertaining
to protection of aircraft fluid systems. Specifically, we would welcome any
information you can provide on products that you have been associated with in
the past or on any item you now have under test or examination., The Air Force
is particularly interested in the qualification status and the type of quali-
fication test employed for each of these materials.

To guide you in the type of information desired, we have prepared two question-
naires which we mailed to materials manufacturing firms and airframe manufac-
turers. These questionnaires, enclosures (1) and (2), are for reference, if
you wish, or for use by you in the transfer of any information to us. We would
appreciate any test reports you might provide on either permanent or temporary
loan basis that would help us in developing a meaningful test program for
evaluating the materials or protection devices which we plan to test later in
the program. Titles and sources of reports not currently in your possession
would also be of value to us.
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2-51723/71-1690

Subj: Request for Information on Materials for Protection
of Alrcraft Fluid Systems from Ballistic Damage
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Because of the urgent need for the results of this evaluation, we would
appreciate it if you would send us whatever information you can provide
within ten days if at all possible. The results of this program will be
summarized in a final report which we now anticipate will be classified
and whose distribution will be established by the Air Force. In this
manner, the report will be available to all concerned through Air Force
distribution,

The principal investigator on this program, Mr. J., M, Metcalf, will be
happy to discuss with you any aspect of this program that will result in
bringing to the Air Force's attention the most promising concepts for
protection of aircraft fluid systems. Mr. Metcalf's address is as follows:

Vought Aercnautics Division
LTV Aerospace Corporation
P, 0, Box 5907

Dallas, Texas 75222

Attn: Mr. J. M, Metcalf
Unit 2-51723

We would like to thank you in advance for whatever information you can
provide that will help the Alr Force solve what they consider to be one
of the most important problems in Southeast Asis todsy.

Yours truly,

G. A, Starr
Chief, Applied Research and Development

GS/me
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This bibliography is in three parts. Part I covers reports availsble in
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AD-353323: Composite Aircraft Armor Materials Research and Development(U)
Goodyear Aerospace Corp. Conf. March 1964

AD-352628: Second Six Month Report on Lightweight Armor AMCMC Code 5026,
11.852.009(U). Army Munitions Command. Secret. August 1964

AD-351763L. Engineer Design Test of High-Hardness and High-Strength Alloy
Steel Plate (Ballistic Evaluation) (U). Aberdeen Proving Ground.
Conf. July 1964

AD-351799: Aircraft Armor Masterials{U). Frankford Arsenal. Secret.
July 1964

AD-351315. Ballistic Performance of Cast Aluminum Alloy Plates (U).
Frankford Arsenal. Conf. May 196k

AD-351323L. Engineer Design Test of Heat-Treatable, Weldable Aluminum
Armor, T039 Alloy (Ballistic Evaluation)(U). Aberdeen Proving Ground.
Conf. April 1964

AD-351362L. Engineer Design Test of Heat-Treatable, Weldable Alloys,

MB06-T6 and XT106-T6, Aluminum Armors (Ballistic Evaluation)(U).
Aberdeen Proving Ground. Conf. June 196k '
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112. AD-351596. Armor Materials for Defense Against .50 Caliber Ammunition(U)
Army Materials Research Agency. Secret. June 1964

113. AD-351600L. Non-Conventional Armor Research (U).
Budd Co. Secret. March 196L

114, AD-351608L,. Non-Conventional Armor Research(U).
Budd Co. Secret. Feb. 6L

115. AD-601200. Study of Mechanisms of Armor Penetration Resistance.
Philco. Uncl. January 1964

116. AD-351092L. Ballistic and Metallurgical Tests of Titanium Alloy Armor
Plate(U). Naval Weapons Lab. Conf. June 196k

117. AD-350785. NLABS Report on Armor Materials Research (U)
Army Natick Labs. Conf. April 1964

118, AD-351091L. Ballistic Evaluations of Composite Armor (U).
Naval Research Lab. Secret. June 196k

119. AD-600387. Flammability and Smoke Characteristics of Aircraft Interior
Materials. FAA. Uncl. January 196k

120. AD-L440384L,. Evaluation of Proprietary Intumescent Paint Coating.
NAEC, Philadelphia. Uncl. May 1964

121. AD-3496L40. Aircraft Armor Materials (U).
Frankford Arsenal. Conf. April 1964

122. AD-349735. Engineer Design Test - Ballistic Evaluation of Composite
Armor Plate (U). Aberdeen Proving Ground. Conf. May 196k

123. AD-3489L45L. Aricraft Armor Program (U).
Army Materials Research Agency. Secret. March 1964

124, AD-349057L. Non-Conventional Armor Research (U).
Budd Co. Secret. January 196k

125. AD-3493L44I,., Engineer Design Test of Stability of Aluminum Armor Alloys
(Ballistic Evaluation)(U). Aberdeen Proving Ground. Conf. April 1964

126. AD-U33566. Nitrogen Purge Equipment, Fire Protection and Safety
Subsystem. Boeing Co. Uncl. March 1963.

127. AD-434931L. Non-Integral Fuel Tank Fire Tests.
Coast Guard. Uncl. April 196k

128. AD-347855L. Fragment-Resistance of Martensitic Sheet Steel(U).
Army Materials Research Agency. Conf. January 1964

129, AD-347LL43L. Metallurgical and Ballistic Study of Titanium for Armor (U)
Army Materials Research Agency. Conf. December 1963
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130.

131.

132.

133a

13k,

135.

136.

137.

138.

139.

140.

1h1,

142,

AD346930L. Assessments of the Lethality of Some Gun-Fired Projectiles
Against a Typical Surveillance Helicopter and a Typical Ground-Attack
Fighter Aircraft{U). Royal Aircraft Establishment, Gr. Brit. Conf.
September 1963

AD-L2898LL. Non-Integral Fuel Tank Fire Tests.
Coast Guard. Uncl. January 196hk.

AD-3L46495I,. Non-Conventional Armor Research
Budd Co. Secret. November 1963

AD-3L6675L. Feasibility Study of Laminated Metallic Armor(U).
Army Materials Research Agency. Conf. December 1963

AD-346825L. The Significance of Strength in Lightweight Steel Armor (U)
Army Materials Research Agency. Conf. December 1963

AD-346122, Estimated Vulnerability and Armoring Considerations for Very
Light Attack Aircraft (U). NADC, Johnsville. Conf. December 1963

AD-3L46238, Study of Mechanisms of Armor Penetration Resistance (U).
Aeronutronic. Conf. October 1963 :

AD-345T11L. Non-Conventional Armor Research(U) = - = -~ .
Budd Co. Secret. October 1963

AD-345737. UH-1 Aircrew Protection Kit Ballistic Test (U).
Army, TRECOM. Conf. December 1963

AD-423336. Evaluation of Lightweight Fire Extznguishlng System Under
Simulated Fiight Conditions.
Fenwal, Inc. Uncl. October 1963

AD-3L434391L.. Engineer Design Test of Titanium Armor (Ballistic Evaluation)
(U). Army Test and Evaluation Command, Aberdeen. Conf. September 1963.

AD-117905. Evaluation of Lightweight Fire Extinguishing System Under
Simulated Flight Conditions. Fenwal, Inc. Uncl. June 1963

AD-341006L. (Classified title) (Deals with armor research and design)
Budd Co. Secret. July 1963

PART III

Report No. 19452, Vulnerability Testing of Aircraft Non-Metallic Fuel
Tanks and Fire Suppression Material (U)
Goodyear Tire and Rubber Co., Ine. Conf. December 1965

Report No. 19459, Self-Sealing Coating for Aircraft Inflammable Liquids
in Lines and Tanks(U)
Goodyear Tire and Rubber Co., Inc. Conf. 1965
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ASSOCIATED REPORTS
Gunfire Tests of External Self-Sealing Materials for Fuel Tanks;
TDMC:LF:bap 8960, Wright Patterson Air Force Base, Dayton, Ohio.

Gunfire Test of Self-Sealing Fuel Hoses; TDMC:LF:bap 8190/k;
NAVAIRSYSCOM (AIR-52032).

Hose, Aircraft, Self-Sealing, Aromatic Fuel, MIL-H-7061, Evaluation of;
Material Test Report No. 16615, dated 2 February 1966.

Aviation Fuel Safety; Project No. CA-37-6k; Coordinating Research Council
dated June 196k4; Revised December 196k,

Improved Crash-Resistant Fuel Cell Material; USAAVLABS Technical Report
67-6; dated April 1967. o

Aircraft Fuel Systems Design Study; USAAVLABS Technical Report 67-33;
dated June 1967.

Aircraft Fuel Tank Design Criteria USAAVLABS Technical Report 66-24;
dated March 1966.
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Table B-I
INDUSTRY SURVEY

Contacted

Questionnaires To ég Questionnaire Visits Informstion
Telephone Answered Made
Falcon Research and no yes no none
Development, Denver,
Colorado
North American Avi- yes yes no U.S. 173 modi-
ation, Columbus, : l fied used on T28
Ohio U.S. 180 used
on OV-10A
Grumman Aircraft, yes yes no none
Bethpage, Long
Island, New York
McDonnell Aircraft, no yes no Good response
St. Louis, Missouri on F-4A, F-101,
F3H,F2H Tanks
Lockheed, Marietta, no yes no none
Georgis
Currently inves-
Lockheed, Burbank, yes Letter Only yes tigating both self-
California sealing tanks and
foam
Douglas Aircraft, yes yes no Al uses Fire-
Los Angeles, stone 1146
Californisa compositions
Republic Aviation, yes no no None;self-seal
Fermingdale, New York installation
under devel-
opment
Boeing, Wichita, no yes no none
Kansas
Northrop-Norair no ves no none
Hawthorne, California
General Dynamics, yes no no Ko self-seal
Ft. Worth, Texas background
Convair, San Diego, no no no none

Californis



Questionnaires To

North American,
Los Angeles, Calif.

Bell Helicopter,
Ft. Worth, Texas

Sikorsky Aircraft,
Stratford, Conn.

Boeing Co.(Vertol)
Morton, Pa.

Keman Aircraft
Bloomfield, Conn.

Hughes Aircraft,
Culver City, Calif.

Ballistics Research
Lab, Aberdeen,
Maryland

tion, San Diego, -
California

U.S. Naval Weapons
Lab, Dahlgrem, Va.

U.S. Army Transpor-
tation Research
Command, Ft. Eustis,
Virginia

Goodyear, Akron,
Ohio

Contacted
by
Teleghone

no
no

no

no

no

no

yes

no

yes

yes

yes

Questionnaire Visits Information
Answered Made
Letter Only no U.S. 170 used

in F-86

no no none

yes no Goodyear FTL13
used on S§-61,
8-64 Type Alc
and FTL11-3
on S-65

yes no Use U.S8. 173

yes no Goodyear FTL-94
used on HH43F

no no none

yes yes Background on
various materi-
als development
and incendiary.
firings

no no none

yes no Questionnaire
forwarded to
NAVAIR (Code
Air-530318)
No recent
testing results

yes no No testing
being done at
Ft. Eustis

yes no Deteil drawings

on 12 composi-
tions and one
exterior coating
FIC-1



Questionnaires To

Goodrich, Akron,
Chio

Goodyear, Arizons

Firestone, Akron,
Ohio

Uniroyal, Indiana

Conclite, Carpen-
terviile, Illinois

Swedlow, Garden
Grove, Californis

Air Logistics,
Pasadena, Calif.

M.C. Gill Corp.,
El Monte, Calif.

3M Company, St.
Paul, Minn.

Goodrich Hose
Plant, Akron,
Ohio

Egiin Air Force
Base, Florids

Contacted

Y

Telephone

no

yes

yes

yes

yes

yes

yes

yes

yes

yes

no

Questionnaeire

Visits

Information

Answered

yes

yes

yes

yes

yes

no

yes

yes

yes

yes

no

Made

no

yes

yes

no

no

no

no

noc

no

no

no

Do not make
S/s materials

anymore

Has new products
ARM 024 and

ARM 1800

Trip made to
Los Angeles
facility

Report FC-951
submitted

Complete cata-
log of 25 compo-
sitions msnu-
factured in-
cluding techniesal
data for all

none

New defense
composite plus
numerous compo-
sitions for

analysis

New compositions

- gladly submitted

for test; 1068
and 1075

Very good des-
cription of
HC-1101

Good response
on self-sealing
hose, but hose
not tested here

none



Questionnaires To

Boeing Airplane,
Seattle, Washington

Boeing Airplane,
Renton, Washington

Contacted

Y

yes

yes

Telephone

87

Questionnaire Visits Information
Answered Mede
no no Boeing has per-
formed some
research on ram
pressure effects
in fuel tanks
Letter Only no No use of S/s



TABLE E-II

CANDIDATE BACKING BOARD MATERIALS

88

COMPOSITION WEIGHT THICKNESS  PROTECTION USED ON COMPANY
(Lbs/Ft2) (Inch) LEVEL '
ARMO18 0.35 0.070 Cal 50 None Goodyear Aerospace
. Litchfield Park,
Arizona
ARM1800 Not Not Cal 50 None Goodyear Aerospace
Avail, Avail, Litchfield Park,
Arizona
B26FGIW 0.21 0.026 Cal 50 L-19, S-61 Conolite Inc.
Carpentersvilie,
I1llinois
B33FGIW .30 0.033 Cal 50 A-7, S-65 Conolite Inc.
Carpentersville,
Illinois
B6ORK2W 0.49 0.060 Cal 50 Unknown Conoclite Inc.
Carpentersvilie,
Illinois
Gillfab 1068 0.27 0.025 Cal 20 Unknown M. C. Gill Corp.
.025 Thick El Monte, Calif.
Gillfab 1068 0.32 0.030 Cal 50 Unknown M. €. Gill Corp.
.030 Thick El Monte, Calif.
Gillfab 1075 0.27 0.025 Cal 30 Unknown M, C, Gill Corp.
025 Thick E1l Monte, Calif.
Gilifab 1075 .032 0,030 Cal 50 Unknown M. C. Gill Corp.
.030 Thick El Monte, Calif.
700SI-EN2-23 0.25 0.023 Cal 30 None Air Logistics
Pasadena, Calif.
TOOSI-EN2-41 0.hk2 0.041 Cal 50 None Alir Logistics
Pasadena, Calif.
T00SI-EJ1-61 0.66 0.061 Cal 50  None Air Logistics
Pasadens, Calif,
B-2 0.41 0.080 Cal 50 Ak Firestone Coated
Fabries Co., Akron,
Chio
Fl-41 0.1 0.080 Cal 50 Al Firestone Coated

Fabrics Co., Akron,
Ohio



TABLE E-III
CANDIDATE SELF-SEALING MATERIALS

COMPOSITION WEIGHT THICKNESS  PROTECTION USED ON COMPANY
(Lbs/Ft2)  (Inch) LEVEL
Us173 1.15 0.217 Cal 50 CH-U7, A-6 UniRoyal Inc.
CH-46 Mishawaka, Indiana
Usl182 0.86 0.173 Cal 50 A-T UniRoyal Inc.
Mishawaka, Indiana
USLT9 0.64 0.122 Cal 30  UH-1D UniRoyal Inc.
CH-4T Mishawaka, Indiana
Us180 0.49 0.102 Cal 30 AH-1G UniRoyal Inc.
QvV-10A Mishawaka, Indiana
AT-37
Us181 0.77 0.1h47 Cel 30  T-28 UniRoyal Inc.
Mishawaka, Indiana
FIL 11-3 1.20 0.2h7 Cal 50 S-65, B=4T Goodyear Tire &
F84F, F3H Rubber Co., Akron,
F-101 Ohio
DX325 0.855 0.170 Cal 50 None Goodyear Tire &
(FTL-17) Rubber Co., Akron
Ohio
FTL-13 0.543 0.100 Cal 30 S-61, S-64 Goodyear Tire &
HH-3 Rubber Co., Akron,
Ohio
ARM-024 1.00 0.250 Cal 50 None Goodyear Aerospace
Litchfield Park,
Arizona
1146 1.31 0.2k Cal 50 A-4, TA-L Firestone Coated
Fabrics Co., Akron,
Ohio
1451-1 0.57 0.118 Cal 30 L-19 Firestone Coated
Fabrics Co., Akron,
Ohio
E1316-3 1.01 0.209 Cal 30 Air boats Firestone Coated
Fabrics Co., Akron,
Ohio
FILC-1 2.0 0.375 -—- LOH, SH-3A Goodyear Tire &
p2v Rubber Co., Akron,
Ohio
HC-1101 1.77 0.375 - None 3M Company
St. Paul, Minn.
114509-102 -- -- -- Cc-123 Air Logistics,

Pasadena, Calif.




TABLE E-III (Continued)

COMPOSITION WEIGHT THICKNESS PROTECTION USED ON COMPANY
(Lbs/Ft2) (Inch) LEVEL
114509-217 - - - None Air Logistics,
: Pasadena, Calif.
114509-304 - - Cal 50 © None

90

Air Logisties,
Pasadens, Calif.
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PHOTOGRAPHS - DRY SKIN FIRING
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Figure F-2 Caliber .50 Shots, 2024-73 Aluminum
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Figure F-3 Caliber .50 Shots, TOT5-T6 Clad Aluminum
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Figure P-4 Caliber .50 Shots, Titanium
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Figure F-5 Caliber .30 Shots, 6061-T6 Aluminum
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Figure F-6 Caliber .30 Shots, 2024-T3 Aluminum
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Figure F-T Caliber .30 Shots, TOT5-T6 Clad Aluminum
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DATA SHEETS: DRY SKIN FIRIRG
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APPENDIX H

PHOTOGRAPHS - WET TANK FIRING




Figure H-1 Photographs, Blocks B8, BS.1
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Figure H-2 Photographs, Block B26
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Figure H-3 Photographs, Block B27
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Block B34

Figure H-4 Photographs,
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Figure H-5 FPhotographs, Blocks B29, B30
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Blocks B3l, B39

Figure H-6 Photograrhs,
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Figure H-T Photographs, Block B43
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B53, BS53

B51.1,

Blocks BS1,
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8 Photographs,
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Blocks BLO, B49.1

Figure B-9 Photographs,
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Figure H-10 Photographs, Block B52
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Figure H-11 Photographs, Blocks B12, B21, B22, B52
122



EnraaAnce

Faf

Figure H-12 Photographs, Block B48
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APPENDIX J
WET TANK TEST DATA SHEETS

Data sheets are arranged in numerical order according to the
scquence of firing beginning with round T-1.

Each round is described in tabulated form and verbal description
on the left hand side of the page and in sketches of ithe damage
on the right hand side of the page.
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BLOCK Bl12 ROUND NUMBER T1
DATE FIRED 21 November 1967

TANK CONDITION:

Nitrogen Pressure . O Psi; Baffling None

Skin Material N.A. Skin Gap -
PROJECTILE:

Caliber 30 Type AP Entry Straight

Velocity Approx. 2700 Ft/Sec Missed Reading

MATERIAL:
"~ Backing Board -_

Composite 3M Company HC-1101

Self Sealing -
RESULTS:

Entrance Seal Yes Exit Seal No

Entrance Cored No Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT 6 IN. BELOW FUEL SURFACE.
The composite material sealed dasmp immedistely, with no coring.
EXIT: 10 IN BELOW THE FUEL SURFACE

The composite material failed with a piece of material approximately
12 in x 4 in. coring out. Rest of the Panel was split.

No projectile marks were found on the material, thus indicating that

the panel was failed by the pressure wave in front of the projectile. All
the fuel (55 gal.) was lost.
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BLOCK NUMBER = B 12
ROUND NUMBER T 1

ENTRANCE *EXIT

Whole
Section
Removed

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

COMPOSITE
TANK DAMAGE

ENTRANCE EXIT

Not applicable Not applicable

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from 1nside the tank
All dimensions are reported in inches.
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BLOCK B21 ROUND NUMBER T2
" DATE FIRED 27 November 1967

TANK CONDITION:

Nitrogen Pressure 0 Psi; Baffling None
Skin Material - Coated Panel Skin &  gkin gap ©
' SERTEYF BOndEd
PROJECTIIE:
Caliber 30 Type AP Entry Straight
Velocity 2564 Ft/Sec
MATERTAL:
Backing Board -
Composite Goodyear FLC-1
Self Sealing -
RESULTS:
Entrance Seal Yes Exit Seal No exit
Entrance Cored No Exit Cored N. A.
COMMENTS:

ENTRANCE: STRAIGHT 6 IN. BELOW THE FUEL SURFACE

The self-sealing material sesled dry immediately. The skin was cored
and petaled to the diameter of the projectile.

EXIT: NO EXIT OF PROJECTILE. ATTEMPT IN TUMBLE MODE 10 IN BELOW FLUID SURFACE

The self-sealing was not damaged. The skin was cracked badly.
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BIOCK NUMBER 'B 21
ROUND NUMBER T 2

ENTRANCE ‘ *EXIT

. 1

|+3 Diam
Slight Petaling &

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

COMPOSITE
TANK DAMAGE

ENTRANCE EXIT

Not applicable Not applicable

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen Irom 1inside the tank
All dimensions are reported in inches.
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BLOCK B 21 _ ROUND NUMBER g 3
DATE FIRED _27 November 1967

TANK CONDITION:
Nitrogen Pressure _} Psi; Baffling Nonpe

Skin Material  Coated papel gkip and Skin Gep _.___. ..
Sealer Bonded

PROJECTIIE:
Caliber 30 Type __ AP Entry _gstraight
Velocity 2667 Ft/Sec
MATERTIAL:

Backing Board

Composite FLC-1 {Goodyear)

Self Sealing

RESULTS:
Entrance Seal yeg Exit Seal No exit
Entrance Cored ng Exit Cored N,A,
COMMENTS:

Entrance: Straight 5 inches below fuel surface.

The sealing material sealed immediately with only & trece of fuel in
the wound diameter. The skin was petaled and cored diameter of the
projectile,

Exit: None. Attempt tumbled 2 inches below fuel surface.

The sealing material suffered no damage. The skin was cracked but
not penetrated. No leakage occurred.
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BLOCK NUMBER B 21
ROUND NUMBER T 3

ENTRANCE | ¥EXTT

'JL- 2.5
° 5|

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

COMPOSITE
TANK DAMAGE

ENTRANCE EXIT

Not applicable Not appliceble

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from 1nside The tank
All dimensions are reported in inches.
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BLOCK B2l  ROUND NUMBER __Th
DATE FIRED 27 November 1967

TANK CONDITION:

Nitrogen Pressure 2 Psi; Baffling None
Skin Material Coated Panel - Skin _ Skin Gep -
and Sealer bonded
PROJECTILE:
Caliber 30 Type AP Entry Straight
Velocity 261k Ft/Sec
MATERIAL:

Backing Board

Composite Goodyear FLC-1

Self Sealing

RESULTS:
Entrance Seal Yes Exit Seal No exit
Entrance Cored No Exit Cored N.A.

COMMENTS:
ENTRANCE: STRAIGHT 5.5 IN. BELOW FUEL SURFACE

The self-sealing material sealed immediately with only a trace of fuel
in the wound. The skin was petaled and cored to diameter of projectile.

EXIT: TUMBLED ATTEMPT 6 IN. BELOW FUEL SURFACE

The Skin was badly cracked. The self-sealing was marked but not damaged .
No leakage.
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BLOCK NUMBER B 21
ROUND NUMBER T 4

ENTRANCE _ *EXIT

o /{ 18

ot

SKIN PANEL DAMAGE AND IEFLECTTIONS

ENTRANCE EXIT

-
/

.
Lo

Only
Marked

COMPOSITE
TANK DAMAGE

ENTRANCE EXIT

Not epplicable Not applicable

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen Irom inside the tank
All dimensions are reported in inches.

133




BLOCK BR22 ROUND NUMBER T5
DATE FIRED 27 November 1967

TANK CONDITION:

Nitrogen Pressure 0O Psi; Baffling None
Skin Material Coated Panel - Skin Skin Gap  ceeea-
and Sealer bonded
PROJECTILE:
caliber 50 Type AP pntry Straight
Velocity 2857 Ft/Sec
MATERIAL:
Backing Board
Composite Goodyear FLC-1
Self Sealing
RESULTS:
Entrance Seal ‘ Yes Exit Seal No
Entrance Cored No Exit Cored Yes
COMMENTS:

ENTRANCE: STRAIGHT 13 IN. BELOW FUEL SURFACE

The self-sealing material sealed damp immediately with a spot 2" x 1"
shoving dampness. The skin was cored and petaled.

EXIT: PARTTALLY TUMRLED.

The self-sealing material was ccred and metal was petaled into the wound.
There was no possibility of & sesl.

The skin war broken up badly with a large portion knocked out between
wounds of Tk and TS.
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BLOCK NUMBER B 22
ROUND NUMBER TS5

ENTRANCE *EXIT

- T 4 roynd

TS5 Impact
/0 B // Section

«5 Diam Removed
.25 Petal
SKIN PANEL, DAMAGE AND DEFLECTIONS
ENTRANCE EXIT
COMPOSITE
TANK DAMAGE
ENTRANCE EXIT

Not applicable Not applicable

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK ___B8  ROUND NUMBER __T6
DATE FIRED 28 November 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None

Skin Material 7075-T6 (.0LO) Skin Gap 0
PROJECTILE:

Caliber 30 Type AP Entry Straight

Velocity 2632 Ft/sec
MATERIAL:

Backing Board Air Logisties 700 SI EN 2-23 (Cal .30)

Composite

Self Sealing Goodyear FTL 11-3 (Cal .30)

RESULTS:
Entrance Seal Yes Exit Seal Yes
Entrance Cored No Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT 5 IN. BELOW FUEL SURFACE

The skin was cored to diameter of projectile. There was no petaling
present.

The backing board was frayed. The self sealing material sealed with
no leakage.

EXIT: TUMBLED 5 IN. BELOW FUEL SURFACE

The skin was torn badly. The backing board was frayed but maintained
support. The self-sealing material was slit but sealed damp immediately.
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BLOCK NUMBER B 8
ROUND NUMBER T 6

ENTRANCE _ *EXIT
]
8
/° i
.3 Diam Z{
Petal 1 in

SKIN PANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B8 ROUND NUMBER T7
DATE FIRED 28 November 1967

TANK CONDITION:
Nitrogen Pressure 1 ©Psi; Baffling None

Skin Material T7075-T6 (.0L0) Skin Gap O
PROJECTIIE:

Caliber 30 Type AP Entry Straight

Velocity 2667 Ft/sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-23 (Cal .30)

Composite =

Self Sealing Goodyear Tire FTL 11-3 (Cal.30)

RESULTS:
Entrance Seal Yes Exit Seal Yes
Entrance Cored Ko Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT 13 IN. HIGH 5 IN. BELOW FUEL SURFACE

The skin was cored to diameter of projectile. No petals. The backing
board frayed very little. The self-sealing sesled dry immediately. ’

EXIT: TUMBLED 16 IN HIGH 2 IN. BELOW FUEL SURFACE

The skin was split but not cored. The backing board was frayed slightly.
The self-sealing material was slit but 4did sesl damp immediately.

138



BLOCK NUMBER B 8
TT

ROUND NUMBER
ENTRANCE | *¥EXTT
& | I= -
o ,
17
|
;‘
S . A

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT
[
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 8 ROUND NUMBER T 8
DATE FIRED 29 November 1967

TANK CONDITION:
Nitrogen Pressure 0 Psil; Baffling None

Skin Material 7075-76 (.04O) Skin Gap g ip.
PROJECTILE:

Caliber 30 Type _AP Entry qumbled

Velocity 2L5h Ft/sec
MATERTAL:

Backing Board Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite =  eccccccmcccacaemcanaa

Self Sealing Goodyear Tire FTL 11-3 (Cal. 30)

RESULTS:
Entrance Seal yes (1 minute) Exit Seal No exit
Entrance Cored no Exit Cored N. A.
COMMENTS:

Entrance: Tumbled 2 1/2 inches below the fuel surface.

The skin was cored and petaled .25 inches high. The backing board was
cored the size of the tumbled round. The self-sealing material seeped for
1 minute before obtaining a damp seal. The leakage was not measurable.

Exit: TNone
Only the self-sealing was cut on the exit panel.
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BLOCK NUMBER B 8
ROUND NUMBER T 8

ENTRANCE A *¥EXIT

Eﬁl

L J

None

AN
ol

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE
Splatter 7
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B8 __ ROUND NUMBER o
DATE FIRED _29 November 1967

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling ¥None

Skin Material 7075-T6 (.040) Skin Gap 0 in,
PROJECTILE::

caliber 20 Type _AP Entry Tumbled

Velocity 2516 ’ Ft/Sec
MATERIAL:

Backing Board Air Logistics TOO SI EN 2-23 (Cal. 30)

Composite e
Self Sealing __ Goodyear Tire FTL 11-3 (Cal. 30)
RESULTS:
Entrance Seal _yeg Exit Seal No exit
Entrance Cored pq Exit Cored N,A,
COMMENTS:

Entrance: About one-half tumbled G.5 inches below the fuel surface.

The skin was cored full size of the hole and deflected about .25 inches.
The backing board was frayed. The self-sealing material sealed immediately
with only a trace of fuel leakage.

Exit: HNone
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BLOCK NUMBER B 8
ROUND NUMBER T 9

ENTRANCE v *¥EXIT

.25

17 None
o |

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

Only Frayed

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen Irom inside the tank
All dimensions are reported in inches.
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BIOCK B 8.1 ROUND NUMBER 7 10
DATE FIRED _30 November 1967

TANKX CONDITION:
Nitrogen Pressure 0 Psil; Baffling Nope

Skin Material __ 7075-T6 (,040) Skin Gap g in,
PROJECTILE:

Caliber S0 Type _ap Entry Straight.

Velocity 2920 Ft/sec
MATERTAL:

Backing Board Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite mcecmmcccscmcccace—a-

Self Sealing Goodyear Tire FTL 11-3 {Cal. 0)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored slightly
COMMENTS:

Entrance: Straight 6 inches below fuel surface.
The skin was cored and cracked slightly. The backing board was Just
frayed. The self-sealing materisl sealed immediately with no leakage.

Exit: Tumbled 9 inches below fuel surface.

The skin was failed totally with a section 7.5 inches wide and 24 inches
long removed in several pieces. The crack from round T 7 spread out to
edge of the panel. The backing board was frayed a&nd buckled 2 1/2 inches
high. The self-sealing material was cored slightly and was not supported
by the backing board. Cavity leaked approximately 38 - 40 gallons in
2 wminutes.
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BLOCK NUMBER B 8.1
ROUND NUMBER T 10

ENTRANCE *¥EXIT
\ Whole
Section
removed
124

Spread
“ of TT
/f// damage

SKIN PANEL DAMAGE AND IEFLECTTIONS

ENTRANCE EXIT

1.75

slightly

Cored

TANK DAMAGE

ENTRANCE EXIT

Frayed only

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 18 _ ROUND NUMBER p 11

DATE FIRED 1 December 1967

TANK CONDITION:
Ritrogen Pressure O Psi; Baffling None

Skin Material 7075-T6 (.040) Skin Gap _1.25 in.
PROJECTILE:
Caliber 50 Type AP Entry gStraight
Velocity 2878 Ft/sec
MATERIAL:

Backing Board _Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite = @ aecacacmcmoeea-

Self Sealing _ Uniroyal US-180 (Cal. 30)

RESULTS:
Entrance Seal yes Exit Seal po
Entrance Cored no Exit Cored yes
COMMENTS:

Entrance: Straight 4.5 inches below the fuel surface.

Observers saw a flash on the entrance skin. The sgkin was cored. The
backing board was frayed. The self~sealing material sealed immediately
with no leakage.

Exit: Partially tumbled 4 inches below the fuel surface.

The skin was cored. The backing board was cored. The self-sealing
material was cored slightly. It was a reduced rate type leakage. Flanges
let go so could not establish a rate.
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BLOCK NUMBER B 18
ROUND NUMBER T 11

ENTRANCE *¥EXIT

o }{Q
,(

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE | EXIT

BACKING BOARD DAMAGE

* Exit condiﬁions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 18 _ ROUND NUMBER _T 12 _
DATE FIRED _1 December 1967

TANK CONDITION:
Nitrogen Pressure 0 Psl; Baffling ©None

Skin Materiel __ 7075-T6 (.04O) Skin Gap 1.25 in.
PROJECTILE:
Caliber  s5p Type __ AP Entry _gtraight
Velocity 2837 Ft/sec
MATERTIAL:

Backing Board Air Logistics TOO SI EN 2-23 (Cal. 30)

Composite o o

Self Sealing __ Uniroyasl Us-180 (Cal. 30)

RESULTS:
Entrance Sesl Yes Exit Seal no
Entrance Cored no Exit Cored Yes
COMMENTS:

Entrance: Straight 5 inches below fuel surface.

A& flash was seen on entrance skin when impacted by the projectile.
The skin was cored &s was the backing board. The self-sealing material
sealed instantly.

Exit: 3/4 tumble 6 inches below fuel.

The skin was completely destroyed. The backing board failed with a
4 in. x 6 in. cored section. The self-sealing material was also slightly
cored and leaked at a reduced rate. Flange again let go so could not
establish a rate.
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BLOCK NUMBER B 18
ROUND NUMBER T 12

ENTRANCE _ *¥EXIT
Petaled
vd
1.5 ]
, T
/O
.5 Diam

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen Trom 1nside The Tank
All dimensions are reported in inches.
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BLOCK _B 10  ROUND NUMBER _T 13
DATE FIRED 2 December 1967

TANK CONDITION: ;
Nitrogen Pressure __ g Psi; Baffling jone

Skin Material 7075-76 { ,080) Skin Gap £ 4n.
PROJECTILE::
Caliber 20 Type AP Entry Straight
Velocity 2667 Ft/Sec
MATERIAL:

Backing Board _ Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite = = eccecacmmccaa-a o~

Self Sealing  Goodyear Tire FTL-11-3 (Cal. 50)

RESULTS:
Entrance Seal vyes Exit Seal yes
Entrance Cored ng Exit Cored po
COMMENTS:

The fuel tank was shot with the 2 inch vent cap off. Some fuel was
splashed out of the vent when the tank was hit by the projectile. The
projectile entrance was straight 12 inches below the fuel surface, and the
exit was fully tumbled G inches below the fuel surface. The entrance skin
was cored, the backing board just frayed with no trace of fuel leaking in
the self-sealing material. The exit wound sealed with only a trace of fuel
escaping. The exit skin was petaled to a height of 1.4 inches with no
coring. The backing board was frayed. Observers noted a flash on the
entrance of the projectile at the skin.
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BLOCK NUMBER B 10
ROUND NUMBER T 13

ENTRANCE _ *EXIT

Petaled {t.h e

2.5
: \:E'}.‘o_%S
~l1. 54—
SKIN PANEL DAMAGE AND TEFLECTIONS
ENTRANCE EXIT
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the Tank
All dimensions are reported in inches.
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BIOCK B 10 ROUND NUMBER T 14
DATE FIRED 2 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Jone

Skin Material T075-T6 (.080) Skin Gap .6 in.
PROJECTILE:
Caliber 30 Type AP Entry Straight
Velocity 2649 Ft/sec
MATERIAL: |

Backing Board Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite W e S ——
Self Sealing Goodvear Tire FTL-11-3 (Cal. 50)
RESULTS : ‘ . |
Entrance Sesal ves Exit Seal yes
Entrance Cored no Exit Coredno
COMMENTS:

Entrance: Straight
The metal cored slightly. The backing board frayed. The self-sealing
material sealed immediately with no trace of fuel.

Exit: No exit of projectile through skin, but leakage occurred. The
backing board was slit and the self-sealing material was slit from the
tumbled exit of the projectile. The wound leaked for 9 minutes until the
pressure was reduced 10 zero. When repressurized the wound held its sesl.
Totael leskage was 1.2 gallons in 9 minutes. '
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BLOCK NUMBER B 10
ROUND NUMBER T 1L

ENTRANCE , ¥EXTT
NO
EXIT
o

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

(L

TANK DAMAGE

ENTRANCE EXIT

l‘/
Frayed
o Only

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 10 ROUND NUMBER T 15
DATE FIRED 2 December 1967

TANK CONDITION:
Nitrogen Pressure 1 Psl; Baffling None

Skin Material 7075-T6 (.080) Skin Gap .6 in.
PROJECTILE:
Caliber 30 Type __ AP Entry straight
Velocity 2600 - 2700 Ft/sec
MATERIAL:

Backing Board Air Logistics SI EN 2-23 (Cal. 30)

Composite 000 scmcmcmaasemeea-

Self Sealing Goodyear Tire FTL-11-3 (Cal. 50)

RESULTS :
Entrance Seal e Exit Seal _yegs
Entrance Cored no Exit Cored No
COMMENTS : ;

Entrance: The projectile entered straight. The entrance metal was
cored but no petaling existed and the backing board was frayed. The
self-sealing material sealed. There was no trace of fuel leskage.

Exit: The projectile exited fully tumbled and near zero velocity.
The projectile was lying just behind the specimen. The exlit metal was
torn badly and some coring of the backing board was present. The
self-sealing material sealed immedistely.
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BLOCK NUMBER B 10
ROUND NUMBER T 15

ENTRANCE _ *¥EXIT

.02 .09 .0k .15

|
R

5

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK Bilo ROUND NUMBER T16
DATE FIRED 2 December 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None

Skin Material T075-6 (.080) Skin Gap .6
PROJECTIIE:
Caliber 30 Type AP Entry Straight
Velocity = wecem—- ——— Ft/Sec
MATERIAL:
Backing Board Air Logistics 700 SI EN 2-23 (.30 Cal)
Composite S

Self Sealing Goodyear Tire FTL-11-3 (.50 Cal)

RESULTS:
Entrance Seal Yes Exit Seal No exit
Entrance Cored No Exit Cored N.A.
COMMENTS:

ENTRANCE: FULL TUMBLE

1.5 inches below fuel surface. 8kin was cored as was the backing board. The
self-sealing material sealed damp immediately. No visable flow of fuel on
wound was noted.

EXIT: HONE

The projectile struck the exit side self-sealing material and Just cracked
it. HNo other damage was noted. A flash of fire was seen on the entrance skin.
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BLOCK NUMBER B 10
ROUND NUMBER T 16

ENTRANCE _ *EXIT

.02 .09 .0k .15

No
Exit

s

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen ifrom inside the tank
All dimensions are reported in inches.
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BIOCK B 10 ROUND NUMBER T 17
DATE FIRED 4 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Material 7075-T6 (.080) Skin Gap .6 in.
PROJECTILE:
Caliber 30 Type AP Entry Tumbled
Velocity 2516 Ft/sec
MATERIAL:
Backing Board Air Logisties 700 SI EN 2-23 (.30 Cal)
Composite
Self Sealing Goodyear Tire FTL-11-3 (.50 Cal)
RESULTS:
Entrance Seal Yes Exit Seal Yes
Entrance Cored No Exit Cored no
COMMENTS:

ENTRANCE: 1/3 TUMBLE WITH A BASE FORWARD ENTRY (OVERTUMBLED)

Entrance 4 inches below fuel surface. The skin was cored. The backing
board frayed and cored slightly. The self-sealing material was slit and had
metal stuck in the wound. However, it sealed around the metal to & damp seal
in 4 minutes and dry seal in 10 minutes. XNo leakage was great enough to
measure.

EXIT: HNONE

The self-sealing material was partially split but not penetrated by the
projectile. No Leskage occcurred.
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BIOCK NUMBER B 10
ROUND NUMBER T 17

ENTRANCE _ *EXIT

No
Exit

SKIN PANEL DAMAGE AND IEFLECTIONS

" ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are Shown as they would be seen irom inside the tank
All dimensions are reported in inches.
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BIOCK B1O ROUND NUMBER T18
DATE FIRED L December 1967

TANK CONDITION:

Nitrogen Préssure 1 Psi; Baffling None
Skin Material T7075-T6 (.080) Skin Gap .6
PROJECTILE: .
Caliber 30 Type AP Entry Tumbled
Velocity 2548 Ft/Sec
MATERIAL:

Backing Board  Alr Logistics 700 SI EN 2-23 (.30 cal)

Composlite
Self Sealing Goodyear Tire FTL-11-3 (.50 Cal)
RESULTS:
Entrance Sesl Yes Exit Sesal Yes
Entrance Cored Yes . Exit Cored Yo
COMMENTS:

ENTRANCE: 1/3 TUMBLE WITH BASE FORWARD ENTRY ( OVERTUMBLED) :

Entrance 3.5 inches below the fuel surface. The skin was cored as was
the backing board. No trace of any fuel leskage.

EXIT: ©NORNE.

The projectile slit the back self-sealing materisl but dld not dsmage
the backing board or skin. No leakage.

160



BIOCK NUMBER B 10
ROUND NUMBER T 18

ENTRANCE _ *EXIT

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE ‘ EXIT

TANK DAMAGE

ENTRANCE | EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B9  grounp NUMBER T19
DATE FIRED 5 December 1967

TANK CONDITION:

Nitrogen Pressure __ 0 Psi; Baffling None

Skin Material  None Skin Gap No Skin
PROJECTIIE:

Caliber 30 Type AP Entry Straight

Velocity 2564 Ft/sec ’
MATERIAL:

Backing Bosard None

Composite Air Logistics 114509-217

Self Sealing None
RESULTS: .

Entrance Seal Yes Exit Seal No

Entrance Cored No Exit Corea Fo
COMMENTS:

ENTRANCE: STRAIGHT 13 IN. BELOW FUEL SURFACE.

Backing board frayed but there was no trace of leskage in the self
sealing wound. Instant sesl.

EXIT: 3/4 TO FULL TUMBLE - 1k4.75 IN BELOW FUEL.

Nicked the wood support. The backing board frayed. The wound flowed fuel
for 2 minutes then stalled to a drip. The wound would not seal any more and
a constant leakage rate of 100 drops/minute was maintained. When given
support the wound would seal to a damp seal with very slow dripping. Had to
apply support to wound to continue shots. Did leak some when pressurized
(200 drops/minute).
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BLOCK NUMBER B9
ROUND NUMBER T 19

ENTRANCE NO SKIN _ *EXIT

COMPOSITE pANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

‘5/2::; swelled

by fuel

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from Inside the tank
All dimensions are reported in inches.
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BLOCK B9 ROUND NUMBER T20
DATE FIRED 5 December 1967

TANK CONDITION:

Nitrogen Pressure 2 Psi; Baffling None

Skin Material HNone Skin Gap No Skin
PROJECTIIE:

Caliber 30 Type AP Entry Straight

Velocity 261k Ft/Sec
MATERIAL:

Backing Board None

Composite Air Logisties 114509-217

Self Sealing None

RESULTS:
Entrance Seal Yes Exit Sesl No
Entrance Cored No Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT 12.6 INCHES BELOW FUEL SURFACE.

Backing board frayed but the self-sealing material sealed instantly
with no trace of fuel leakage.

EXIT: FULLY TUMBLED
Backing board frayed and the self-sealing materisl wound leaked at approx.

1/8 gal/min rate until the pressure was reduced to 0. When repressurized the
wound would partially open.
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BIOCK NUMBER B 9
ROUND NUMBER T 20

ENTRANCE NO SKIN . ¥EXIT

COMPOSITE PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

b

AR ]
Zilea swelled
by fuel

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inslde the tank
All dimensions are reported in inches.
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BLOCK BO ROUND NUMBER T2]
DATE FIRED 5 December 1967

TANK CONDITION:

Nitrogen Pressure 1 Psi; Baffling None

Skin Material None Skin Gap _No gkin
PROJECTIIE:

Caliber 30 Type AP Entry Straight

Velocity - Ft/sec
MATERIAL:

Backing Board None

Composi te Air Logisties 114509-217

Self Sealing None
RESULTS: ;

Entrance Seal Yes Exit Seal No

Entrance Cored No Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT ENTRY 12 INCHES BELOW FUEL SURFACE

Backing board frayed some. Self-sealing sealed instantly with no trace
of fuel lesking.

EXIT: FULL TUMBLE 11 INCHES BELOW FUEL SURFACE.

Backing board frayed and self sealing leaked at a rate of 500 ml/min
constant until pressure was released.
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BLOCK NUMBER B 9
ROUND NUMBER T 21

ENTRANCE NO SKIN _ *¥EXIT

«25 .25 .25 .25 .15 1.0

COMPOSITE paNEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B9 ROUND KUMBER T22
DATE FIRED 5 December 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None

Skin Material No skin Skin Gcap None
PROJECTIIE:
Caliber 30 Type AP Entry Tumbled
Velocity 2439 Ft/sec
MATERTAL: |
Backing Board None
Composite Air Logisties 114509-217
Self Sealing None
RESULTS:
Entrance Sesal No Exit Seal No exit
Entrance Cored Yes Exit Cored N.A,
COMMENTS:

ENTRANCE: 3/4 TUMBLE 2 IN. BELOW FUEL SURFACE.

Backing board frayed and cored. Sealing material cored slightly.
No seal affected. Leaked at Constant Rate of 100/ml per minute at O pressure.
FATLURE.
EXIT: HNORE

Note: The Projectile lost its nose before hitting the entrance. The
nose hit the Jig and splattered thus causing other damasge to the entrance

side with one penetration from shrapnel. Wound sesled though.

On disassembly the self sealing material was found to be cracked where
it was impacted by the projectile.
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BLOCK NUMBER B 9
ROUND NUMBER T 22

ENTRANCE _ ¥EXIT

COMPOSITE PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.

169




BLOCK Bl ROUND NUMBER T23
DATE FIRED 6 December 1967

TANK CONDITION:

Nitrogen Pressure O Psi; Baffling None
Skin Material 7075-T6 (.080 in.) Skin Gap 1.25 in.
PROJECTILE:
Caliber 30 Type AP Entry  Straight
Velocity 2632 Ft/sec
MATERIAL:

Backing Board Gillfab 1068 (.025 in.)

Composite

Self Sealing Uniroyal US 179 (Cal .30)

RESULTS: After S minutes
Entrance Sesgl Yes Exit Seal O pressure
Entrance Cored No Exit Cored No

COMMENTS:

The projectile entered straight and exited 3/4 to fully tumbled coring
the skin on both entrance and exit. The backing board on the entrance side
was cored and splattered from coring of the skin but stopped most of it

The sealant material was not damaged on the entrance, but on the exit it
was slit .8 inches long and required 5 minutes to obtain a full seal. Total
leakage was 100 ml. However, when pressurized to 2 PSIG the wound opened
and continued to leak at a rate of approximately 100 ml/minutes.

NOTE: The deflection on the entrance of skin was inward toward fuel.
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BLOCK NUMBER B 1
ROUND NUMBER T 23

ENTRANCE | ¥EXIT

-002 +002

T
. \Q_l.s

SKIN PANEL DAMAGE AND IEFLECTIONS

=

ENTRANCE

TANK DAMAGE

ENTRANCE —_— EXIT

1k

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK Bl ROUND NUMBER T2k
DATE FIRED 6 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling  None
Skin Material 7075-T6 Bore (.080 in.) gkin Gap  1.25 in.

PROJECTILE:
Caliber 30 Type AP Entry Straight
Velocity 261k Ft/Sec
MATERIAL:

Backing Board Gillfab 1068 (.025 in.)

Composite

Self Sealing Uniroyal US 179 (Cal .30)

RESULTS:
Entrance Sesl Yes ' Exit Sesl No:Rate 1.6 gal/min after
Entrance Cored No Exit Cored2 minutes o

COMMENTS:

The projectile entered straight but exited 3/4 to full tumbled. The
skin cored both entrance and exit. Backing board was cored on entrance
and splattered with shrapnel from skin. The exit backing board was destroyed
giving no support at all to the self-sealing material. The self-sealing
material suffered little damage on the entrance with a good seal. The exit
did not seal with 2 psig pressure or with O pressure. It is thought to be
because of lack of support between it and the skin because no coring was
evident. Upon inspection, the sealant material was found against the exit
skin. A hole shows evidence of trying to seal off the leakage.
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BLOCK NUMBER B 1
ROUND NUMBER T 2k

Splatter

This sectio
/ tore out

BACKING @OARD GE

ENTRANCE _ *EXIT
-e 025 i } 035 002 -125
| Petal
1.4 in
RS
P 2.0
—
SKIN PANEL DAMAGE AND DEFLECTIONS
ENTRANCE EXIT
TANK DAMAGE
ENTRANCE \EXT

20

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK BS ROUND NUMBER T25
DATE FIRED 7 December 1968

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None
Skin Material 2024-T3 Clad (.04O in) Skin Gap 1.0 in.

PROJECTIIE:
Caliber 30 Type AP Entry Straight
Velocity 2632 Ft/sec
MATERTAL:

Backing Board Gillfab 1075 (.025 in)

Composite

Self Sealing Goodyear Tire FTL-13 (Cal .30)

RESULTS:
Entrance Seal Yes Exit Seal No
Entrance Cored No , . Exit Cored Yes (BB)
COMMENTS:

The projectile entered straight and exited fully tumbled. The entrance
of the skin was petaled with little coring while the exit was petaled and
cored.

The entrance backing board was cored ,3 diameter but the exit board
was totally failed--torn from top to bottom and cored at the prolectile
impact point.

The self-sealing material suffered little damage on the entrance but was
cut 1.10 inches long on the exit. The back side (away from the fuel) was
frayed some and did not sesal.

The main reason for no seal was because the support was lost from the
backing board.

Leskage rate was approximately 3 gal/min constant.
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BIOCK NUMBER B 5
ROUND NUMBER T 25

ENTRANCE | ¥EXIT

__Petal {3

g Petal|.h

SKIN PANEL DAMAGE AND IEFLECTIONS

Petal roiled .15

= 0

&70

ENTRANCE EXIT
TANK DAMAGE
L\
ENTRANCE EXT
/
28
|

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK __ B3 _ ROUND NUMBER ___ 726 L s
DATE FTRED 8 December 1967 . e

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None
Skin Material 2024-T3 Clad (.080 in.) Skin Gep 1.0 in.

PROJECTILE: Co
Caliber 30 Type __ AP Entry __ Straight
Velocity 2685 , Ft/sec
MATERIAL:

Backing Board Gillfab 1068 (.025 in.)

Composite

Self Sealing Firestone 1316-3 (Cal .30)

RESULTS:
Entrance Seal Yes , Exit Seal - Xo
Entrance Cored HNo . Exit Cored No
COMMENTS:

The projectile entered straight, coring the skin and creating a .2 in.
high petal and fraying the backing board. The self-sealing material lesked
enough to wet the surface but did not drip any. The wouhd on the entrance
was cracked some but no coring was present. The projectile exit was fully
tumbled. The projectile did not puncture the skin but did dent it. The
backing board was split out giving no support to the sealing material. The
sealing material suffered a 1.25 inch split with cracking. The self sealant
was not activated thus no seal was obiained. The leskage rate was 1.2 to
1.35 gal/min constant rate.
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BLOCK NUMBER B 3
ROUND NUMBER T 26

ENTRANCE | ¥EXIT

Only
Dented

~
.
> -

Q=
~
‘\

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE /

ENTRANCE

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the Tank
A1l dimensions are reported in inches.
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BLOCK B6  ROUND NUMBER T27
DATE FIRED 9 December 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None

Skin Material 2024-T3 Clad (.080 in.) Skin Gap .75 in.
PROJECTIIE:
Caliber 30 Type AP Entry  Straight
Velocity 2632 Ft/sec
MATERIAL:

Backing Board Gillfab 1075 (.030)

Composite

Self Sealing  Uniroyal US 180 (Cal .30)

RESULTS:
Entrance Seal Yes Exit Sesal Yes
Entrance Cored No Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT WITH SLIGHT TUMELE

The skin was cored and petaled to & .2 in. height. The Backing Board
was frayed and cored the size of the projectile. Self-sealing material
seeped some but was not measurable. Dry surface wound in 2 minutes.

EXIT: TUBMLE

The skin was not penetrated but was dented size of tumbled round. The
backing board was split to total failure - no support. Self-sealing material
seeped but no drips occurred until pressurized. At 2 psi pressure the leskage
rate was constant at 96 drops/minute. At O pressure the wound would dry up
to a dry sesl.
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BLOCK NUMBER B 6
ROUND NUMBER 'T 27

ENTRANCE ‘ *¥EXIT

T
RN

SKIN PANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE T

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the Tank
All dimensions are reported in inches.
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BIOCK B6 ROUND NUMBER T28
DATE FIRED 9 December 1967

TANK CONDITION:

Nitrogen Pressure Psi; Baffling None
Skin Material 202L4-T3 Clad (.080 in) Skin Gap .75 in.
PROJECTILE:
Caliber 30 Type AP Entry Straight
Velocity 2614 Ft/sec
MATERIAL:

Backing Board Gillfab 1075 (.030 in.)

Composite

Self Sealing Uniroyal US 180 (Cal. 30)

RESULTS:
Entrance Seal Yes Exit Seal No
Entrance Cored No , Exit Cored No
COMMENTS:

ENTRANCE: STRAIGHT

There was no deflection of skin. The skin was cored and petaled .2 inches
high. The backing board was cored and frayed size of prolectile diameter,
The self-sealing material sealed instantly with no trace of fuel.

EXIT: FULLY TUMBLED
The skin cored and petaled to a height of 1.6 inches. Backing board
feiled completely giving no support to the sealing material.

The self-sealing material did not seal at all due to no support and the
self sealant d4id not seem to be activated very much.

Self-sealing material was against skin after the shot. Leakage only
slowed with a reduction in pressure. Rate was approximately 2 to 2.5 gal/min.
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BLOCK NUMBER B 6
ROUND NUMBER T 28

ENTRANCE ‘ ¥EXIT

| Petal 1.6

&
~ . .
SKIN PANEL DAMAGE AND TEFLECTIONS Petal 1.1
ENTRANCE EXIT
TANK DAMAGE
L " x
ENTRANCE

18

BACKING BOARD DAMAGE . _ _ _ _ |

¥ Exit conditions are shown as they would be seen Trom Inside The tank
All dimensions are reported in inches.

181




BLOCK B20 ROUND NUMBER T29
DATE FIRED 9 December 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling Orange Foam
Skin Material 6061-6T Bare (04O in.) Skin Gap  1.00

PROJECTILE:
Caliber .50 Type AP Entry  Straight
Velocity 2857 Ft/Sec
MATERIAL:

Backing Board Airlogisties 700 SI - EN2-23

Composite

Self Sealing Uniroyal US-180 (Cal. 30)

RESULTS:
Entrance Seal Yes - Exit Seal No
Entrance Cored No ; Exit Cored No
COMMENTS:

Saw large flash as roundstruck entrance panel.

The projectile entered straight, c¢oring and petaling the skin. The
backing board was also cored but the self-sealing material held with no
visible leakage. The exit wound was from the projectile being fully tumbled.
The skin was petaled and cored. The backing board was frayed such that no
support was left for the self-sealing material wound. The self-sealing
material suffered a slit with cracking. No support was available so the wound
leaked at a rate of 175 ml/min (O press) constant. When given support with
the edge of & 6-inch scale the wound would seal to a drip rate. When pressurized
the wound would flow full force.

The 2-inch vent was open on the tank. No fuel escaped the vent.
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BLOCK NUMBER B 20
ROUND NUMBER T 29
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it conditions are shown as they would be seen Ifrom inslide the tank
1 dimensions are reported in inches.
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BLOCK B 20 'ROUND NUMBER _T 30
DATE FIRED 9 December 1967

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling Qrange foam

Skin Materisl 6061-T6 Bare (.0LO) Skin Gep 1 ip,
PROJECTILE:

Caliber 50 Type __AP Entry _qumbhled

Velocity e Ft/Sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-23

Composite e e ot o o

Self Sealing yniroyal Us-180 (Cal. 30)

RESULTS:
Entrance Seal no¢ Exit Seal no
Entrance Cored No = ; Exit Cored no
COMMENTS :

Entrance: Fully tumbled.

The skin and backing board were cored. The self-sealing material looked
like it did not seal. The entrance caught fire upon impact. The lower
clamps on the end freme then failed and fuel started escaping, thus the
whole specimen was soon covered with fire. The self-sealing material was
pulled into the box so sealing at the lower edge was impossible.

Exit: Fully tumbled.

Cored skin and high petaling was evident. There were no measurements
because of fire. On disassembly, the self-sealing material suffered a
blister from burning approximately 4 inches wide and 8 inches high. Looked
as if some leaskage occurred at the exit wound also.

The foam in the box was burned at the vent and manometer connections.
(2 inch pipes) The vent was open and the foam was burned 2 inches diameter
2 inches deep. At the manometer connection it was burned approximately the
same but the foam was still intact. Also, the foam was charred on one side
where the box was the hottest. The fire department arrived on the scene
and had the fire put out in 6 minutes after the gun was fired.
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BLOCK NUMBER B 20
ROUND NUMBER T 30

ENTRANCE *EXIT
3 A v
2.2 1.
U_ps R

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE
TANK DAMAGE DAMAGE
ENTRANCE

EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.
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BIOCK _B 25  ROUND NUMBER T 31
DATE FIRED 12 December 1967

TANK CONDITION:
Nitrogen Pressure ( Psi; Baffling None

Skin Meterial 7075-T6 (.040) Skin Gap 1 in.
PROJECTILE:

Caliber 30 Type AP Entry Straight

Velocity 2640 Ft/sec
MATERIAL:

Backing Board Gillfab 1068 (.025) C e

Composite ————— - o -

Self Sealing _Goodyear Tire & Rubber FTL-13 (Cal. 30)

RESULTS: .
Entrance Sesl vyesg Exit Seal no
Entrance Cored No ~ Exit Cored no
COMMENTS:

Entrance: Straight :

The skin was cored and had .2 inches high petals. The backing board
stopped all coring and cored itself the size of the projectile. The
self-gsealing material was just punctured with no trace of any leskage. The
self-gealant was activated'

Exit: Full tumble,

The gkin was cored and peta}.e& +35 inches high. The ‘saeking boarﬁ ms
gplit from top to bottom except for 2 inches at the top, thus giving no
support to self-sealing material at all. The self-gealing material was
slit but not cored. It did not seal. Leakage rate was .75 ga.llm/:imzte
at zero pressure and was constant.
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BLOCK NUMBER B 25
ROUND NUMBER T 31

ENTRANCE ‘ ¥EXIT

| Petals .2 </ Petal '35__i_

= 1.5
ST TF
SKIN PANEL DAMAGE AND DEFLECTIONS
ENTRANCE EXIT
TANK DAMAGE
ENTRANCE EXIT

26

T -

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 48 ROUND NUMBER _T 32
DATE FIRED 13 December 1967

TANK CONDITION:
Nitrogen Pressure ¢ Psi; Baffling None

Skin Material Exit; 6061-T6 Bare Skin Gap _1.25 in. exit side only

(.0ko)
PROJECTILE:
Caliber 30 Type _ AP Entry _straight
Velocity 2614 Ft/Sec
MATERIAL:

Backing Board Exit: Air Logistics 70O SI EN 2-41 (Cal. 50)

Composite _ gEntrance; Air Logistics 114509-304

Self Sealing Exit: Goodyear Tire DX 325 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 12 inches below fuel surface.

The backing board was Just pierced as was the seif-sealiag material.
The skin cored some. The round hit in the plane ares of skin. The
wound sealed dry lmmediately. There was no trace of fuel leskage.

Exit:

No exit occcurred through the skin. The round hit low next to the flange.
The round lodged in the wound and next to the skin. After moving the
projectile with a scale the leakage slowed to a 92 &rop/min&te from approxi-
mately .06 gallcn/mznute rate. Later after pressurized to 1 psi, the wound
did not leak. The skin was Just dented. The backing board frayed the size
of tumbled round. The self-sealing material was cut but not cored.
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BLOCK NUMBER B 48
ROUND NUMBER T 32

ENTRANCE ¥EXIT

SKIN PANEL DAMAGE AND DEFLECTTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

Frayed Only

BACKING BOARD ﬁAMAGE

¥ Exit conditions are shown as they would be seen from inside tThe tank
All dimensions are reported in inches.
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BLOCK Bi4B ROUND NUMBER T33
DATE FIRED 13 Dec. 1967

TANK CONDITION:

Nitrogen Pressure Psi; Baffling UNone

Skin Material Exit 6061-T6 Skin Gap 1.25
PROJECTILE:

Caliber 3O Type AP Entry gStraight

Velocity 2685 Ft/sec
MATERIAL:

Backing Board Exit: Air Logistics 700 SI EN2-41 (Cel. 50)

Composite Entrance; Air Logistics 114509-30k

Self Sealing ®xit: Goodyear Tire DX-375 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal No exit
Entrance Cored no Exit Cored N.A.
COMMENTS:

Entrance: 10.5 in. below fuel level straight.
Projectile struck rib in panel coring it. The self-sealing material
sealed with no trace of fuel leakage. Backing board frayed some.

Exit: HNone ‘

Projectile struck back self-sealing material and marked it but did
not cut it. No leaskage occurred.
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BLOCK NUMEER B 48
ROUND NUMBErR T 33

ENTRANCE . ¥EXIT

Hit ]
Rib

-—:‘:‘aéff:.’:

SKIN PANEL DAMAGE AND DEFLECTTONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE __EXIT

Frayed

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 48  ROUND NOMBER T 34
DATE FIRED 13 Diceuber 1967

TANK CONDITION:
Nitrogen Pressure mxﬁngSi3 B&ffiing‘wmgéggﬂ

T

Skin Meterlel gyiy:  6061:16 Bave (0koSKin G8p 3 .25 in. exit . side only
O in. front side

PROJECTIIE:
Caliber 30~ Type Ap  kotey  Tasbled
Velocity  aievveswee.  Fh/Sec
MATERIAL:

Backing Board Exit: Alr Logistics 700 81 EN 2-41 (cal. 50)

Composite Entrance; Air Logistics 114509-30h

Self Sealing _ ¥xit; Goodyesr Tire DX 325 (Cel. 50)

RESULTS:
Entrance Seal  yeg o Exit Seal No exlt
Entrance Cored 1o o Exit Cored N.A.
COMMENTS:

Entrance: fTumble 2.2% inches below fuel Jevel.

The projectile was simzd at 8 rib bub wissed 1t. The backling board was
cored the size of the projectile end frayed conglderably. The self-sesling
material wse only slit; and sealed dvy. The skin was cored 1.3 in. x .7 in.

Exit: Yone
Ro leskage occcurved. After the shot the box was pressurized to 1 psi.
Ko leasks occurred st any of the wounds.



BIOCK NUMBER B 48
ROUND NUMBER T 3k

ENTRANCE | ¥EXIT

e

ok

SKIN PANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.

193




BIOCK B 8.1 ROUND NUMBER 7 35
DATE FIRED 13 December 1967

TANK CONDITION:
Nitrogen Pressure g Psl; Baffling pNone

Skin Material Exit; 2024-T3 Clad Skin Gap 1.25 in. (Exit side)
(.080) Front side bonded
PROJECTILE:
Caliber _ go Type __AP Entry _gtraight
Velocity 2899 Ft/sec
MATERIAL:

Backing Board Exit: Air Logistics 700 SI EN 2-41 (Cal. 50)

Composite Entrance: Air Logistics 114509-304

Self Sealing Exit: Goodyear Tire DX 325 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal yes
Entrance Cored RO Exit Cored no
COMMENTS:

Entrance: Straight

The backing board frayed and cored the size of the projectile. The
self-sealing materiasl seasled dry with no trace of fuel leakage. The skin
was cored and petaled.

Exit: Tumbled exit.

The self-sealing material was pulled intoc box some but the wound had a
damp sesl between 2 and 3 minutes. The backing board was badly frayed.
The skin was cored and petaled. The projectile struck the edge of a wood
spacer on the skin.
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BLOCK NUMBER B 48.1
ROUND NUMBER T 35

ENTRANCE _ *¥EXIT

.3|Petal

{\ Petal
.75
. Cored T

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT
L 4
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside The tank
All dimensions are reported in inches.
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BLOCK B 48.1 ROUND NUMBER T 36
DATE FIRED 13 December 1967

TANK CONDITION:
Nitrogen Pressure (@ Psi; Baffling None

Skin Material gExit; 2024-T3 Clad ( Q83§kin Gap 0 in, front
1.25 in. back

PROJECTILE:
Caliber 50 Type __AP Entry mumbled
Velocity = = cocccmccmmae- Ft/sec
MATERIAL:
Backing Board Exit: Air Logistics 700 SI EN 2-41

Composite Entrance: Air Logistics 114509-304

Self Sealing Exit: Goodyear Tire DX 325 (Cal. 50)

RESULTS:
Entrance Seal npo Exit Seal yes
Entrance Cored vyes . Exit Cered.xes {gg}
COMMENTS:

Entrance: Tumble 6 inches below fuel surface in plain area of panel.

The backing bosrd was frayed and cored badly. The self-gealing
meterial was slso cored and pulled loose from the skin. The skin was
petaled .7 inches, cored and split. Ribs on the skin sheared the rivets
and warped. The skin had very little strength left. Leakage was constant
(full flow) with no slowing; thus failure.

Exit: Tumble

The projectile struck s wood support and only the nose pierced the skin.
The backing board was frayed and cored slightly. The self-sealing materisal
sealed with no visible leakage. Therefore, entrance material failed; exit
material passed.
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BLOCK NUMBER B 48.1
ROUND NUMBER T 36

ENTRANCE *¥EXIT
.T5 .01
.6 °
K2
15
I N

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE

EXIT

s

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 29 _ ROUND NUMBER _T 37
DATE FIRED _1Y4 December 1967

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling None

Skin Material 6p61-76 (.080) Skin Gap 1.4 in,
PROJECTILE:
Caliber 50 Type __AP Entry _Straight
Velocity 2837 Ft/sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-41 (Cal. 50)

Composite W = +«cccccmeccmeme—=-

Self Sealing _ Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal veg Exit Seal 4o
Entrance Cored pq Exit Cored yp4
COMMENTS:

Entrance: Straight

A flash was seen at the entrance approximately 8 inches diameter and
for approximately 1/2 second. A burn was also noted on the skin and backing
board. The skin was cored and hed a .3 inch petal. The backing board was
frayed to the size of the projectile. The self-sealing material was cracked
on the inside but d4id not leak even & trace of fuel.

Exit: Full tumble.

The skin was cored and petaled to & 1.2 inch maximum height. The backing
board was torn and frayed over an area 6 inches x 9 inches but not cored. The
self-sealing materisl was frayed on the exit side considerably. When the
material was straightened back out the self-seslant did bond together. It
was determined that it would not hold, though, with the backing board support
destroyed. Leakage rate was unasble io determine.

Failure on exlt due to no support and material pulling into fuel tank.
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T BLOCK NUMBER B 29
ROUND NUMBER T 37
|

ENTRANCE » ¥EXIT
. .9 Petal
XBurns
Q 1.2 Petal
2.25

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK _p 27 _ ROUND NUMBER _q 38
DATE FIRED 18 December 1967

TANK CONDITICHN:
Nitrogen Pressure O Psi; Baffling'_gpne

Skin Materisl 6061-T6 (.040) skin Gep _ 0 ip.
PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2857 Ft/sec
MATERIAL:

Backing Board _Goodyear Aero ARM-1800 (Cal. 50)

Composite W e

Self Sealing  Goodyear Tire FTL-11-3 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal wyeg
Entrance Cored o Exit Cored zo
COMMENTS:

Entrance: 12 inches below fuel surface.

The skin was petaled outward on 1/2 of hole and inward one 1/2 of hole.
Petal height was .15 inches. The skin also cored. A flash was noted on
entrance.

Exit: Full tumble 12 inches below fuel surface.

Failed skin completely. Petal was 6.5 inches high. The backing board
held and the wound in self-sealing material was only damp. Several clamps
were knocked off; broke 2 and warped end frame some. The exit flange
assembly had to be removed and resesled.
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BIOCK NUMBER B 27
ROUND NUMBER T 38

ENTRANCE _ *EXTT
| Petaled ) Cored
inward
Petaled ""Lé)/ .15 L 6.5 Petil
ocutward
.15

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

I ‘

BACKING BOARD DAMA

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 27 _ ROUND NUMBER _T 39
DATE FIRED 18 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; BRaffling None

Skin Msterial 6061-76 (.0k0) Skin Gép 0 in.
PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2920 thSec
MATERTIAL:

Backing Board Goodyear Aero ARM 1800 (Cal. 50)

Composite mcceccceccmccmaca=a

Self Sealing Goodyear Tire FTL-11-3 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal yes
Entrance Cored no Exit Cored no
COMMENTS:

Entrance:; §Straight 12 inches below fuel surface.

A large flash was noted on entrance. The skin was cored and petaled
slightly (.2 inches). The backing board had almost no damage and the
self-sealing material was dry. There was no trace of fuel.

Exit: Straight 12 inches below fuel surface.

The first round that exited straight. The skin was slightly cored but
petaled to 1.3 inches. The backing board held and self-sealing wound just
bubbled. No drops fell from the specimen. The clamps all held because of
straight entry and exit.

202



BLOCK NUMBER B 27
ROUND NUMBER T 39

ENTRANCE _ XEXIT
.15 ’ .55

143 Petelsiy T

” |

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 27 ROUND NUMBER 7T 40
DATE FIRED 18 December 1967

TANK CONDITION:
Nitrogen Pressure 1 Psi; Baffling None

Skin Material 6061-T6 (.040) Skin Gap 0 in.
PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2963 Ft/Sec
MATERIAL:

Backing Board Goodyear Aero ARM 1800 (Cal. 50)

Composite = = @ ccecmcmummmm—-

Self Sealing Goodyear Tire FTL-11 3 (Cal. 50)

RESULTS:
Entrance Sesl ves Exit Sesl yes
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 12 inches below fuel.
The skin was cored and petaled to .25 inches. The backing board held
and the self-sealing material wound was dry.

Exit: Tumble 15 inches below fuel surfsace.

The skin was cored and spiit out for s total failure. The backing board
did hold and the self-sealing materisl wound was only damp.

Clamps were broken (9) thus a leakage rate or amount was impossible
to get. The self-sealing material was not pulled into the Box, though. The
back flange had to be resemled.
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BIOCK NUMBER B 27
ROUND NUMBER T L0

ENTRANCE , ¥EXIT
i
1
J
18.5
6.0 Peta] |
. etsal ]
*ﬁ« | ‘ |
SKIN PANEL DAMAGE AND TEFLECTIONS ' L T _J
ENTRANCE EXIT
o
Fabric
frayed
slightly
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from 1nside the Tank
All dimensions are reported in inches.
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BLOCK B 27 ROUND NUMBER T 41
DATE FIRED 18 December 1967

TANK CONDITION:
Ritrogen Pressure (@ Psi; Baffling None

Skin Material 6061-T6 (.0k0) Skin Gap 0 in,
PROJECTILE:
Caliber 50 Type __AP Entry _ Tumbled
Velocity 2797 Ft/sec
MATERIAL:

Backing Board Goodyear Aero ARM 1800 (Cal. 50)

Composite = acrcemmmeemaas

Self Sealing (Goodyear Tire FTL-11-3 {Cal. 50)

RESULTS:
Entrance Seal vesg Exit Seal yes
Entrance Cored no Exit Cored no
COMMENTS

Entrance: Fully tumbled.

The skin was cored and split from top to bottom with a 9.5 inch high
petal outward. The backing board held, though, with only a slit and bulge.
The self-sealing material sealed dry in less than 2 minutes. A flash on
entrance occurred,

Exit: Partisl tumble backward.

The skin split into a previous projectile wound (T-39) and was cored.
The backing board held and the seif-sealing materisl sealed dry in less
than 1 minute. The leakage from the wounds was very slight; mostly Just
dripping. Several clamps were knocked off and fuel sprayed to the top of
the gun butt from the top of the exit flange assembly. Projectile exited
at zero veloecity.
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BIOCK NUMBER B 27
ROUND NUMBER T 1

ENTRANCE _ *EXIT

PEtal rollld

> b e
back 9.5 _
A B
6
High ‘
Petal —-/ 7

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE
TANK DAMAGE
ENTRANCE

BACKING BOARD DAMAGE

* Fxit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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‘ BIOCK _ B 27 ROUND NUMBER _7 L2
DATE FIRED _18 December 1967

TANK CONDITION:
Nitrogen Pressure o Psi; Baffling yWope

Skin Meterial _ 606176 (,040) Skin Gap _ g ip,
PROJECTILE:
Caliber 50 Type AP Entry munbled
Velocity 703 Ft/ Sec
MATERIAL:

Backing Board Goodyear Aero ARM-1800 (Cal. 50)

Composite W = cemcemcmmcmees

Self Sealing Goodyear Tire FIL 11-3 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal vyes
Entrance Cored no ‘ Exit Cored no
COMMENTS :

Entrance: Full tumble 6 inches below fuel surface.

The skin was cored the size of the projectile and split out from
L inches of the top to bottom through previous T-38 wound. Petal was
2.4 inches outward. The backing board held thus giving support for self-
sealing material., The material sealed Gamp in 2 minutes. An entrance
flash was seen,

Exit: Part tumble 6 inches below fuel surface.

The skin was split more in T 38 wound and cut by projectile as shown.
The backing board held and the self-sealing material had a dry seal in
3 minutes. ILeakage was very small and unmeasurable due to leakage around
flenges, All wounds bubbled some when pressure was applied for this shot.
Exit of T 38 opened up and flowed some fuel. Impact of projectile knocked
off the valve Christmes tree and fuel sprayed approximately 12 feet high
from the cap. Three threads of a 3/8 tee (alum) were stripped.
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BLOCK NUMBER B 27
ROUND NUMBER T k2

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

:
ENTRANCE , ¥EXTT
—1¥ L
2.0 <:£2_ 1.5
— ___Tr
2'1‘
Petal —// —Round T+438

—

Frayed
slightly
1.65

—~

ENTRANCE EXIT

Y~

1.8

T~

i
|
|
|
TANK DAMAGE

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 13 ROUND NUMBER _T 43
DATE FIRED _19 December 1967

TANK CONDITION:
Hitrogen Pressure (O Psi; Baffling None

Skin Material None Skin GQP NA
PROJECTIIE:

Caliber 30 Type AP Entry Straight

Velocity = cccemmemmce- Ft/Sec
MATERIAL:

Backing Board INone

Composite Air Logistics 114509-217

Self Sealing TNone

RESULTS:
Entrance Seal yes Exit Seal no - reduced rate
Entrance Cored no Exit Cored no

COMMENTS:

Entrance: Straight 12 inches below fuel surface,

The backing board was bonded on both sides of the self-sesling material.
The backing was frayed. The self-sealing was dry after impact thus no fuel
escaped.

Exit: Full tumble 15 inches below fuel surface.

The backing board was once again frayed considersbly larger than the
self~-sealing wound. The self-sealing material leaked a stream of fuel for
30 seconds, then lesked at a fast dripping rate slowing to 150 drops/minute
constant after 3 minutes.
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BLOCK NUMBER B 13
ROUND NUMBER T L3

ENTRANCE _ *EXIT

.1 b

COMPOSITE PANEL DAMAGE AND DEFLECTTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

Frayed on
fuel side

LT

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.
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BIOCK B 13 ROUND NUMBER T 44
DATE FIRED 19 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Hone

Skin Material None Skin Gap NA
PROJECTILE:

Caliber 30 Type AP Entry Straight

Velocity 2614 Ft/sec
MATERTIAL:

Backing Board Yone

Composite __ Air Togistics 114509-217

Self Sealing fone

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no ‘ Exit Cored no
COMMENTS:

When pressurized round T 43 exit wound opened and flowed fuel at rate of
100 ml,/min,

Entrance: Straight 12 inches below fuel surface.
The backing board was frayed bub the self-segling material sealed dry

immedietely.

Exit: Tumbled 14,5 inches below fuel surface.

The backing board was frayed badly. The self-sealing material leasked 2
small stream slowing very lititle in two minutes. When pressure was reduced
to zero the leakage slowed to 1 drop/5 seconds constant for the rest of the

test,
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BLOCK NUMBER B 13
ROUND NUMBER T 44

ENTRANCE v ¥EXIT

|
.2 .3
. /
COMPOSITE PANEL DAMAGE AND DEFLECTIONS
ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

4 Frayed

l.2
-

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.




BLOCK B 13 TROUND NUMBER _7 45
DATE FIRED _19 December 1967

TANK CONDITION:
Nitrogen Pressure 3 Psi; Baffling pyope

8kin Materisl YNone Skin Gap NA
PROJECTILIE:

Caliber 30 Type AP Entry Straight

Velocity 2649 Ft/Sec
MATERIAL:

Backing Board None

Composite Air Logistics 114509-217

Self Sealing None

RESULTS:
Entrance Seal vyes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

When pressurized exit wounds of T 43 and T L4 opened leaking fuel.

Entrances Straight 12 inches below fuel surface.
The backing board was frayed but the self-sealing material wss dry upon
inspection.

Exit: Tumble 13 inches below the fuel surface.

The round hit a wood support thus no exit was obtained. The backing
board was fraved less dus to the extra support from the wood. The self-
sealing material wag slit and leaked a drippage rate. When pressure reduced
to zero the wound continued to seep for the rest of the test.
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BLOCK NUMBER B 13
ROUND NUMBER T 45

ENTRANCE - *EQIT

COMPOSITE PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE - EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside tThe tank
A1l dimensions are reported in inches.
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BLOCK B 13 ROUND NUMBER L6
DATE FIRED 19 Decemwber 1967

TANK CORDITION:
Nitrogen Pressure O Psi; B&ffling‘gﬁﬁﬁg

Skin Material Yone Skin Gap NA
PROJECTILIE:

Caliber 30 Type AP  Entry Tumbled

Velocity 2532 Ft/sec
MATERIAL:

Backing Board [one

Composite  Air Logistics 114509-217

Self Sealing Hone

RESULTS:
Entrance Seal ves Exit Seal No exit
Entrance Cored no Exit Cored N.4.
COMMENTS:

Entrance: Partially tunbled 3 inches below fuel level.

Round actuslly overtumbled and entered the cell backwards. The backing
board wae frayed and cored. The self-sealing material sesled damp immediately
and dry seal in 3 minutes.

Exit: HNone. Tunbled attempt 3 inches below fuel level.
The backing board was penetrated but the self-sealing material was only

cracked,
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BLOCK NUMBER B 13
ROUND NUMBER T b6

ENTRANCE _ ¥EXIT

COMPCSITE PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE - EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 13  ROUND NUMBER T 4T
DATE FIRED 19 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Materisl None Skin Gap NA
PROJECTILE:

Caliber 30 Type AP Entry Tumbled

Velocity = ecocmccea- - Ft/sec
MATERTIAL:

Backing Board TYNone

Composite Air Logistics 114509.217

Self Sesling None

RESULTS:

Entrance Sesl no Exit Seal no

Entrance Cored yes ) Exit Cored yes B
COMMENTS:

Tank lost pressure immedistely upon impact.

Entrance: 3/4 full tumbled at fuel level. .
The backing board was cored and frayed. The self-sgesling material was

cored slightly.

Exit: Tumbled 1 inch gbove fuel level.

The backing board was frayed and cored badly. The self~sealing material
was cored badly and misaligned some. Fueled tank to a higher fuel height at
zero pressure. Both exit and entrance wounds lesked with no reduction of
rate in 2 minutes. ILeakage rate was b4 gallan/minute. Upon disassembly of
the tank, self-sealing material corings were found inside.
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BLOCK NUMBER B 13
ROUND NUMBER T 47

ENTRANCE . ¥EXIT

COMPOSITE PANEL DAMAGE AND IEFLECTIONS

ENTRANCE EXIT

ENTRANCE EXIT

Back
Side Frayed
1.5 x 11

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen Irom inside the tank
All dimensions are reported in inches.
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BIOCK B 26 ROUND NUMBER T 48
DATE FIRED 21 December 1967

i

]

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling HNone ,
Skin Material 2024-T3 Clad (.080) Skin Gap _ 1,5 in,

PROJECTILE:
Caliber 50 Type _AP Entry gtraight
Velocity 2837 Ft/sec
MATERTAL:

Backing Board Goodyear Aero ARM 018 (Cal. 50)

Composlite ———— e o o

Self Sealing Goodyear Tire FTL-11-3 (Cal, 50)

RESULTS:
Entrance Seal vesg Exit Seal no
Entrance Cored ngo Exit Cored no
COMMENTS:

Entrance: Straight 11 inches below fuel surface,

A flash occurred on entrance. The skin was cored and petaied to .2 plus
some burn marks., The backing board was only frayed in a .35 diameter area.
The self-sealing material sealed with no trace of fuel leakage, :

Exit: Partislly tumbled 13 inches below fuel surface.

The skin was torn and petaled to 1.3 inches. Also coring took place.
The backing board split out from 15 inches thus giving no support for the
self-sealing material, The self-sealing material was pulled into the box on
the lower corner, thus the wound was misaligned and could not seal. The
new clamps held but clamps on either gide of them failed. Four of the seven
clamps knocked off were broken. The back panel was removed and resealed.
The exit wound was supported with cardboard for the rest of the test.
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BLOCK NUMBER B 26
ROUND NUMBER T 48
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Side
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TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank

All dimensions are reported in inches.
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BLOCK B 26 ROUND NUMBER T 49
DATE FIRED 21 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling lNone

Skin Material _ 2024.73 clad (.080) Skin Gep _ 1,5 in,
PROJECTILE:
Caliber 50 Type __ AP Entry _ Straight
Velocity o878 Ft/sec
MATERIAL:

Backing Board Goodyear Aero ARM 018 (Csl. 50)

Composite = = «ccmcccmccmea-

Self Sealing (oodyear Tire FTL-11-3 {Cal. 50)

RESULTS:
Entrance Seal vyes Exit Sesl ves
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 12 inches below fuel surface. Very small flash

on entrance.
The skin was cored and petaled. Backing board was frayed to a diameter
less than the projectile diameter. The self-sealing material showed no

trace of fuel leskage.

Exit: Tumbled 11 inches below the fuel surface.

The skin was cored and petaled. The backing board was frayed. The
self-sealing material was sealed damp in 30 seconds and sealed dry shortly
after. The support angle on the exit panel failed and moved out approximately
1.50 inches. However, the support angle failure did not seem to affect the
sealing time, so the test was continued with no changes. Clamps held but
zllowed the flanges to leak.
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BLOCK NUMBER B 26
ROUND NUMBER T 49

ENTRANCE _ *EXIT
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ENTRANCE EXIT
o
TANK DAMAGE
ENTRANCE EXIT

.35

Frayed
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BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside tThe tank
All dimensions are reported in inches.

223




BLOCK B 26 ROUND NUMBER T 50
DATE FIRED 21 December 1957

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling YNone

Skin Material 2024-T3 Clad {.080) Skin Gap _ 1,5 in,
PROJECTILE:
Caliber 50 Type _ AP Entry Tumbled
Velotity  ceemcccca- Ft/sec
MATERTAL:

Backing Board _ goodvear fero ARM 018 (cal, 50)

Composite oo

Self Sealing Goodyear Tire FTL-11-3 (Cal. 50)

RESULTS:
Entrance Seal vyes Exit Seal yes
Entrance Cored nho : Exit Cored yes (85)
COMMENTS:

Entrance:; 4 large flash was observed on entry. Three-fourths tumbled
€ inches below fuel surface next to right side of box.

The skin was cored and petaled. The backing board was cored and frayed
badly. Some skin corings had splattered the backing board and seil-sealing
meterial. The self-sealing material sealed damp immedistely but pulled
into the box.

Exit: Partially tumbled 10 inches below the fuel surface.

The skin was cored, The backing board split but did support the
self-sealing material. The self-sealing material was cored slightly but
obtained damp seal immediately and a dry seal in 3 minutes.

Hed to remove front panel and reseal material around the flange.
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BIOCK NUMBER B 26

) ROUND NUMBER T °°
[
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/ ; /
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TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.,
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BLOCK B 26 _ ROUND NUMBER 7 57
DATE FIRED _ 22 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Materisl 2024-T3 Clad (.080) skin Gap 1,5 in,
PROJECTILE:
Caliber 50 Type AP Entry Tumbled
Velocity 2740 Ft/sec
MATERTAL:

Backing Board _ Goodyear Aero ARM 018 (Cal, 50)

Composite e —————

Self Sealing _ goodyesr Tire FTL-11-3 {(Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal ves
Entrance Cored yes Exit Coredno
COMMENTS:

Entrance: Full tumble 6.5 inches below fuel surface.

A large flash was seen on entrance. Skin cored and petaled .3 inches.
The backing board split and frayed badly. The self-sealing material flowed
fuel for 1.5 minutes obtainirg a demp seal at 2 - 2.5 minutes and a dry seal
in 6 minutes. The material was cored slightly. Total leakage was.5 gallon
from wound.

Exit: Tumble attempt 6 inches below fuel surface.

The skin was tested with the nose and tail of the projectile spliting
the skin. The projectile then bounced back into the fuel box. The backing
board wes only slightly damaged with no loss of support. The self-sealing
material obtained & damp seal immedistely.

The specimen lost pressure upon impact due to clamps being knocked off.
However, when sealed back up and refueled the box was pressurized to 2 psi.
All wounds held with no dampness showing.
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BLOCK NUMBER B 26
ROUND NUMBER T 51

ENTRANCE *EXIT

)‘C ‘./—-. 25 Dent

2.0 .3 Petal 5

SKIN PANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.
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BLOCK B 3%  ROUND NUMBER T 52
DATE FIRED 22 December 1967

TANK CONDITION:
Nitrogen Pressure 0O Psi; Baffling lone
Skin Material 2024.73 Clad (.080) Skin Gap __ 25 4p,

PROJECTILE:
Caliber 50 Type __ AP Entry _ straicht
Velocity 2857 Ft/sec
MATERIAL:
Backing Board Goodyear Aero ARM 018 ((Cal, 50)
Composite e

Self Sealing Uniroval Us-173 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight

The skin was cored to diameter of projectile with some signs of burns.
The backing board was only frayed the diameter of the projectile. The
self-sealing material sealed dry with no trace of fuel.

Exit: Partially tumbled.

The skin was cored slightly and torn badly with a 10.5 inch petal.
The backing board was split for 5 inches and was the size of the skin.
The self-sealing material was pulled into the box thus misaligning the wound
for no chance of sealing. The load on one of the support angles caused a
failure in the weld. The angle was bent out 10.5 inches. The projectile
hit next to the adjscent support angle.
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BLOCK NUMBER B 3%
ROUND NUMBER T 52

ENTRANCE *¥EXIT

0 10.5
QE:;:ed 10.5 ﬁetal 20

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE
TANK DAMAGE
ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 34 ROUND NUMBER _T 53
DATE FIRED 29 December 1967

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffliing None

Skin Material 2024-T3 Cled (.080) Skin Gep .25 in.
PROJECTILE:
Caliber 50 Type AP Entry Siraight
Velocity 2878 Ft/sec
MATERIAL:

Backing Board Goodyear Aero ARM 018 (Cz21l. 50)

Composite @ ccmcccmacmcccena-

Self Sealing Uniroyal Us-173 (cal. 50)

RESULTS:
Entrance Seal ves Exit Seal pno
Entrance Cored no Exit Cored no
COMMENTS:

When pressurized to 2 psi, exit of round T 52 seeped continuously.

Entrance: Gtraight 12.5 inches below fuel surface.

When tank wos impacted by the projectile the flanges let go, thus the
pressure went from 2 psi positive to a vacuum. The skin was cored and
petaled with metal corings stuck in the backing board. The self-sealing
material leaked slightly but obtained a damp seal in less than 1 minute.

Exit: Tumbled 16 inches below fuel surface.

The skin was torn, cored and petaled, 3 inches maximum. The backing
board was split but not cored. The self-sealing material was misaligned
thus no chance for a seal. Had to reseal rear panel. Impact shock warped
end frame assembly very badly.
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BLOCK NUMBER B 34
ROUND NUMBER T >3
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SKIN PANEL DAMAGE AND TEFLECTIONS

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.

231




BLOCK _ B 34  ROUND NUMBER _T 54
DATE FIRED 29 December 1967

TANK CONDITION:
Nitrogen Pressure 1 Psi; Baffling None

Skin Material 2024-73 ¢lad (.080) Skin Gap .25 in,
PROJECTILE :
Caliber 50 Type AP Entry Straight

Velocity W eceomcamna (15% reduced ra“n%%JSec

MATERIAL:
Backing Board Goodyear Aero ARM 018 (Cal, 50)

Composite = o mccc————

Self Sealing Upniroval US-173 (Cal, 50)

RESULTS:
Entrance Seal yes Exit Seal only at O pressure
Entrance Cored no Exit Cored no

COMMENTS:

Entrance: Straight 11 inches below fuel surface.
The skin was cored and petaled. The selfwsealing wmaterial obtained a
damp seal immediately at 1 psi. The backing board held fine with little

damnage.

Exit: Tumble 10 inches below fuel surface.

The skin was cored and petaled 2.25 inches maximum high. The projectile
split the backing board and self-sealing wmaterisl. The self-sealing material
leak would slow only when the pressure was reduced. Rates were .25 gallea/
minute 1 psi and dripping at zero psi.

The projectile shock also opened exit wounds of T 52 and T 53 rounds.
They continued to flov small sgireams,
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BLOCK NUMBER B 3l
ROUND NUMBER T Sk

ENTRANCE *EXIT
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ENTRANCE EXIT
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BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen irom Inside tThe tank
All dimensions are reported in inches.
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BLOCK B 34 ROUND NUMBER T 55
DATE FIRED 20 December 1967

TANK CONDITION:
Nitrogen Pressure (O ©Psi; Baffling None

Skin Material 2024-73 Clad (.080) Skin Gap _ .25 in.
PROJECTILE :
Calibver 50 Type AP Entry Tumbled
Velocity = ecmemecmmm————- Ft/Sec
MATERTIAL:

Backing Board Goodyear Aero ARM 018 (Cal. 50)

Composite = = hmrmcmcmom———

Self Sealing miroyal US-173 {Cal, 50)

RESULTS:
Entrance Seal no Exit Seal yeg
Entrance Cored yes Exit Cored no
COMMENTS:

Large flash on impact. The projectile struck steel support
angle on impsct and broke as it entered the cell.

Entrance: Tumbled 4 inches below fuel surface.

The skin was cored and badly shattered. The backing board was frayed
and cored. The self~sealing material was also cored slightly but cut badly.
The leakage was 3/& gail&a/minate constant at zero pressure.

Exit: HNone

The skin was dented. The backing board just had one hole in it. The
self-sealing material had two cuts but neither showed any sign of leakage.
When the cell was torn down the following was found inside:

Projectile broken in two pieces, skin coring, self-sealing material
end backing board corings.

The exit on T 53 opened up flowing full flow.
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BLOCK NUMBER B 3k
ROUND NUMBER T 55

ENTRANCE , *EXIT
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TANK DAMAGE

ENTRANCE EXIT
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BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.

235




BILOCK B 28  ROUND NUMBER T 56
DATE FIRED 5 January 1968

TANK CONDITIOCN:
Nitrogen Pressure (¢ Psil; Baffling None

Skin Material 6061-T6 (.0kO) Skin Gap 1.5 in,
PROJECTILE:
Caliber 50 Type AP Entry gtraight
Velocity o878 Ft/Sec
MATERTAL:

Backing Board gilifsb 1075 (.030)

Composite = oo

Self Sealing Uniroyal Us-173 {(Cal. 50)

RESULTS:
Entrance Seal vyes Exit Seal np
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 11 inches below fuel surfsce,

The skin was cored some with much petaling and cracks. The petals
were .25 inches high and rolled over. The backing board was frayed for
approximately .5 inches diameter., The self-sesling meterial was dry with
no trace of fuel,

Exit: Tumbled 12 inches below fuel surface,

The skin was torn, cored and petaled to 2.75 inches. The backing board
was restrained and was torn to pieces (three tears from bottom to top and
part missing).

The self-sealing material was pulled into the box and the wound was
misaligned thus wound flowed full flow until box emptied. The exit flange
was removed and the edges of the wound realigned. The material sealed then
with no leskage at 2 psi of Nitrogen. The exit wound would have sealed if
supported by the backing board.
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BLOCK NUMBER B 28
ROUND NUMBER T 56

ENTRANCE _ *EXIT
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ENTRANCE EXIT

Total Loss:
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bottom to top. Area
around the wound

‘10 x 15 in. totally
removed.

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK _B 28 _ ROUND NUMBER _T 57
DATE FIRED 5 Januery 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Material  6061-T6 (.040) Skin Gap 1.5 in,
PROJECTILE:
Caliber 50 Type AP Entry gtraight
Velocity 2899 Ft/sec
MATERIAL:

Backing Board @illfab 1075 (.030)

Composite = o mcm————

Self Sealing Uniroyal US-173 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 11 inches below fuel surface.

The skin was cored and petaled to .25 inches. The backing board was
cored and split. The self-sealing meterisl was almost cored but did
obtain a damp seal immediately.

Exit: Tumbled 14 inches below fuel surface,

The skin was cored and petaled to 3.75 inches. The backing board was
split, failing totally. Also the backing board was floated in the skin.
The failure was very similar to that of the previous shot with the restrained
backing board. §So no improvement is accomplished by floating the backing
board., The self-sealing material wound edges were misaligned, thus no
possibility of sealing. The wound would have sealed though, if supported
and the wound edges were aligned.
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BLOCK NUMBER B 28
ROUND NUMBER T 57

ENTRANCE *¥EXIT
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¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 30 ROUND NUMBER _T 58
DATE FIRED 6 January 1968

TANK CONDITION:
Nitrogen Pressure (O Psi; Baffling None

Skin Material 6061-T6 (.080) Skin Gap 0 in,
PROJECTILE:
Caliver 50 Type __AP Entry strajsht
Velocity 2899 Ft/Sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-41 (Cal. 50)

Composite = = ecacccccccmccon-

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 12 inches below fuel surface.

The skin was cored and had a .4 inches high petal. The backing board
was only frayed. The self-sealing materiel was cracked and supported by
the skin petal but obitained a damp seal immedistely. The wound lesked
enough to only dampen the surfaces; no drips.

Exit: Tumble (partially) 10 inches below fuel surface.

The skin was cored and petsled to & height of 2.3 inches. The backing
board was floated and was only frayed. The self-sealing material wag pulled
into the box enocugh to buckle and misslign the edges of the wound thus no
seal was possible. The material was cracked badly but only had a 1 1/2
gallon/min&te constant leakage rate,
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BLOCK NUMBER B 30
ROUND NUMBER T 58

ENTRANCE , *¥EXIT
.15 1‘0 lh
.5 Diam
/ .4 Petal —F
Q 6
v I
SKIN PANEL DAMAGE AND TEFLECTIONS
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ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from Inside the tank
All dimensions are reported in inches.
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BLOCK B 30 __ ROUND NUMBER _T 59
DATE FIRED 6 January 1968

TANK CONDITION:
Nitrogen Pressure 2 Psil; Baffling None

Skin Material 6061-T6 (.080) Skin Gap 0 in,
PROJECTIIE:
Caliber 50 Type __AP Entry gtraight
Velocity = = cemecemceee- Ft/Sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-41 (Cal. 50)

Composite = @ cccecmccamccemmaa

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal wveg Exit Sesl vyes
Entrance Cored no Exit Cored yes
COMMENTS:

Entrance: Siraight 12 inches below fuel surface.

When pressurized to 2 psi, T 58 entrance flowed enough fuel to keep
surface damp, The skin was cored and petaled .35 inches. The bhacking
board frayed to the diameter of the projectile., The self-sealing material
was damp sealed immediately with some surface wetiing occurring.

Exit: Tumble 13 inches below fuel surface.

The skin was cored and petaled to & height of 1.5 inches. The backing
board was frayed with very slight coring. The backing board floated,
The self-sealing material was split and cored on the fuel side some. The
loagkage flowed approximately 1/2 the size of a pencil for 1.5 minutes and
slowed to a damp seal in 2.5 minutes. Total fuel lost was on the order of

1/L4 gallons.
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BLOCK NUMBER B 30
ROUND NUMBER T 59
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* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK _B 30 ROUND NUMBER T 60
DATE FIRED 6 January 1968

TANK CONDITICN:
Nitrogen Pressure 1 Psi; Baffling None

Skin Material _ 6061-16 (.080) Skin Gep __ 0 in,
PROJECTILE :
Caliber 56 Type _ AP Entry _ straight
Velocity 2878 Ft/Sec
MATERIAL:

Backing Board Air Logisties 700 SI EN 2-41 (Cal. 50)

Composite e e o o e

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal ves
Entrance Cored no ; Exit Cored no
COMMENTS:

Entrance: Straight 13 inches below the fuel surface,

The skin cored and petaled .35 inches high. There was no problem of
holding the wound open though. The backing board was only frayed to the
diameter of the projectile. The self-sealing materiasl flowed fuel for
approximately 1 minute before obtaining a damp seal. The leaskage quantity
was very small.

Exit: Part tumbled 14 inches below the fuel surface.

The skin was split and petaled to 1.5 inches high but no coring occured.
The backing board on exit side only was floated and was split the length
of the projectile with both fraying and coring occurring. However, support
was still maintained for the self-sealant material. The self-sealing
material was slit and was frayed., The leszkage was not measurable but was
a fast dripping rate slowing to a damp seal in 2 1/2 minutes.
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BLOCK NUMBER B 30
ROUND NUMBER T 60

ENTRANCE _ *EXIT
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BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 30 ROUND NUMBER T 61
DATE FIRED 6 January 1968

TANK CONDITION:
Nitrogen Pressure (O Psi; Baffling None

Skin Material 6061-76 (,080) Skin Gap _ 0 in,
PROJECTILE:

Caliber 50 Type AP Entry  Tumbled

Velocity 2817 Ft/sec
MATERIAL:

Backing Board Air Logistics 700 SI EN 2-41 (cal. 50)

Composite = = @ eccmceamcccaes

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Sesal no Exit Seal vyes
Entrance Cored yes Exit Cored no
COMMENTS:

Entrance: Fully tumbled 5 inches below fuel surfeace.

The skin was cored and split. A large flash occured upon impact by
projectile. Fuel was noted to spray out through the flash. The backing
board was cored to the size of a tumbled projectile. The self-gealing
material was slit and cored slightly. The leakage was full flow for ap-
proximately 30 seconds and reduced to a rate of 1/@ galle&/minute after
3 miautes.

Exit: Partially tumbled 3 inches below the fuel surface.

The skin was petaled bubt not cored. The backing board was split the
length of the projectile with slight fraying. The self-gsesling material
was dry immediately with no trace of fuel, The projectile nose was found
inside the box along with skin and self-sealing material corings when
disassembled,
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BIOCK NUMBER B 30
ROUND NUMBER T 61

ENTRANCE ‘ *EXIT

<715 5

JEF

i -

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

K\—Cored

Slightly

TANK DAMAGE

ENTRANCE EXIT
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* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 32 ROUND NUMBER T 62
DATE FIRED 15 January 1968

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None |

Skin Materiasl 6061-76 (.040) Skin Cap .25 in.,
PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2817 Ft/Sec
MATERIAL:

Backing Board Firestone Fl-hl (Cal. 50)

Composite = @ scdmcccmcccemaas

Self Sealing _ Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal ves Exit Sesl no
Entrance Cored no Exit Cored yes
COMMENTS

Entrance: Small flash on entrance., Straight 11 inches below fuel surface,

The skin was cored and petaled to .30 inches. However, the petal did not
hold wound open. The backing board wes only frayed to the size of the
projectile. The self-sealing materisl was cracked but no coring and sealed
with only a trace of fuel leakage, The self-sealing material had the impact
of the backing board fiber in it from the shock load.

Exit: Fully Tumbled 12 inches below fuel surface.

The skin was petaled 1.4t inches high and cored. The skin also had the
imprint of the backing board in it in two panels of the three. Backing
board was only frayed. It retained the self=-sesling swell, The self-
sealing material was cored but was not pulled into the box. Ieakage rate
was approximately 1/4 - 1/2 gallon/minute.
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BIOCK NUMBER B 32
ROUND NUMBER T 62
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* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 31  ROUND NUMBER _T 63
DATE FIRED 15 January 1968

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling None

Skin Material 2024-73 clad (.0LO) Skin Gap ,S in.
PROJECTILE:

Caliber 50 Type AP Entry Straight

Velocity 2878 Ft/Sec
MATERIAL:

Backing Board Firestone Fl-41 (gal. 50)

T TS gt B A . T

Composite

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 12 inches below fuel surface.

The skin was cored and petsled a height of .2 inches; petals rolled
also. The backing board was only frayed. The self-sealing material was
dry with no trace of leakage. The petaling did not affect the sealing
material.

Exit: Tumble 12 inches below fuel surface.

The skin was cored and petaled to 2.8 inches with some rolled over.
The backing board was floated and pulled into the skin deflection ares
thus giving no support to the self-gsealing material. The backing board
was only frayed at projecitile exit, The self-sesling material wound was
misaligned from support (was not pulled into box) and could not seal.
When opened up and realigned it sealed demp under 2 psi.
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BLOCK NUMBER B 31
ROUND NUMBER T 63
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¥ Exit conditions are shown as they would be seen from inside tThe Tank
All dimensions are reported in inches.
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BLOCK _B 31  ROUND NUMBER T 64
DATE FIRED 15 January 1968

TANK CONDITION:
HNitrogen Pressure 2 Psi; Baffling None

Skin Material 202L-73 Cclad (.0LO) Skin Gap .5 in.
PROJECTILE:
Caliber 50 Type __ AP Entry _gtraight
Velocity 2878 Ft/sec
MATERIAL:

Backing Board Firestone Fl-41 (Cal. 50)

Composite W = cccmmmccmcmaea-

Self Sealing Uniroyal Us-182 (cel. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

When pressurized exit of T 63 flowed enough to keep surfaces wet,

Entrance: Straight 12 inches below fuel surface.

The skin was petaled .2 inches high with &ll petals rolled over. The
backing board was only frayed to dismeter of the projectile. The self-sealing
materisl obtained a damp seal immediately. However, the box lost pressure
immediately on impact due to exit side failure.

Exit: Tumbled 14 inches below fuel surface. :

The skin was cored and petaled 3.5 inches high meximum. The backing
board was frayed only in the projectile wound but once agsin was pulled
into the skin deflection area and no support was given to the self-sesling
material. The self-sealing material wound was misaligned, thus no seal was
possible, The lesksge rate was 5 gallon+fminute al zero pressure.
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BLOCK NUMBER B 31
ROUND NUMBER T 6

ENTRANCE ¥EXIT

 Petaled

\\§i5 Diam

©

[~ Petals

SKIN PANEL DAMAGE AND DEFLECTIONS -Petal Rolled

ENTRANCE BEXIT

TANK DAMAGE

ENTRANCE

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 37 ROUND NUMBER T 65
DATE FIRED 15 Jaruary 1968

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling None

Skin Material 6061-T6 (.080) Skin Gap 1.25 in.
PROJECTILE:
Caliber 50 Type AP Entry §Straight
Velocity 2963 Ft/Sec
MATERTAL:

Backing Board Gillfab 1068 (Cal. 50)

Composite = =  cremcmcacma=—

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal vyes Exit Seal yqo
Entrance Cored no Exit Cored BO
COMMENTS:

Entrance: Sitraight 12 inches below fuel surface.

Skin flashed as it was impacted by projectile. The skin was cored and
petaled 0.4t inches maximum. Backing board was cored and frayed to size of
projectile. The self-seazling material sealed damp immediately with only a
trace of fuel lezkage.

Exit: Tumble 16 inches below fuel surface,

The skin cored and petaled greatly. Some petaling rolled over slightly.
The backing board total fsilure with 3 splits from top to bottom with other
smaller tears. The self-sealing material would not seal without support
from a scale and leaked constently, with zero pressure, at 1-2 gallan/minute.
The failure was due to the backing board failing.



BLOCK NUMPER B 37
ROUND NUMBER T 65

*EXIT
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SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE

EXIT

16

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen irom inside the tank
All dimensions are reported in inches.
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BLOCK B 39 ROUND NUMBER T 66
DATE FIRED 16 January 1968

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling None

Skin Material 2024-T3 Clad (.,040) Skin Gap 1.25 in,
PROJECTILE :
Caliber 50 Type AP Entry _ Straight
Velocity 2899 Ft/sec
MATERTAL:

Backing Board (onolite B33 FGIW (Cal., 50)

Composite o e e

Self Sealing Goodyear Tire DX-325 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored nC
COMMENTS:

Entrance: Straight 12 inches below fuel surface.

The skin was cored and petaled. The backing board was just frayed %o
dismeter of projectile. The self-sealing material sealed dry immediately
with no trace of fuel leskage.

Exit: Straight but base forward 12 inches below fuel surface.

The skin was cored and petaled. One petal was 11 inches long and
rolled over so that it was only U4 inches high. The backing board was torn
13 inches long and b4 inches across with some coring. The self-gesling
material was torn 13 inches long and 4 inches across, but was not cored.
Some fraying was present in the cloth. The self-sealant was well activated.
The tank was emptied in approximately 2 minutes. Leaskage was photographed
at 2 minutes. Leakege rate was approximately 25 gallon/minute.
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BLOCK NUMBER B 39
ROUND NUMBER T 66

ENTRANCE *EXIT
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SKIN PANEL DAMAGE AND PEFTECTIONS ™ & in. high Petal

ENTRANCE EXIT

<~— AT o

TANK DAMAGE

ENTRANCE

BACKING BOARD DAMAGE |

¥ Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.
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BIOCK B 40 ROUND NUMBER _ T 67
DATE FIRED 16 January 1968

TANK CONDITION:
Nitrogen Pressure (¢ Psi; Baffling TfNone

Skin Material 202413 Clad (.0LO) Skin Gap _ ¢ ip,
PROJECTILE:

Caliber 50 Type AP Entry gtraight

Velocity 2920 Ft/sec
MATERIAL:

Backing Board Goodyear Aero ARM 1800 (Ca}.. .SG)

Composite = ccecemccana - e

Self Sealing Uniroyal US-182 (Cal. 50)

RESULTS:
Entrance Seal wvyes Exit Sesl no
Entrance Cored no Exit Cored vyesg
COMMENTS:

Entrance: Straight 12 inches below fuel surface. Flash on entry.

The skin was cored with only & small amount of petaling. The backing
board was only frayed. The self-sealing moterial was dry immedistely with
no trace of fuel on the surfaces,

Exit: Tumbled 11 inches below fuel surface,

The skin was cored, petaled and split out giving no support to the backing
board. The backing board fiber was split but the ARM material was intact.
The self-sealing material was split, frayed and cored slightly. The backing
board and self~sealer was misaligned, If this had not happened the meterial
might have sealed. Iesaksge rate was 2-3 gallanfminute.
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BLOCK NUMBER B k0
ROUND NUMBER T 67

ENTRANCE | ¥EXIT
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SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

Back side
frayed and
slightly
cored.

TANK DAMAGE

ENTRANCE EXIT

Fabric on reverse side
torn 10 in.

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the Tank
All dimensions are reported in inches.
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BLOCK B 43 ROUND NUMBER T 68
DATE FIRED 17 January 1968

TANK CONDITION:
Nitrogen Pressure 0 Psi; Baffling None

Skin Material 2024-.T3 Clad (.080) Skin Gap _ 0 in,
PROJECTILE:

Caliber 50 Type __ AP Entry _ sStraight

Velocity 2857 Ft/Sec
MATERTAL:

Backing Board _ Air Togistics 700 SI EN 2-41 {Cal. 50)

Composite W = ccmcmcccomaa- ——

Goodyear Tire DX 325 (cal .50) Entrance Side
Self Sealing Firestone 1146 (cal .50) Exit Side

RESULTS:
Entrance Seal vyesg Exit Seal wves
Entrance Cored no Exit Cored (S8)
COMMENTS:

Entrance: §Straight 13 inches below fuel surface.

The skin flashed as it was impacted by the projectile and was cored with
slight petaling. The backing board was just frayed. The self-sealing
material sealed dry with only a trace of fuel lesking out at impact.

Exit: Tumbled 15.5 inches below fuel surface.

The skin was split with coring and petaling occurring. The backing
board was frayed and torn up when it pulled into the box. The self-sealing
material was cored slightly on the back side from the projectile but it was
determined that it would have sealed. However, the edge of the material where
the thickness changed to the flange edging was torn off and the flange edging-
was also cut by the weld bead on the flange.
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BLOCK NUMBER B 43
ROUND NUMBER T 68

ENTRANCE *¥EXIT
.l
.2 Petal ] 4.5 Petal
.5 Diam //~
15.5
o 72_1
L
SKIN PANEL DAMAGE AND HEFLECTIONSIIK
ENTRANCE EXIT
TANK DAMAGE
ENTRANCE EXIT

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BILOCK B 43  ROUND NUMBER T 69
DATE FIRED 17 January 1368

TANK CONDITION:
Hitrogen Pressure O Psi; Baffling None
Skin Material  2024~73 Clad (.080) Skin Gap 0 in.

PROJECTILE :
Caliber 50 Type AP Entry Straight
Velocity 2963 Ft/Sec

MATERIAL:

Backing Board Air Logistics 700 SI EN 2-41 (Cal. 50)

Composite @ = «cmecscccemcmceccca-

Self Sealing Goodyear Tire DX-325 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal yes
Entrance Core@ P9 Exit Cored no
COMMENTS:

Entrance: Straight 12.5 inches fuel head.
The skin flashed as it was impacted. The backing board frayed with a
very small amount of coring., The self-sealing material was damp immediately

with only the surface dampened.

Exit: Tumbled 13 inches fuel head.

The skin was cored very little but was petaled badly. The backing board
was frayed to the point that some support was lost. The self-sgealing meterial
sealed, though, with only dripping Immediately and that stopped in two minutes.
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BLOCK NUMBER B U3
ROUND NUMBER T 69

ENTRANCE _ *¥EXIT
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BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from 1nside the tank
All dimensions are reported in inches.
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BLOCK B 43 ROUND NUMBER _T 70
DATE FIRED 17 January 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Material 2024-T3 Clad (.080) Skin Gap 0 in.
PROJECTILE :
caliber 50 Type AP Entry  Straigsht
Velocity 2085 Ft/sec
MATERTAL :

Backing Board pir Tosistics 700 SI EN 2-41 (cal. 50)

Composite L o

Self Sealing Goodyear Tire DX-325 (Cal. 50)

RESULTS:
Entrance Seal yes (yhen pressure decreased Exit Seal yes (when pressure decreased
Entrance Cored ngo to 0 psi) Exit Cored no_. to O psi)
COMMENTS:

Entrance: Flash observed. Straight 13 inches fuel head.

The skin cored with some petaling. The backing board frayed. The
self-sealing material sprayed a small stream slowing to a trickle in
€ minutes at 2 psi. The wound dried when pressure was decreased to zero

at time = 3.5 minutes.

Exit: Tumbled 1k inches below fuel surface.

The skin petaled with a very small amount of coring. The petals rolled
over and the backing board frayed and cored. The self-sealing material
leaked at a constant trickle until the pressure was reduced to zero. The
wound then dried.

The exit wound of T 69 flowed 150-250 ml /minute when pressured to
2 psi, end stayed damp after the T 7O round at zero pressure.
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BLOCK NUMBER B 43
ROUND NUMBER T TO

ENTRANCE *¥EXIT
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ENTRANCE EXIT

S

T

Back Side sealant
raised .b in.

Back Side
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ENTRANCE

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B ha ROUND NUMBER T T1
DATE FIRED 17 January 1968

TANK CONDITION:
Nitrogen Pressure O Psi; Baffling None

Skin Material 2024-T3 Clad (.080) Skin Gap ___ 0 in,
PROJECTILE ;
Caliber 50 Type __ AP Entry Tumbled
Velocity 2759 Ft/sec
MATERTAL:

Backing Board Air Logistics 700 SI EN 2-41 (Cal. SO)

Composite = = mmemmmde o

Self Sealing Goodyear Tire DX-325 (Cal. 50)

RESULTS:
Entrance Seal _yes (3 minute trickle) Exit Seal _yes
Entrance Cored no ] Exit Cored ne .
COMMENTS:

Entrance: Tumbled 61 inches below fuel surface. Flash observed on skin.
The skin cored with no petaling. The backing board frayed and cored.
The self-sealing material leaked a small streanm l/h-IXE gailon/minute slowing
to a trickle in 3 minutes.

Exit: Partial tumbled base forward direction 5 inches fuel head.

The skin only petaled with no coring.. The backing board was frayed.
The self-sealing material obtained a damp seal immediately. The exit
wound of T 69 was opened up when the sealant was knocked out of the wound.
Had to provide support for T 69 exit to continue test and reseal front flange.

266




BLOCK NUMBER B 43
ROUND NUMBER T Tl

ENTRANCE ‘ ¥EXIT
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ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the Tank
A1l dimensions are reported in inches.
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BLOCK B 43 ROUND NUMBER _T T2
DATE FIRED 17 January 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling DNone

Skin Materiel 2024-T3 clad (.080) skin Gap 0 in.
PROJECTILE:

Caliber 50 Type _ AP Entry Tumbled

Velocity 2920 Ft/sec
MATERTAL:

Backing Board Air Logistics 70O SI EN 2-41 (Cal. 50)

Composite . e ———

Self Sealing _ Goodyear Tire DX-325 (Cal. 50)

RESULTS:
Entrance Seal vesg Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Observed flash on entrance. Projectile failed to tumble.
Impacted below 5 inches fuel.

The skin was cored with no petaling. The backing board frayed with smell
corc., The self-sealing material flowed a stream for only 30 seconds, then
slowed to a trickle.

Exit: TFull tumble k.5 inches fuel head.

The skin was cored and petaled to 1.75 inches high. The projectile
exited next to a wood support and struck the steel support angle. The
backing board frayed. The self-sealing material was misaligned so no seal
was accomplished., After 2 minutes the leakage was constant at 1.5 galleﬁ/
minute under 2 psi. When the pressure was reduced to zero the leakage
slowed to just a trickle. The projectile impact opened exit wounds T T0,
T 71, T 69, entrance T 71 damp.

On disassembly of box, found brass, aluminum, and some self-sealing
inside.
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BLOCK NUMBER B 43
ROUND NUMBER T 72
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¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK _B 51  ROUND NUMBER T T3
DATE FIRED 27 February 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None

Skin Material _ pogh-T3 Ciad (,0kO) Skin Gap _,25 4n,
Front only
PROJECTILE:
Caliber 20 Type AP Entry gtraient
Velocity D632 Ft/Sec
MATERIAL:

Backing Board Conolite B33 FGIW (Cal. 50)

Composite = . . __._._

Self Sealing Uniroval US-179 (Cal. 30)

RESULTS:
Entrance Seal ves Exit Seal 1NO (geeped)d
Entrance Cored no Exit Cored pno

COMMENTS:

Entrance; Straight 11.5 inches high.

The skin was cored .30 diameter and was petaled .2 inches high. The
backing board was frayed .35 diameter. The self-sealing material suffered
no damage and sealed damp immediately. Only a trace of fuel was present
on the backing board.

Exit: Tumble 10 inches high.

The round hit the wood support and buried 1/& inches deep. No skin was
installed on exit side of the tank. Backing board deflected .5 inches and
was frayed the size of the tumbled projectile, The self-sealing material
slit and leaked & stream from the wound (dripping from structure) and slowed
some in two minutes. Pressure was reduced to zero after 3 minutes; the
wound sealel damp. When repressured, the wound seeped constantly in fast
drips. The exit wound was slightly misaligned and would have been classed
as a recduced ratz lesk.
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BLOCK NUMBER B 51
ROUND NUMBER T 73

ENTRANCE » ¥EXIT
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L
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¥ Exit conditions are shown as they would be seen from inside the tTank
All dimensions are reported in inches.
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BLOCK B 51  ROUND NUMBER T Th
DATE FIRED 27 February 1968

TANK CONDITION:
Witrogen Pressure 2 Psi; Baffling None

Skin Meterial 2024-T3 Clad (.040) Skin Gap .25 in.
Front only
PROJECTILE:
Caliber 30 Type AP Entry Tumbled
Velocity @ = mcceemmcmmee-- Ft/sec
MATERIAL:

Backing Board Conolite B33 FGIW (Cal. 50)

Composite = e

Self Sealing yniroyal US-179

RESULTS:
Entrance Seal veg Exit Seal ‘No exit :
Entrance Cored no - Exit Cored N.A,
COMMENTS:

Entrance: Full tumble. L.5 inches high.

The projectile broke up and the nose and another piece entered the cell
separately. The skin was cored (Petals .2 inches) and the backing board
frayed badly with slight coring. The self-sealing material was slit and
leaked a stream the size of a pencil lead for 2 minutes 15 seconds before
obtaining a damp seal at 2 psi. At 3 1/2 minutes, pressure was taken to
zero and the wound sealed dry. Total leakage d4id not exceed 1/2 gallon.

Exit: Round struck the self-sealing material and Just marked it.
Ho damage; no exit,
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BLOCK NUMBER B 51
ROUND NUMBER T Tk
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¥ Exit conditions are shown as they would be seen from 1nside the tank
Al]l dimensions are reported in inches.
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BLOCK _B 51.1 ROUND NUMBER _T 75
DATE FIRED 27 February 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Orange foam

Skin Material 2024-T3 Clad (.0k0) skin Gap .25 in,
Front only
PROJECTILIE:
Caliber 30 Type __API Entry _ gtraight
Velocity 02685 Before striker plate Ft/Sec
MATERIAL:

Backing Board  conolite B33 FGIW (Cal. 50)

Composite oo

Self Sealing ymiroval US-179

RESULTS:
Entrance Seal yes Exit Seal No exit
Entrance Cored no Exit Cored N.A.
COMMENTS:

Entrance: Straight 6 inches high. 12 inches below fuel.

The API projectile struck the striker (.020 2024-0 alum) 18 inches in
front of the cell. All witnesses saw a flash. The skin was cored and
petaled .15 inches high. The backing board was frayed only the size of the
projectile. The self-sealing material sealed dry with only a trace of fuel
on the backing board.

Exit: HNone.

The projectile traveled through the foam striking the rear self-sealing
material (cutting it slightly) then bounced back into the foam approximately
k inches. No other damage or leakage occurred.
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BLOCK NUMBER B 51.1
ROUND NUMBER T 75
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TANK DAMAGE
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BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 53 ROUND NUMBER _T 76
DATE FIRED 27 February 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Orange foam

Skin Material 6061-T6 (.080) Skin Gap .75 in.
PROJECTILE:
Caliber 30 Type AP Entry Straight
Velocity 2597 Ft/sec
MATERTAL :

Backing Board Air Logistics 700 SI EN 2-23 (Cal. 30)

Composite e

Self Sealing (Goodvear Tire FTL-13 (Cal. 30)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENRTS:
Entrance: Straight 12 inches high. € inches fuel head.

The skin was cored and petaled, both inward and ocutward. Highest .2
inches. The backing board was frayed the size of the projectile. The
self-sealing materisl sesaled dry with a very small trace of fuel,

Exit: Partial tumbled. O inches high.

No skin wes installed on exit side. The backing board was frayed but
no deflection occurred. The self-sealing material was slit with the wound
misaligned. NG seal occurred. The leakage was a stream sbout half the size
of a pencil and would not slow in 3 minutes with 2 psi pressure. Reduced
pressure to zero; leakage continued to flow down surface instead of spraying
out, Classed as wound failure; Reduced Rate Leakage. Materisal misaligned
some.
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BLOCK NUMBER B 53
ROUND NUMBER T 76
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¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 49 ROUND NUMBER _T T7 _
DATE FIRED 1 March 1968

TANK CONDITION:
Nitrogen Pressure 2 ©Psi; Baffling None

Skin Materisl 7075-T6 (.080) Skin Gap .25 in.
PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2857 Ft/Sec
MATERIAL:

Backing Board Firestone B-2 {Cal. 50)

Composite W oo

Self Sealing Firestone F-1146 (Cal. 50)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: Straight 13 inches high,

The skin was cored and deflected inward. Also .3 petals occurred. The
backing board was fraved the size of the projectile. The self-sealing
material sealed dry immediately, but a vacuum was pulled in the tank by the
exit failure immedistely.

Exit: Tumbled 14 inches high.

The skin failed top to bottom. The backing board split out as showm.
The self-sealing material was slit, with the wound uisaligned. Also the
sealant was not activated. The edge of the material was torn approximately
12 inches long. The skin was badly cored and petaled.

Had to replace the complete rear panel combination to continue test.
Leakage L4-5 gallon/minute at 0 pressure., Round struck sieel support angle
with a glancing flow.
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* Exit conditions are shown as they would be seen from inside the Tank
All dimensions are reported in inches.
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BLOCK B 53.1 ROUND NUMBER T T8
DATE FIRED 1 March 1968

TANK CONDITION:
Nitrogen Pressure Psl; Baffling Whiffle balls full
Skin Material 6061-76 (.080) Front onlgkin Gap .75 in.

PROJECTILE:
Caliber 30 Type __AP Entry gSiraight
Velocity 2685 Ft/Sec
MATERIAL:

Backing Board Air Logistics 700 81 EN 2-23 (Cal. 30)

Composite = = = scccmemaaaano

Self Sealing Goodyear Tire FTL-13 (Cal. 30)

RESULTS:
Entrance Seal yes Exit Seal no
Entrance Cored no Exit Cored no -
COMMENTS:

Entrance: Straight 6 inches high. 12 inches fuel head.

The skin was cored and petaled (both inward and outward). The backing
board frayed the size of the projectile. The self-sealing material sealed
with only a trace of fuel on the outside surface. .

Exit: Partially tumbled. 1.5 inches high. 16.5 fuel head.

¥o skin installed. The backing board frayed badly but did mesintain
some support. The self-sealing material slit and was misaligned. Lesakage
was 1-2 gallcn/minute at 2 psi. No possible seal. Leakage was at least
twice that of Round T 76. At O pressure exit wound still sprayed fuel.
On break down - examined the whiffle balls in the projectile path. Some
were just punctured while others were exploded. There was no apparent
effect of using the whiffle balis.
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BLOCK NUMBER B 53.1
ROUND NUMBER T T8
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% Exit conditions are shown as they would be seen from inside the tank
Al]l dimensions are reported in inches,
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BLOCK _B 49.1 ROUND NUMBER T T9
DATE FIRED 1 March 1968

TANK CONDITION:

Nitrogen Pressure 2 ©Psi; Baffling Orange foam

Skin Material T7075-T76 (.080) Skin Gap .25 in.
PROJECTILE
Caliber 50 Type AP Entry Straight
Velocity 2878 Ft/sec
MATERIAL:

Backing Board Firestone B-2 {Cal. 50)

Composite

- e W -

Self Sealing Firestone F-1146 (Cal. 50)

RESULTS:
Entrance Sesl ves Exit Seal no
Entrance Cored 1o Exit Cored no
COMMENTS: '
Entrance: Straight 7 inches high 11 inches fuel head., The skin

was cored and petaled .3 inches high.

The backing board was frayed the size
of the projectile.

The self-sealing sesaled with only a trace of fuel leakage.

Exit: Tumbled 6 inches high

The skin was split and petaled. The backing board also split out. The
self-sealing material was slit and the wound misaligned. However, the

sealant was partially activated. The edge of the material was torn for

approximately S inches. Leakage was 4-5 g&llen/miﬁute at 2 psi and 2-3
gallcn/minute at O psi. Thus, the foam did help some in the self-sealing
process. The round also struck the steel support angle.
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BLOCK NUMBER ‘B 49.1
ROUND NUMBER T T9
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¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.

283




BIOCK B 52 ROUND NUMBER T 80
DATE FIRED 5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Raffling None
Skin Material T0T75-T6 (.040) Front onlySkin Gap .25 in._

PROJECTIIE:
Caliber 30 Type AP Entry straight
Velocity 2516 Ft/sec
MATERIAL:

Backing Board _Air Logistics 700 SI EN 2-61 (Cal. 50)

Composite

T . . -

Self Sealing Firestone 1316-3 (Cal. 30)

RESULTS:
Entrance Seal yes Exit Beal vyesg
Entrance Cored no Exit Cored no
COMMENTS:

Entrance: 11.5 inches high straight 6.5 inches fuel head. The skin
was cored with a few cracks (smal}_}. The backing board was frayed the size

of the projectile. The self-sealing sealed dry with no trace of fuel
leakage.

Exit: No skin installed. tumbled exit. 1 inches high - 4 inches fuel
head. The backing board was frayed considerably but the eross grain con-
struction did not lose much support. The self-sealing wound seeped for

1 minute 15 seconds and had a good seal in 1 minute 45 seconds at 2 psi
pressure.
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BLOCK NUMBER B 52
ROUND NUMBER T 80

ENTRANCE *EXIT

.3 Diam
‘\2 Petall

nﬁ' 2

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE . EXIT
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ENTRANCE EXIT

BACKING BOARD DAMAGE

% Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK B 52 ROUND NUMBER T 81
DATE FIRED 5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling XNone

Skin Material  TOT75-T6 (.040) Skin Gap .25 in.
PROJECTILE:
Caliber 30 Type AP Entry Tumbled
Velocity = ~omomccna- Ft/Sec
MATERIAL:

Backing Board _ Air Logistics 700 SI EN 2-61 (Cel. 50)

Composlte .

Self Sealing _ Firestone 1316-3 (Cel. 30)

RESULTS:
Entrance Seal ves Exit Sesl No exit
Entrance Cored no Exit Cored N.A,
COMMENTS:

Entrance: Over tumbled and base forward 7.5 inches high. 10.5 in. fuel
head. The skin was cored and cracked with inward deflections. The backing
board was frayed the size of projectile 1/3 tumbled. The self-sealing
material sealed immediately dry but became damp after 4 minutes. The pressure
was reduced to zero at 3 minutes.

Exit: None. ©No damage observed.
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BLOCK NUMBER B 52
ROUND NUMBER T 81

ENTRANCE *¥EXIT
".l
No
‘Skin

i

.2 Petal ‘Qj/(

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE . EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BIOCK B 52 ROUND NUMBER T 82
DATE FIRED 5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling None
Skin Material 7075-T6 (.040) Front onlySkin Gap .25 in.

PROJECTILE:
Caliber 30 Type AP Entry Tumbled
Velocity = e-ee-- Ft/sec
MATERIAL:

Backing Board Air Logistics 70O SI EN 2-61 (Cal. 50)

Composite @ = seesemee--

Self Sealing Firestone 1316-3 (Cal. 30)

RESULTS:
Entrance Seal yes Exit Seal No exit
Entrance Cored no Exit Cored N.A.
COMMENTS:
Entrance:

Fully tumbled 13.5 inches below fuel surface.

Saw flash on skin as entrance occurred. The skin was cored and petaled
.25 high. The backing board was only frayed to the size of projectile.
The self-sealing sealed damp immediately and dried when the pressure was
reduced to zero after 3 minutes. Only leakage was a few drops.

Exit: None
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BLOCK NUMBER B 52
ROUND NUMBER T 82

ENTRANCE ¥EXIT
Cored No
.25 Peta] Skin
IS
-

SKIN PANEL DAMAGE AND LDEFLECTIONS

ENTRANCE . EXIT

TANK DAMAGE

ENTRANCE EXIT

Frayed
the size of
projectile.

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen Trom 1nside the tank
All dimensions are reported in inches.
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BLOCK B 52,1  ROUND NUMBER T 83 ‘
DATE FIRED _5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling QOrange Foan
Skin Material 7075-T6 (.O40) Front onlySkin Gap .25 in,.

PROJECTILE :
Caliber 30 Type API Entry Straight
Velocity 2667 (Before striker plate) Ft/Sec

MATERTIAL:
Backing Board Air Logistics 70O SI EN 2-61 (Cal. 50)

Composite = = @ cccceea-

Self Sealing Firestone 1316-3 (Cal. 50)

RESULTS:
Entrance Seal ves Exit Seal no exit
Entrance Cored no Exit Cored gzg*
COMMENTS:
Entrance:

Actusl entrance was fully tumbled 10 inches below the fuel surface. The
Round struck the striker plate (?O?S-TG <125 thick aluminum} and then tumbled,

The skin was cored and petaled. (Some signs of burning)

The backing board was frayed the size of tumbled projectile. The
self-sealing material sealed damp immedistely and sealed dry st 3 minutes
vhen the pressure was reduced to zero. The leakage was only & few drops.
Heard 2z hissing sound just after the projectile entered the cell probebly
from the incendiary portion of the projectile.

Exit: HNone
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BLOCK NUMBER B 52.1
ROUND NUMBER T 83

ENTRANCE » ¥EXIT

- No
Skin

"

SKIN PANEL DAMAGE AND IEFLECTIONS

ENTRANCE ‘ EXIT

TANK DAMAGE

ENTRANCE EXIT

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.
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BLOCK _B 52.2 ROUND NUMBER T 8L
DATE FIRED 5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Orsnge Foam

Skin Material T075-T6 (.040) Front only Skin Gap .25 in.

PROJECTILE:
Caliber 50 Type AP Entry Straight
Velocity 2857 Ft/Sec

MATERIAL:

Backing Board Air Logistics 700 SI EN 2-61 (Cal. 50)

Composite -

Self Sealing Firestone 1316-3 (Cal, 30)

RESULTS:
Entrance Seal yeg Exit Seal yeg

Entrance Cored no } ’ Exit Cored _pq

COMMENTS:

Entrance: ‘

The entrance was straight and 4.5 inches below the fuel surface. The
skin wes cored .5 inches diameter and petaled .2 inches. The backing board
was frayed and cored diameter of projectile, The self-sealing sealed dry
immediately with only a trace of fuel leakage. '

Exit: ,
The exit was straight but base forward. No skin was installed. The

backing board frayed diameter of projectile and cracked to the supportsa,
The self-sealing material sealed with only a seepage for 1 minute
at 2 psi.
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BLOCK NUMBER : B 52.2
ROUND NUMBER T 8b

ENTRANCE . ¥EXIT
No
Skin
o
.5 Dianm
.2 Petal

. SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

TANK DAMAGE

ENTRANCE EXIT

8.0

BACKING BOARD DAMAGE

¥ Exit conditions are shown as they would be seen from inside the tank
A1l dimensions are reported in inches.
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BIOCK B 52.3 ROUND NUMBER _T85
DATE FIRED 5 March 1968

TANK CONDITION:
Nitrogen Pressure 2 Psi; Baffling Orange Foam
Skin Material T075-T6 (.040) Front onlySkin Gep .25

PROJECTIIE: -
Caliber S0 Type APL Entry SBtraight
Velocity ——— Ft/sec
MATERTAL:

Backing Board Air Logistics 700 SI EN2-61 (Cal. 50)

Composite

Self Sealing Firestone 1316-3 (Cal. 30)

RESULTS:
Entrance Seal no Exit Sesal yes
Entrance Cored yes ‘ Exit Cored no
COMMENTS:

Entrance: Strike plate was .125 TO75-T6 alum. plate spaced 18 in. away.
Partial tumbled 8 in. below the fuel surface. The backing board frayed
and cored badly. The self-sealing material cored and frayed badly. No Seal.

Exit: No skin installed. Tumbled exit 12 in. below the fuel surface.
The backing board slit and freyed bedly. The self-sealing sealed with very
little lesksage, '

The box caught fire on the front surface upon impact. Firemen standing
by extinguished the fire in 2.5 minutes. All the fire was on the external
surfaces of the box and the major part on the front. Fire did spread to the
back but was small and was not shown on the high speed movie. When the fire
was out fuel was still above the wound. '
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BLOCK NUMBER B 52.3
ROUND NUMBER T 85

ENTRANCE 4 *EXIT

! No
Skin

SKIN PANEL DAMAGE AND DEFLECTIONS

ENTRANCE EXIT

ENTRANCE EXIT

BACKING BOARD DAMAGE

* Exit conditions are shown as they would be seen from inside the tank
All dimensions are reported in inches.

295




Distribution List for APML-TR-68-125

MAAE (14 cys)

MAAM  (Library)
MAC
MAT
MAN (2 cys)
MAY
MaM (T cys)
MAS

ATVM
APFT

APT

ASEP
ASNPD-30

Naval Alr Systems Commaend Representative Control
Wright-Patterson Air Force Base, Ohio 45433

AFAPL (STINFO)

ARZ

FoT

ASNNX-IE-1 (Mr. Don Graves)
ASNJI-20 (2 cys)

FOTSs (Mr. Mahood) (2 cys)
APFL (Mr. Gandee)

All of sbove: Wright-Patterson AFB, Ohio 45433

Naval Air Systems Command

Attn: J. J. GmWSki
AIR 52032C

Washington, D. C. (3 cys)

The Boeing Compeny

Vertol Division

Attn: B. A. D'Angelo
Mail Stop P39-72

Morton, Pa. 19070

Northrop Corporstion
Attn: R. E. Churchill
3901 W. Broadway
Hawthorne, Calif.

USAAML (OSMFE-SS/Harold Holland)
Ft. Eustis, Va. 23604

Fairchild-Hiller Corporation
Republic Aviation Division
Attn: Carl Roberts
Power Plant Staff
Mezzanine ©
Farmingdale, Long Island, N. Y.

North American-Rockwell Corp.
Attn: Mr. W. D. Dotgeth

’ Dept 056 Bldg 2

Los Angeles International Airport

Los Angelés, California 900009 (3 cys)

Ballistic Research Iab
Attn: Mr. Bernier
AMX BR-WC
Aberdeen Proving Grounds, Md.




Grumman Aircraft Engrg. Co.

Attn: Mr. Douglas H. Grundy
Power Plant Design Group
Plant No. 35

Bethpege, Long Island, N. Y. 1171k

McDonnell-Douglas Corp.

Douglas Aircraft Division

Power Plant & Environmental Engrg
Attn: Mr. L. D. Christensen

3855 Lakewood Blvd

Long Beach, California

Uniroyal, Inc.
Attn: W. R. Lozar
P. 0. Box 2327
Kettering, Ohio

Air Logistics Corporation
Attn: George B. Harr
3600 E. Foothill Blvd
Pasadena, Calif. 91109

Goodyear Aerospace Corp.
Litchfield Park, Arizona

Goodyear Tire & Rubber Co.
Akron, Ohio

Minnesota Mining & Manufacturing Co.

St. Paul, Minnesota

Firestone Tire & Rubber Co.
Akron, Ohio

M. C. Gill Corporation
E1l Monte, California

Conolite, Inc.
Carpentersville, Ill.

Defense Documentation Center (15 cys)
Cameron Station
Alexandria, Va. 22314

AUL
Maxwell AFB, Alabama

.Hq. USAF (AFCSAI)

Washington, D. C. 20330

Vought Aeronautics Division (10 cys)
LTV Aerospace Corporation

P. 0. Box 5907

Dallas, Texas 75222

Aerospace Industries Association (15 c&s)

1725 De Sales Street, N. W.
Washington, D. C. 20036

297




Unclassified

Security Classification

DOCUMENT CONTROL DATA-R&D

(Security classification of title, body of abstract and indexing annotation mus! be entered when the overall report is classified)

1. ORIGINATING ACTIVITY (Corporate Bulhor) . 2a, REPORT SECURITY CLASSIFICATION
LTV Aerospace Corporation, Vought Aeroneutics | Unclassified
Division 2b. GROUP
r’* 3. REPORT TlTL’E

Research on the Protection of Aircraft Fluld Systems

4. DESCRIPTIVE NOTES (Type of report and, inclusive dates)

1 May 1967 to 31 March 1968

5. AUTHORI(S) (First name, middle initial, last name)

John M. Metcalf, Ralph E. Roberts, Stanley D. Bridgeman

6. REPORT DATE

May 1968

7a, TOTAL NO. OF PAGES 7b. NO. OF REFS

F33615-67-C-1673
‘b, PROJECT NO. 73

T™ 28837

Task No. 7381

d.

9a. ORIGINATOR’S REPORT NUMBER(S)

9b. OTHER REPORT NO(5) (Any other numbers that may be assigned
this report)

AFML-TR-68-125

10. DISTRIBUTION STATEMENT

This abstract is subject to special export controls and each transmittal to foreign
governments or foreign nationals may be made only with prior approval of the Air
Force Materials Laboratory, MAAE, Wright-Patterson Air Force Base, Ohio 45L33.

11. SUPPLEMENTARY NOTES

12. SPONSORING MILITARY ACTIVITY

Air Force Directorate of Laboratories,
Alr Force Materials Laboratory (MAAR),
WTight-Patterson Alr Force Base, Ohio

13. ABSTRACT

utilized.

gself-sealing fuel tank materials.

This report describes the work done in a program to investigate available methods
of protection of aircraft fluild systems from ballistic damage. Primary emphasis in
this study was placed upon the protection of aircraft fuel tanks through the use of
A number of protection materials were selected
and subjected to gunfire testing with .30 and .50 caliber projectiles. Signifi-
cant conclusions of the program are as follows:

a. Internal tank pressures reduce probabllity of sealing. -

b. Hydraullc ram pressure induces significant structural damage, thereby
reducing probability of sealing exit wounds.

c. Petaling of skins in intimate contact with tank mateiial had little or no
effect on sealing of entrance wounds.

d. Existing materials can provide satisfactory protection when properly

e. Seversl new materials were tested which show evidence of potential appli-
cation, particularly backing boards.

This abstract is subject to special export controls and each transmittal to foreign
nationals may be made only with prior approval of the Alr Force Materials lLeabora-
tory, MAAE, Wright-Patterson Air Force Base, Ohio 45k33.

S/N 0101-807-6811

fI

DD 501473  (PacE 1)

__Unclagsified

Security Classification

A-31408




' Unclassified

~ Security Classification

14,

KEY WORODS

LINK A

LiNK B

LINK C

ROLE WT

ROULE wT

ROLE wWT

Aircraft fuel tanks
Self-gealing fuel tanks

Passive defense of fluld systems
Ballistic projectile protection
Airceraft fluid systems

DD "¥5.1473 (eacx)

SN

G101-807-88721

Unclassified

Security Classification

A-3140¢9



